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ABSTRACT 


These proceedings present the papers and panel discussions given at the 
Parabolic Dish Solar Thermal Power Annual Program Review held in P sadena, 
California on January 13-15 » 1981. It was sponsored by the U.S. Department of 
Energy, and conducted by Jet Propulsion Laboratory. 

The objective of the review was to present the results of activities of 
the Parabolic Dish Technology and Applications Development portion of DOE's 
Solar Thermal Energy Systems Program. Tl<irty-four papers were presented on 
the subjects of development and testing of concentrators, receivers, and power 
conversion units; system design and development for engineering experiments; 
economic analysis and market assessment and advanced development activities. 
Two panel discussions were held regarding technology development issues and 
application/user needs.* 


♦ 


★Not all submitted papers and transcripts of the panel discussions were 
available at time of publication. 
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INTRODUCTION 


H. J. Holbeck, Conference Chairman 

The three-day Parabolic Dish Solar Thermal Power Annual Program Review 
held this year at the Pasadena^ California Conference Center was attended by 
230 representatives from industry, utilities, national laborator ie.? , 
universities, government and foreign research institutes. Thirty-four papers 
were presented in sessions on subsystem development, system and application 
dev lopment, market assessment ana advanced development. 

Introductory remarks were made by Dr. Marshall Alper, manager of the 
Solar Energy Program at JPL, James Rannels, manager of Solar Thermal Technology 
Development at the Department of Energy, and Dr. Vincent Truscello, manager of 
the Sol^r Thermal Power Systems Project at JPL. Dr. Alper also substituted as 
luncheon speaker for Russell Schweickart, chairman of the California Energy 
Commission. He discussed alternative energy perspectives. 

The conference was highlighted by two panel discussions: a discussion 

by industry representatives on technology development issues and a discussion 
by potential user representatives on application/user needs. Summaries of 
these panel discussions are included in these proceedings. 

The conference also included a tour of the Parabolic Dish Test Site 
(PDTS) at the Edwards Test Station. Attendees viewed two test bed 
concentrators (TBCs) with a demonstration of a steam receiver mounted at the 
focal point of TBC-1. An OMNIUM-G parabolic dish system was also displayed as 
were several receivers and engines scheduled for future tests. 

The attendance and participation at the conference was very encouraging. 

A high interest in parabolic dish solar thermal technologies was indicated. 
Attendance remained high throughout all sessions with more than 100 attendees 
for the final event, the one-half day tour of the PDTS. 
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Session I 


ENERGY CONVERSION 


Session Chairman: E. E. Kempke, NASA/LeRC 
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THE SCSE ORGAHIC RANKINE ENGINE 
by 

F. P. Boda 

FORD AEROSPACE & OM4UNICATIONS CORPORATION (FACC) 
NEWPORT BEACH, CALIFORNIA 92660 



ABSTRACT 

This paper describes the Organic Rankine Cycle (ORC) engine currently undei. 
development for the Small Community Solar Thermal Power Experiment (SCSE) for 
JPL/DOE under Contract 955637. This engine is the heart of a Power Conversion 
Subsystem (PCS) located at the focal point of a sun-tracking parabolic dish 
concentrator. The ORC engine employs a single-stage axial-flow turbine driv- 
ii.^ a high speed alternator to produce up to 25 kW electrical output at the 
focus of each dish. The c working fluid is toluene, circulating in a 

closed-loop system at temperature up to 400''C (750°F). 

Design parameters, system description, predicted performance and program 
status are described. The first SCSE Organic Rankine Power Conversion Sub- 
system will be delivered to the JPL/Edwards test site in May 1981. 


INTRODUCTION 

Under Phase II of the SCSE Program, FACC will develop a solar thermal, point 
focusing, distributed receiver, distributed generation system employing a 
small Rankine-cycle power conversion subsystem (PCS) mounted at the focus of 
a parabolic dish concentrator. This paper describes only the Rankine-cycle 
PCS. The overall system and the solar receiver (boiler) are addressed in 
companion papers by R. Pons and H. Haskins, respectively. 

The PCS converts the thermal energy of superheated vapor from the receiver 
into shaft horsepower which drives a direct-coupled altei ator at the focal 
point. This high frequency ac power is converted to dc by a ground -mounted 
rectifier, combined with the outputs from other dishes, then inverted to 60 Hz 
ac electrical power supplied directly to the utility grid. 

The Rankine cycle was selected for the SCSE program on the basis of highest 
performance for least program risk (compared with other heat engine cycles). 
The organic Rankine cycle (ORC) engine was chosen over a steam Rankine engine 
on the basis of programmatic and technical factors. FACC has selected Barber- 
Nichols Engineering Company (B-N) of Arvada, Colorado, to design and build 
the PCF. B-N is currently in the hardware fabrication phase and assembly of 
the first unit is scheduled for completion next month. 
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SYSTEM DESCRIPTION 


The power conversion subsystem is comprised of a very compact turbine-alter- 
nator-pump assembly, an air-cooled condenser, a regenerator, boost pump, 
start pump, various valves, plumbing and instrumentation. The PCS also in- 
cludes certain ground -mounted electrical support equipment, such as the 
rectifier, overspeed brake controller, relays, etc. 

Figure 1 is a cutaway view of the PCS configuration, jhown attached to the 
FACC cavity-type receiver assembly. The cylindrical condenser shape results 
in an efficient PCS packaging arrangement about 1.1 m (44") dia x 1.5 m 
(60") long. The power conversion assembly shown in Figure 1 is designed to 
attach to the mounting rings of the General Electric Low Cost Concentrator 
(LCC) and provide ninimum shadowing of the mirror surface. PCS weight at the 
focal point is about 322 Kg (710 lbs.). 

A cutaway view of the turbine-alternator pump (TAP) assembly is shown in 
Figure 2. The TAP is an extremely compact device -- about the size of a 
football. It has one rotating shaft with the turbine wheel mounted at one 
end, t!u' alternator rotor in the middle and the feed pump impeller at the 
other end. The shaft spins on hydrodynamic fluid-film bearings fed by 
toluene lubricant passages through the shaft itself. Salient features of 
the TAP are listed below. 


TURBINE 

Single stage, axial flow 
Full admission, 10 nozzles 
Inconel 718, 110 blades 
Tip diameter 125 mm (4.92") 
Blade height 10.7 tm (0,42") 
Turbine efficiency 757» 


ALTERNATOR 

Permanent magnet (PMA) type 
Rotor: 6 Samarium Cohalt magnets 
Stator: 9-tooth, copper wound 
72 im (2.8") OD x 127 iiin (5,0")i 
3 0, 3000 Hz AC at 60,000 rpm 
95.07o peak efficiency 


Turbine speed is nominally 60,000 rpm. It varies over a narrow range 
(35,000 to 60,000) as a function of input j,ower. 60,000 rpm is not an 
excessive speed for turbomachinery (automotive turbochargers run twice as 
fast). It is this relatively high operating speed which makes the small TAP 
hardware size possible. As an example, the SCSE alternator is about one-twen- 
tieth the size and weight of more conventional generators associated with re- 
c iprocating-type heat engines. This turbine speed also allows the main feed 
pump to supply the full system flow at pressures up to 5,9 MPa (855 psi) with 
a centrifugal impeller only 33 mn (1.3") in diameter. 


The condenser consists of 369 finned aluminum tubes in parallel, arranged 
in three concentric layers. Cooling air is drawn in axially by the two-speed 
fan and exhausted radially outward across the condenser tubes. This direction 
of air flow prevents stalling of the fan motor during high winds. 


The regenerator is simply a heat exchanger designed to recover waste heat 
energy from the turbine exhaust vapor and use it to pre-heat the liquid 
before it enters the receiver (boiler), thereby enhancing overall system 
efficiency. The regenerator core is constructed of stainless steel tubing 
with aluminum fins. The liquid follows one continuous path (in the counterflow 
direction) through the finned tubing which makes 112 pasr es through the hot 
vapor flow. 
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The PCS is designed to operate at all solar-related elevation angles from 
S'’ to 90'’ above the horizon. For this reason, the hotwell (liquid collection 
reservoir) is located at the low point of the PCS. The total working fluid 
inventory is about 15 litres (4 gal). The low pressure side of the system 
operates at sub-atmospheric pressure to optimize turbine performance, so a 
small electrically-driven centrifugal boost pump is used to provide a moder- 
ate positive pressure to feed liquid to the main pump and the bearings. The 
boost pump obtains liquid from the hotwell. 

The temperature of the vapor at the exit of the solar receiver is maintained 
near a constant 399'’C (750'’F) by means of a vapor throttling control valve 
between the receiver outlet and the turbine inlet. The constant temperature 
can be maintained by controlling the mass flow rate of the working fluid to 
compensate for variations in solar flux vel. The vapor control valve is a 
pintle-typo valve operated by a hydraulic actuator which is powered by high 
pressure working fluid. Valve command signals are keyed to temperature sen- 
sors at the receiver outlet. 

Figure 3 is a simplified schematic diagram of the PCS showing the major com- 
ponents and the plumbing loop. The Remote Control Interface Assembly (RCIA) 
box shown in the figure is a FACC-designed controller/computer located near 
the base of each dish. Each RCIA communicates with a Master Power Controller 
(MPC) which performs central control and monitoring functions for a large 
array of SCSE power modules. 


TOLUENE 

The organic working fluid is teagent grade toluene (C^H^CH^), a clear liquid 
similar to common paint thinner. The thermodynamic properties of toluene are 
ideally suited for use ia small ORC turbines for solar applications. It 
yields high performance at relatively lower temperatures and pressures, com- 
pared to steam, and its freezing point is minus 95'’C (minus 139°). Toluene 
Is a fully characterized sv'bstance and its toxicity, flammability and other 
environmentally sensitive parameters are quite well known and safe handling 
procedures are well established. 

For any given working fluid, efficiency increases with temperature; however, 
all organic fluids have an upper temperature limit beyond which they tend 
to decompose, evolve noncondensible gases, etc. Some existing toluene 
systems have operated at 427°C (800°F) and beyond, but 399°C (750°F) is 
planned as the upper limit for SCSE to promote lung fluid life (years). The 
maximum temperature may be adjusted up or down as more experience is gained 
with the system. Adding 28'’c (50°F) is worth about l7o gain in overall sub- 
system efficiency. 

A few ORC systems in the field have experienced problems related to leakage, 
i.e., fluid degr dation caused by air, moisture or oil contaminating the 
working fluid. For this reason, the SCSE system was designed as a hermeti- 
cally sealed, closed-loop system to avoid the possible pitfalls associated 
with high speed shaft s>eals. Gearboxes, pipe threads, rust, etc. The PCS 
las no external moving seals. The toluene acts to lubricate all bearings. 





SCMECN 



FIGURE 1. POWER CONVERSION ASSEMBLY 




FIGURE 2. TURBINE -ALTERNATOR -iUMP (TAP) FIGURE 3. POWER CONVERSION SUBSYSTEM 

(PCA) SCHEMATIC 
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cool the alternator and pumps, and to operate the hydraulic actuator of the 
control valve (in addition to its primary function of powering the turbine). 


PERFORMANCE 

Electrical power output of the PCS is about 20 kW at rated conditions of 
75.6 kW thermal input and 28^C (82°F) ambient air temperature. PCS output 
is about 25 kW^ at peak power conditions of 92.4 kW^ input. 

Figure 4 shows PCS efficiency as a function of thermal input for various 
ambient temperatures. PCS efficiency is defined as the net dc electrical 
power out ^accounting for parasitics) divided by thermal energy input from 
the receiver. Predicted efficiency at rated power is about 26 percent. Note 
the relatively flat shape of the curves, denoting high efficiencies across 
a very broad range of solar operating conditions. This excellent "part-load** 
characteristic helps maximi^e power output on an annualized basis and not just 
at a rated power point. 


PROGRAM STATUS 

Some PCS components are currently undergoing development testing at Barber- 
Nichcls. B-N expects to complete assembly of the first deliverable unit in 
February, test it as a subsystem in March, test it combined with the FACC 
receiver and controller in April and ship it to the JPL test site in May of 
1981. 



FIGURE 4. PCA PERFORMANCE 
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JAY CARTER ENTERPRISES, INC. STEAM ENGINE 


b: J. Nesmith 
Jet Propulsion Laboratory 
J|800 Oak Grove Drive 
Pasadena, California 91103 


' ABSTRACT 

, The Small Community Solar Thermal Power Experiment (SCSB) has selected an 

I organic rankine cycle (ORC) engine driving a high speed permanent magnet 

5' alternator (PMA) as the baseline power conversion subsystem (PCS) design. The 

high frequency alternating current from the PMA is rectified and inverted to 
grid quality electricity. The back-up conceptual PCS design is a Jay Careter 
• steam engine driving an induction alternator delivering power directly to the 

grid. This paper traces the development of Carter’s automotive reciprocating 
simple rankine cycle steam engine and how an engine of similar design might be 
incorporated into the SCSE. A description of the third generation automotive 
engine is included along with some preliminary test data. Tests were 
conducted with the third generation engine driving an induction alternator 
delivering power directly to the grid. The purpose of these tests is to 
further verify the effects of expander inlet temperature, input thermal power 
level, expansion ratio, and other parameters affecting engine performance to 
aid in the development of an SCSE PCS. 


■./ 
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INTRODUCTION 

Early in Phase II of SCSE a fact-finding panel, consisting of personnel from 
the Jet Propulsion Laboratory, Lewis Research Center, Ford Aerospace and 
Communications Corp., and the Solar Energy Research Institute, was formed to 
assess the state-of-the-art in small organic and steam rankine cycle engines. 
The panel concluded that neither organic nor steam engines of the desired size 
range were off-the-shelf items and both were at a comparable state of 
development. After the ORC was selected as the baseline design, a parallel 
program was initiated to test the Carter third generation automotive engine 
driving an induction alternator. Testing is currently undei’way at the Jay 
Carter Enterprises, Inc. west coast office Santa Barbara, California. 
Preliminary results are available which will be presented along with a general 
description of how a Carter engine might be utilized in a solar application. 

History of Engine Development 

The main office of Jay Carter Enterprises, Inc. (JCB) is located in 
Burkburnett, Texas and was established in 1968. The first three years at JCE 
were spent developing inlet steam valves and piston cylinder expanders. A 
first generation engine was completed in 1971, tested for nine months, and in 
March, 1972 installed in a 196*1 VW Squareback sedan. The maximum expander 
inlet conditions were 538 °C (1,000°F) and 13.79 M Pa (2000 psia). The 
expander consisted of four radial piston cylinders with 57** cm3 (35 in3) 
displacement and an 11.3*1 expansion ratio (1). 
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The VW Squareback sedan with the first generation JCE engine demonstrated 
exceptional overall vehicle performance. Peak engine power was 52 KW (70 HP) 
mechanical at 5f000 RPM. Road tests were conducted for 9,700 Km (6,000 miles) 
at speeds as high as HO Km/hr (80 miles/hour) and at the end of 3,200 Km 
(2,000 miles) the engine showed no signs of wear. This automobile had a cold 
start-up to vehicle moving time capability of less than 15 seconds. This was 
the first automobile to meet the original 1976 emissions standards without 
add-on devices and demonstrated the best officially documented fuel mileage 
for a rankine-powered motor vehicle up to that time (June, 197*0(2, 3). 

The second generation engine was developed to operate in a 74 VW Dasher or an 
AMP designed para transit vehicle (PTV). Para transit was defined as all types 
of transit between privately owned and operated cars on one side and scheduled 
rail and bus service on the other. The second generation engine expander 
consisted of two cylinders vertically mounted which delivered 75 KW (100 HP) 
at 5,500 RPM. The 6.35 cm (2.5 in.) diameter and 7.62 cm (3*0 in.) stroke 
piston cylinders produced a total engine displacement of 483 cm3 (30 in3) 
and an expansion ratio of 10:1. Expander inlet temperature was held constant 
at 566®C (1,050°F) while pressure varied up to 17.24 MPa (2,500 psia) 
approximately proportional to input power level (4). 

A third generation engine was built in 1977 which was virtually identical to 
the second generation engine. One modification incorporated into the third 
generation engine was screw on heads. 

Description of Third Generation Test Engine 

The expander on the third generation engine shown schematically in Figure 1 
for a solar application consists of two vertically mounted piston-cylinders 
operating in parallel. Each piston-cylinder has a spring return inlet valve 
opened by a spike attached to the piston. These valves are commonly referred 
to as "bash valves". This valve design is a fixed cutoff type meaning a 
constant volume of steam is admitted into the cylinder at the top of each 
stroke. Power output from the engine is controlled by varying the boiler 
pressure which also changes the mass flowrate into the expander. This type of 
control system requires minimal throttle valve control; however, a positive 
displacement feed pump with solenoid valving is required to deliver controlled 
mass flow at variable pressures. Toward the end of each stroke oil is 
injected directly onto the piston rings to minimize wear and leakage around 
the rings. T‘,e oil is a non-emulsifying oil which is allowed to freely mix 
viith the steam at the expander exhaust. The expander is a uniflow design, 
meaning t,.it at the end of each stroke the piston uncovers exhaust ports which 
allow, the oil/steam mixture to pass through the feedwater heater and on to 
the ir-cooled condenser'. After the steam is condensed the oil and water are 
.'■sparated using the centrifuge which returns the oil to the expander and the 
water to an open to atmosphere water tank. The piston type feed pump delivers 
the water from the water tank through the feedwater heater and back to the 
boiler. 
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Test Results 


The third generation engine was tested at expander inlet temperatures between 
3990c (750°F) and 5660C (1,050<>F) and at power levels from 25 to 80 
KWth input. Efficiencies as high as 20f were measured, based on net 
electrical power delivered to the grid divided by the thermal input to the 
working fluid. All electric power parasitica were subtracted from the 
alternator output to obtain the net electric output. Preliminary data showing 
efficiency versus thermal input are plotted in Figure 2 at 538°C (1,000°F) 
expander inlet temperatures for a 10:1 expansion ratio. These efficiencies 
could be improved by adding insulation and repairing leaks in the condenser 
which created an excessive expander back pressure. Testing at a 14 to 1 
expansion ratio was initiated; however, the data 1s not currently available. 
Engine simulations predict improved efficiencies at this higher expansion 
ratio. 

Engine Solar Applications 

JCE completed a preliminary design study evaluating a JCE engine mounted at 
the focus of a parabolic dish solar collector (5). The study determined that 
for a 15 KWq engine/induction alternator unit, a single cylinder expander 
was optimal for a simple cycle and two cylinders were optimal for a reheat 
cycle. Maximum design inlet steam temperatures and pressures were 677°C 
(1,250OF) and 17.2 MPa (2,500 psia). An engine design speed of 3,600 RPM 
and maximum thermal input of 80 KWth was selected. Under these conditions a 
simple cycle and a compound reheat cycle had predicted total power conversion 
efficiencies (thermal-to-electric) of 26 and 30 percent, respectively. This 
engine would be easily adaptable to a total energy application which would use 
the high temperature steam to generate electricity and the 100°C (212°F) 
exhaust heat for domestic, commercial or Industrial heating applications. 

This would increase the total system efficiency to approximately 901(. 

Several engine mounting configurations are possible with a JCE engine on a 
parabolic dish collector. The JCE approach described in the study would mount 
everything except the condenser and the oil/water separation storage tank at 
the focal point of the dish. This configuration would have a dish mounted 
weight of 297 KG (654 lb.) and a total weight of 601 KG (1,323 lb.). The 
condenser would be fitted with a chimney to minimize parasitic fan power. 

Other mounting configurations might include using the condenser as a counter 
weight for the concentrator or simply mounting everything at the focus. 

Freeze protection could be accomplished with flexible freeze tanks, resistance 
heaters or a buried water storage tank. 

Conclusion 

The JCE third generation automotive engine has demonstrated total power 
conversion efficiencies (thermal to electric) of approximately 20j. The 
engine test data corresponds closely with the predicted data at several 
operating conditions which add credibility to the model. Verification of the 
engine and model through testing indcates predicted 26]t simple cycle and 30$ 
reheat cycle thermal to electric efficiencies are achievable at 677®C 
(1,250°F) for 15 KWg power levels. The value of this engine in a solar 
application could be further enhanced by using the 100°C (215°F) exhaust 
heat, thus increasing the total system efficiency to approximately 90$. 
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Figure 1. Power Module Schematic 



Figure 2. Preliminary Engine Data 
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STEAM ENGINE RESEARCH FOR SOLAR PARABOLIC DISH 

Roger L. Dernier 
Foster-Miller Associates, Inc. 

Waltheun, Massachusetts 


ABSTRACT 

A steam engine design and experimental program is exploring the efficiency 
potential of a small 25 kW compound reheat cycle piston engine. An engine 
efficiency of 35 percent is estimated for a 700^C steam temperature from 
the solar receiver. 


BACKGROUND 

The parabolic dish solar concentrator provides an opportunity to generate 
high grade energy in a modular system. Most of the capital cost is projected 
to be in the dish and its installation. Assurance of a high production 
demand of a standard dish could lead to dramatic cost reductions. High 
production volume in turn depends upon maximum application flexibility by 
providing energy output options, e.g. heat, electricity, chemicals and 
combinations thereof. Subsets of these options include energy storage and 
combustion assist. 

Individual dish mounted engine generator sets represent a major market 
opportunity. 

The Market 


Projecting new product market potential is a risky business. Presuming 
success in meeting system cost and performance goals, dish-engine production 
has been studied in the 10,000 to 100,000 range of annual unit volume. 

Selection of the best engine type from among the Brayton, Stirling and 
Rankine engines will have to wait for development results. 

The Steam Rankine Engine 

The positive displacement steam engine is an excellent fit in the component 
chain. High efficiency at moderate temperatures (55 to 59 percent of Carnot) 
yields high dish and receiver efficiencies as well. Engine efficiency is 
insensitive to load and ambient variations. A high efficiency 60 Hz alter- 
nator can be directly driven. Waste heat is accessible and at a useful 
temperature. Combustion assist and thermal storage coupling are straight- 
forward. 

All of the hardware is conventional in materials of construction and virtually 
already mass pioduced. The needed research is limited to the durability 
development of the hot cylinder, valves and long term water quality needs. 
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DESIGN STUDY 

Two independent steam engine design studies were conducted for the DOE para** 
bolic solar dish program managed by JPL. NASA LeRC as solar engine consul- 
tants contracted with Jay Carter Enterprises (1) and ourselves, Foster-Miller 
Associates (FM7v) (2) for parametric and preliminary designs. The results 
were very similar in concept and performance potential. 

The system arrangement places the high temperature and pressure engine ccxnpo- 
nents in the shadow of the receiver. The 60 Kz generator is directly driven. 

An atmospheric pressure condenser is mounted on the ground and cooled with a 
natural draft stack. FMA selected a drain down sump buried below the frost 
line. The water boost/emergency receiver coolant pump and electronics are 
also at ground level. 

Compound expansion reheat cycles were chosen to maximize efficiency (Figure 1) . 
One high pressure cylinder and one low pressure cylinder were predicted to be 
as efficient as any other ccxnbination of cylinder numbers. 

Performance Analysis 

FMA, combined with acquisition of the engine research group of Scientific 
Energy Systems, Inc., has developed a steam expander performance model. This 
work (-i) is based on 5,000 hours of steam expander testing at an inlet temper- 
ature of 54QOC. The important conculsions from this work were used to analyze 
the potential of cycle variations matched to specific expander designs 
(Figure 2, Table 1). 

Trends of interest are the influences of temperature and pressure ratios. 
Increasing inlet temperatures result in increasing efficiency nearly propor- 
tional to the respective Carnot efficiencies. Increasing pressure ratios 
increase efficiency but with little benefit at the higher pressures. The 
limiting factors are the onset of cyclic heat transfer in the cylinders when 
the higher expansion ratios drive the exhaust temperature below the inlet 
steam saturation temperature and increasing friction losses in the larger low 
pressure cylinders required to handle the increasing exhaust volume. 

Preliminary^ Design Study 

The selected cycle and design approach were matched to a reheat steam receiver 
study conducted by AiResearch. The peak steam pressure and tempciature were 
selected based on the demonstrated properties of stainless steels. ASME code 
properties for 316SS were judged to be adequate but Incoloy 800H, an iron 
based higher alloy, is suggested as a more cost effective material for the 
high pressure tubing. 

The engine specifications (Table 2, Figure 3) calls for a low piston speed, 

30 Hz expander of moderate displacement. Engine efficiency over the load 
range exceeds 34 percent. 

Four features of the system design are unproven. The first issue is the 
validity of the performance model. The supporting data is derived from a 
lower temperature but higher stage pressure ratio engine. The extrapolation 
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FIGURE 1. ENGINE SCHEMATIC 
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TABLE 1. PARAMETRIC DESIGN DETAILS 
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TABLE 2. PRELIMINARY DESIGN SPECIFICATION 
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is done from basic principals starting from individually measured losses such 
as frictioni pressure and heat transfer. A sensitivity analysis of each loss 
mechanism indicates that the net efficiency is rather forgiving. The reheat 
steam cycle is uniquely forgiving of internal losses by virtue of its highly 
regenerative nature (reheat recovery and feedwater heater) and low pumping 
power (Ih percent) . 

The high steam temperature is unusual in a steam power system. Fossil fueled 
plants are primarily liralted by sulfur corrosion on the air side. Internally# 
steam turbines are considered to be life limited by particulate erosion ot the 
transonic blades and low cycle fatigue of the massive rotors. The small piston 
engine is relatively free of these problems. A more severe problem may be the 
long term water quality that can be economically provided in the field. 

Two design choices recommeded for development are dry lubricated piston rings 
and water pressure actuated hydraulic valves. Oil lubricated rings have been 
proven in steam with a 370^C face temperature in a 540°C expander. A similar 
environment could be obtaineu tor this design using the hidden and cooled 
techniques used in Stirling engines with plastic rings. Avoidance of oil 
carryover and cylinder cooling losses suggests that dry -’brication is a 
valuable goal. 

Similarly the valve actuation system could be accomplished with a can and 
tappet system and/or a piston opened bash valve on the intake. It was felt 
that performance# complexity# life, and sealing would all benefit from feed- 
water pressvire actuated pistons on the valve stems. 


EXPANDER RESEARCH 

FMA is starting to test the critical expander features of the preliminary 
design. Funding is provided by DOE through a small business program for 
Innovative Research on Solar Thermal Power Systems (4). 

A prototype compound expander following the general principals and sizing 
results of the study has been built to test cylinder performance# dry 
(graphite) piston rings and water actuated valves. 

The first build graphite piston rings are rectangular unbalanced snap types. 
Pressure balancing can be incorporated in later builds when basic pressure 
velocity wear data is obtained. Other alternative piston sealing methods 
such as hard on hard pairs and controlled leakage options can also be 
researched. 

The valve actuation method is currently subject to Government patent disclosure 
In principal feedwater pressure operates on alternate sides of a piston on 
the valve stem. A mechanically driven spool valve switches thti water and is 
close coupled to the valve piston to minimize line dynamics. Squeeze film 
dait^ening is used on both ends of the valve stroke to control impact velocities 

The expander design is intended to grow into a field demonstration engine 
if the research results are encouraging. For example# the crankcase includes 
complete balancing shafts and accessory’ drive shafts. 
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FIGURE 3. PRELIMINARY EXPANDER DESIGN 
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SOLAR BRAYTON ENGINE/ALTERNATOR SET 


L. Six and R. Elkins 
Garrett Turbine Engine Company 
Phoenix, Arizona 


ABSTRACT 

Garrett's work on the Nod 0 solar Bray ton engine/alternator set is 
being redirected to utilize solarized components of the automotive 
advanced gas turbine (AGT) being developed by Ford and Garrett under 
contract to NASA. The new configuration is referred to as the Mod I. 
Commercialization of solar Brayton engines thus should be enhanced not 
only by relating the design to an engine expected to reach the high 
quantity, low cost production rates associated with the automotive 
market, but also by the potential the AGT components provide for 
growth of efficiency and power rating. This growth would be achieved 
through use of ceramics in later versions making operation possible at 
temperatures up to 2500*F. The longer program duration and higher 
cost of the Mod I is considered compatible with the extended schedule 
of the application and the system test program for which the Brayton 
engine/alternator set is first intended. Subject to funding avail- 
ability, the initial solarized AGT should be under test by Nov 1981, 
and a complete Mod I engine/alternator set deliverable approximately 
one year later. 

The Nod I will operate at 1500*F turbine inlet temperature (TIT), and 
produce 23 kw shaft output power at about 32 percent shaft efficiency. 
Growth versions incorporating ceramic parts will be capable of opera- 
tion at 2100 to 2500*F TIT and should develop 51 to 71 kw shaft power 
at efficiencies from 40 to 48 percent. 

INTRODUCTION 

This paper will report the status of the design, procurement and test 
effort by Garrett under NASA/DOE Contract DEN3-181. The purpose of 
this effort is to provide Brayton engine/alternator set hardware for 
demonstration of parabolic dish solar electric power modules. 

When commercialized, the solar power modules will be the building 
blocks of dispersed solar power plants ranging in size from a few 
kilowatts to systems up to 10 megawatts. The concept of a dispersed 
power plant consists of combining the electrical output from the 
required number of identical solar power modules. The modules would 
be controlled from a conveniently located substation where any final 
power conditioning also would be performed. Each module would com- 
prise a concentrator, a receiver, and an engine/alternator (E/A) set 
sometimes referred to as a power conversion subsystem (PCS) . The E/A 
set hardware being procured under Contract DEN3-181 is expected to be 
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evaluated at JPL'a Parabolic Dish Test Site at Edwards Air Force Base, 
California. The E/A set will be part of an experimental solar power 
module that also includes a test bed concentrator ,^nd a Garrett so;^ar 
receiver. 

Ourino the period from February to July of 1980 the analysis aid 
design of the Mod 0 engine/alternator set was essentially completed. 
The resulting configuration which is shown in Figure 1 reflect'd the 
initial guidelines, a low risk approach with minimun program cost and 
schedule. The Mod 0 design was based on use of the turbocompressor 
from the GTP36-51, a high performance state-of-the-art gas turbine 
recently designed for production rates up to 1000 per year as an Army 
generator set, two GT601 truck gas turbine production configuration 
recuperator cores, and an off-the-shelf Bendix 400 Hz alternator. At 
the 1S00*F TIT limitation, set by the intended use with a metallic' 
solar receiver, the estimated Mod 0 shaft efficiency was 30 percent. 

Redirection of the contract effort to a Mod I design was initiated in 
July 1980 to replace the Mod 0 components with more advanced compo- 
nents designed with lower cost higher production rates in mind. The 
Mod I design selected by JPL includes solarized versions of the turbo- 
compressor and regenerator from the automotive advanced gas turbine 
(AGT) under development by Ford and Garrett on NASA Contract DEN3-167 
and a new permanent magnet alternator (PMA) . This selection was made 
on the basis that these components would reduce the overall cost and 
schedule for achieving a commercialized Brayton engine for the solar 
power market in the 1990 *s. 

This Mod I engine/alternator set (see Figure 1) will operate at 
1500*F and produce 23 kw of shaftpower at about 32 percent shaft effi- 
ciency in the initial metallic version. When ceramic AGT housings 
become available from the automotive program, the solarized version 
with a ceramic receiver should be capable of operation to 2100 to 
2500*F where the shaft output power and efficiency should be 51 to 71 
kw and 40 to 48 percent respectively. 

MOD I COMPONENTS 

Figure 2 illustrates the key design changes made to improve the com- 
mercialization potential of the Brayton engine generator set. The 
solarized GTP36-51 turbocompressor and GT601 truck recuperator cores 
were replaced by the solarized AGT turbocompressor and regenerator. A 
comparison of some of the design features is made i> Table 1. 


24 



\ 


\ 



o 3 











< 

X 

ui 

Z 

2 UI 

O c? 

UI Z 

CA /V 


8 

S 


Figure 1. Brayton Engine/Alternator Set and Receiver. 
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Figure 3 illustrates other changes that were incorporated to upgrade 
the Mod I concept to more closely represent a corainercialized configur- 
ation. The slab gearbox and off-the-shelf 400 Hz Bendix alternator 
were replaced with a direct driven permanent magnet alternator to be 
developed specifically for this solar application. The PMA will be 
designed to also perform as a synchronous starter motor when supplied 
with suitable power from a dual converter. The dual co''.verter is so 
named because it also serves as the output power conditioning element, 
controlling and converting the alternator high frequency output to 
60 Hz ac during periods of power generation. This alternator start 
capability will eliminate the need for a separate starter such as the 
hydraulic starter, included for reasons of expediency, in the Mod 0. 

MOD I PERFORMANCE 

The range of possible maximum power design points for the Mod I engine 
is plotted on Figure 4 with two illustrative choices "A" and "B" 
identified. When ceramic housings and a 17-meter dish become avail- 
able, the maximum rated shaft power can be 51 kw with the engine 
operating at 2100®F and 90,600 rpm, (Point "B") . At this design 
point, the use of a gearbox will probably be required since the power 
delivered at engine shaft speed is too great for present day direct 
drive permanent magnet alternator technology. Initially, for use with 
the existing 1500®F metallic solar receiver and the 11- to 12-metei 
dishes, the engine design point (Point "A") will be 23 kw and 80,200 
rpm. For reference, the Mod 0 design point (Point C) also is shown on 
the figure. 

The 80®P sea level design speed for Point "b" was chosen to allow 
adequate margin for operation at other ambient conditions. For 
instance, if the same engine/alternator set were installed at 
5000 feet and operated on a clear hot day, the engine speed must 
increase to absorb the concentrator heat output from 90,600 rpm to 
approximately 100,000 rpm, which is the AGT turbocompressor design 
limit. 

Part load characteristics of the Mod I engine corresponding to the two 
previously identified des'gn Points "A" and "B" are shown on Figure 5. 
Currently, the part load control strategy is to hold the variable 
inlet guide vane (IGV) angle constant at about 20 degrees from full 
open for a 1500 ®F rating and reduce engine speed to match reduced 
thermal outputs from the solar concentrator and receiver. Note that 
this control strategy results in mu i higher part load efficiency than 
does holding the speed constant. From Figure 5, it is apparent that 
the efficiency is essentially constant over the 100 to 50 percent 
part- load power range. 
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Figure 3 illustrates other changes that were incorporated to upgrade 
the Nod I concept to more closely represent a commercialized configur- 
ation. The slab gearbox and off-the-shelf 400 Hz Bendix alternator 
were replaced with a direct driven permanent magnet alternator to be 
developed specifically for this solar application. The PMA will be 
designed to also perform as a synchronous starter motor when supplied 
with suitable power from a dual converter. The dual converter is so 
named because it also serves as the output power conditioning element, 
controlling and converting the alternator high frequency output to 
60 Hz ac during periods of power generation. This alternator start 
capability will eliminate the need for a separate starter such as the 
hydraulic starter, included for reasons of expediency, in the Mod 0. 

MOD I PERFORMANCE 

The ranga of possible maximum power design points for the Mod I engine 
is plotted on Figure 4 with two most probable choices "A" and "B" 
identified. When ceramic housings and a 17-meter dish become avail- 
able, the maximum rated shaft power will be 51 kw with the engine 
operating at 2iOO®F and 90,600 rpm, (Point "B") . At this design 
point, the use of a gearbox will probably be required since the power 
delivered at engine shaft speed is too great for present day direct 
drive permanent magnet alternator technology. Initially, for use with 
the existing 150C®F metallic solar receiver and the 11- to 12-meter 
dishes, the engine design point (Point "A") will be 23 kw and 80,200 
rpm. For reference, the Mod 0 design point (Point C) also is shown on 
the figure. 

Point "B", the 80*F sea level design point for 2100®F, was chosen to 
allow adequave margin for operation at other ambient conditions. For 
instance, if the same engine/alternator set were installed at 
5000 feet and operated on a clear hot day, the engine speed must 
increase to absorb the concentrator heat output from 90,600 rpm to 
approximately 100,000 rpm, which is the ACT turbocorapressor design 
limit . 

Part-load characteristics of the Mod I engire corresponding to the two 
previously selected design Points "A" and "B" are shown on Figure 5. 
Currently, the part load control strategy for the Mod I is to hold the 
variable inlet guide vane (IGV) angle constant at about 20 degrees 
from full open and reduce engine speed to match reduced thermal out- 
puts from the solar concentrator and receiver. Note that this control 
strategy results in much higher part load efficiency than does holding 
the speed constant. From Figure 5, it is apparent that the efficiency 
is constant over the 100 to 50 percent power range. 
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Figure 3. Alternator (Plus Gearbox) and Starter. 
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PROGRAM APPROACH AND SCHEDULE 


As shown on Table 2 , the Mod I program has been structured to accom- 
modate vaga’-ies of funds availability. Subject to go ahead in Janu- 
ary, 19ftl funds remaining on the contract wiJ used to design the 

solarized metallic AGT. As additional funds become available the 
solarized AGT wi'.l be fabricated and operated in the Garrett test 
laboratory, thus completing the first column of Table 2. Further 
funding will allow the balance of the Mod I engine/alternator set to 
be designed, fabricated and tested preparatory to shipment for evalua- 
tion at JPL's Parabolic Dish Test Site Edwards Air Force Base. This 
activity is defined in the second colum of Table 2. Depending on the 
requireir-ints of future programs such as the EE-2a and the MX-RES, the 
design will be modified as indicated in the third column of Table 2 
with required quantities fabricated and delivered. 

SUMMARY 

In mid-year of CY 1980, requirements for the Brayton engine/alternator 
set hardware appeared to be slipping, and additional 'evelopment funds 
appeared to be forthcoming. Therefore, redirection of the Mod 0 pro- 
gram was initiated by JPL. The object of the redirection was to util- 
ize the added time and funds to upgrade the Mod 0 design to a Mod I 
configuration, allowing incorporation of design features that would 
enhance the ultimate commercialization of Brayton engine/alternator 
sets. The more important of these Mod I design features are summar- 
ized as follows: 

• A low cost, high production rate automotive design 

• A potential for growth to 40-4B percent shaft efficiency 

• A potential for growth to 51-71 kw shaft power 

The Mod I program has been restructured to provide for achievement of 
meaningful milestones consistent with the expected incremental nature 
of future funding. Two major milestones are now defined as follows: 

First test, solarized AGT - November 1981 

Delivery, first Mod I E/A Set - March 1983 

These milestones should be periodically reviewed to evaluate whether 
they are adequate and timely for requirements such as the EE-2a an ^ 
MX-RES. 



PROGRAM APPROACH AND SCHEDULE 


As shown on Table 2 , the Mod I program has been structured to accom- 
modate vagaries of funds availability. Subject to go ahead in Janu- 
ary, 1981 funds remaining on the contract will be used to design the 
metallic AGT solar ization. As additional funds become available the 
solarized AGT will be fabricated and operated in the Gar ett test 
laboratory, thus completing the first column of Table 2. Further 
funding will allow the balance of the Mod I engine/alternator set to 
be designed, fabricated and tested preparatory to shipment in 
March 1983 for evaluation at JPL's Parabolic Dish Test Site at Idwaids 
Air Force Base. This activity is defined in the second column of 
Table 2. Depending on the requirements of future progrtms such as the 
EE-2a and the MX-PJIS, the design will be modified as indicated in thve 
third column of Table 2 with required quantities fabricated and 
delivered. As a first step toward design and building the third 
column units, additional analysis will be required to confirm the 
design or define the additional design modifications required in areas 
such as : 

o Durability for solar duty cycle 

Regenerator core and seals 
Ceramic housings 
Bearing life 

o Maintenance cost and sel.’ ing price 

o Power rating and concentrator size for the 2100®F engine/ 
alternator set 

o Type of alternator and power conditioning equipment for 
higher power rating 

SUMMARY 

Toward the end of FY 1980, predicated schedule requirements tor the 
Brayton engine/alternator set slipped, and additional development 
funds appeared to be forthcoming. Therefore, redirection of the Mod 0 
program was initiated by JPL. The object of the redirection was to 

utilize the time and expenditures necessary in upgrading the Mod 0 

design to a Mod I configuration, and incorporating design features 
that will enhance the ultimate commercialization of Brayton engine/ 
alternator sets. The more important of these Mod I design features 
are summarized as follows: 

o A low cost, high production rate automotive design 

o A potential for growth to 40-48 percent shaft efficiency 

o A potential for growth to 51-71 kw shaft power 
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FIRST PHASE TESTING OF SOLAR THERMAL ENGINE AT UNITED STIRLING 


WORTH PERCIVAL 

Technical Director 

United Stirling Incorporated 

HANS-GDRAN NELVING 

Project Engineer, Concept Analysis 

United Stirling, Sweden 


INTRODUtTION 



¥ 




During 1980 United Stirling of Malmo, Sweden, (USS) has been under 
contract from the Jet Propulsion Laboratory, for the modification of 
one of their series of laboratory test engines, known as the model 
4-95 (formerly P401 , for operation as a solar power plant in a 
par oolic dish concentrator. The engine with its receiver (solar heat 
exchanger), alternator and control system is to be installed on the 
Test Bed Concentrator, located at the JPL Parabolic Dish Test Site 
at Edwards, California, in June 1981. 

The objective of the program is to demonstrate that the Stirling engine 
is a practical, efficient and reliable energy converter when integrated 
with a parabolic dish concentrator, and that it has the potential of 
being cost com|>etitive with fossil fueled electric generating systems 
of today. 

Also during 1979-1980, United Stirling has been supporting the 
Fairchild Stratos Division of Fairchild Industries in a team effort to 
design a ’’direct coupled” hybrid receiver for the 4-95 engine to be 
installed in the above mentioned test. It will permit the engine to 
operate at constant load on either a ’’solar only” mode, or with a 
fossil fuel burner in a ’’combustion mode” during cloud cover or at night. 
Ihe receiver is being fabricated by Fairchild Stratos and is "o be 
integrated with the engine by United Stirling and the Advance Corporation. 
The Stirling receiver activity (DSSR) is described in another paper at 
this Review. 

Recent studies have shown that a Dish/Stirling system employing mass 
produced components has the potential to produce electricity for 
50-70 mils/kV^ and at a capital cost of under $1000/kW (1,2,3). Contri- 
buting to this is the relatively high thermal efficiency of the 
Stirling and its projected low selling price (4). The importance of 
thermal efficiency is related to the concentrator/engine production 
cost ratio. This ratio is not yet certain, but is believed to be 
between 2.5 and 4. Since concentrator mirror area is inversely propor- 
tional to thermal efficiency, power plant thermal efficiency has a 
leverage effect on overall system cost. 


I 
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UNITED STIRLING IN-HOUSE PROGRAM 

The Stirling engine being modified for the program has its roots in 
the USS development program going back to 1972 vdien the decision was 
made to concentrate all efforts on d. uble-acting four cylinder desi^s, 
rather than the classical displacer type engines. Double-acting engines 
have proven to be lighter, more compact and less costly compared to 
multi-cylinder displacer engines. 

In 1975 a new double-acting 40 kM engine was designed and first 
tested in 1976. It was originally termed the P40 but more recently 
designated the 4-95, having a displacement of 95 cc/cylinder. The design 
objective was to achieve a reliable experimental engine for the development 
of specific components such as the heater head (the high temperature 
heat exchanger receiving heat from an external source) , piston rod 
seals, piston rings and control systems. In combination with a require- 
ment of high cycle efficiency and high power density, this called for 
a concept with parallel cylinders placed in a square, a heater head 
with rotational synmetry, and a twin crank shaft drive unit. The 4-95 
cross-section is shown in figure 1. The involute heater head is seen 
in figure 2, and the engine on a dynamometer is shown in figure 3. 


imnMK mrm srsnut 
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Fiy2. 4-9S involute heater heaJ 


The engine is structurally built up from three main assemblies, the 
drive unit, block and heater head. It is possible to split the engine 
between block and drive unit without disassembling the heater head. This 
option minimiied the effort and time needed for assembling and dis- 
assembling in conjunction with modifications and ser/ icing. 

TWentyone 4-9S engines have been built for in-house use as well as for 
special testing by government agencies and private organizations in the 
United States, Britain and West tlennany. The 4-9S is plaving a key role 
as a baseline engine in the llOt/NASA Automotive St irling' Engine (ASE) 
program. Three passenger cars, so far, hav'e been operatine with the 
4-9S engine. 

Several conceptual and design features give the 4-9S engine a potential 
tor long life between overhauls. Such unique features include: 

- absence of sharp pressure impulses within cylinders 

- inherent low linear and torsional vibr.it ion * 

- absence of valve gear 

• lubrication system operates in non-contaminating atmosphere 

- piston rings and seals operate in cool region 

- cross head design eliminates side forces on piston assembly 

As of December 1980, total test time for all 4-95 engines on dyTiamomcters 
and in demonstration programs exceeds 13,000 hours. One engine operating 
on a special high temperature (820 OC) endurance cycle has been running 
over 5800 hours. The critical piston rod seal, known as the new PL design 
has achieved approximately 120,000 hours of successful running on all 
seal imits, with one seal exce^ing 7000 hours without failure. 
Additionally, about 150,000 hours of separate component and accessory 
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SCHEDULE 

PROGRAM START 
COMPONENT MANUFACTURING 
ENGINE ASSEMBLY 

STANDARD ENGINE ACCEPTANCE TEST 

ENGINE MODIFICATION AND TEST 
IN INVERTED POSITION 

RECEIVER INTEGRATION AND TEST OF 
RECEIVER/ENGINE/ ALTERNATOR SYSTEM 
WITH COMPLETE CONTROL SYSTEM 

DELIVERY TO US 

INTEGRATION TO TEST BED CONCENTRATOR 
(EDWARDS AIR FORCE BASE) 

START OF SOLAR TEST 

Fig4. Piognun schedule. 
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Results of testing engine 4-95-021 with a standard involute heater, 
figure 2, are presented in the curves, figure 5, 6. To sunniarize, it 
can be noted that the engine jx)wer at 1800 rpm ranges from 20 kW at 
11 MI\i to r kW at IS MPa. Auxiliaries include the lube oil pump and 
the helium pump, which are the only ones to be engine driven at the 
Bdwards Test Site. The water pump will be at ground level and is the 
re sjHMis i b i 1 1 1 V of J PL . 


TEST DATA - JPL ENGINE 
SOLAR ENGINE PERFORMANCE 


PxrS. 

Acceptance test data- |x>wer. 



00 10 too too NO 

HELIUM MEAN PMESSUNf (MPA) 


TEST DATA - JPL ENGINE 
SOLAR ENGINE PERFORMANCE 


Fig6. 

Acceptance test data- efficiency. 


CNOINt EFFICIENCY (%) 
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Engine thermal efficiency for solar applications is based on net heat 
into the heater, rather than on gross heat (from fuel) as in automotive 
applications. The net heat value is the result of 2 measurements — the 
overall brake thermal efficiency and the so-called "furnace" or external 
heat system efficiency, The latter is equal to: 


^H'(^eg ^ra d) 

Qh 


r)b = external heat system efficiency 
Oh = heat input from fuel and air 
Ogg = heat losses in exhaust gases 
Orad = heat losses through radiation 

= overall brake thermal engine efficiency 
rjST = solar thermal efficiency 


The difficulty lies in the accurate determination of the bracketed 
term, which is the result of measurements (temperatures in the exhaust 
gas iind insulated sjxices of combustor) and calculations. However, the 
end result is believed to be conservative. The curv'es in figure 6 show 
the solar thermal efficiency ranging from 31% at 11 MPa to at 
IS MPa, on helium. On hydrogen the efficiency at 15 MPa is estimated to 
be 4U. 

The e st inuited tx^rformrjice with the F-airchild hybrid receiver installed, 
in place of ihe present involute heater, is shown in figure 7. The 
efficiencies arc lower by about 2 percentage points because the heater 
tubes in the hybrid receiver are approximately 501 longer than for 
the standard heater, which casues higher internal flow losses. 


Coolant Temp. 50 

Nominal outer tube wall temp. 

Mean pressure 15 MPa 

710®C 

810®C 


He 

H2 

He 

H2 

Max. power, kW 

24 

26 

27 

28 

Max. efficiency, % 

36 

38 

40 

41 


Fig7, Predicted engine j>erformance in a solar application. 
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The next major task in the program includes a functional test of about 
100 hours using the same engine and heating system combined with the 
25 kw induction alternator (to be used in the final system), operating 
at 3 or more angles from to completely inverted. Components are on 
hand and inodificat iots to the lubricating system have been made for 
gravity drainage in all positions. ^ preliminan^ test of a mock-up of 
the cranltcase, with external plumbing and oil sump, was made recently 
at Ricardo in iingland, who have been fabricating the 4-95 engine crank- 
cases and drive units. Gravity drainage was found to be satisfactory at 
all angles (figure 8), 


FigH. Ingine/al temator in mounting structure and TBC mounting 
ring ( mock-up 1. 


The new Pl-seal unit has been tested in the inverted position in a C 
separate test rig for 1500 hours. No oil was found to pass into the 
engine working spaces. 

Numerous meetings between JFL, Fairchild and USS have been taking place 
during 1980 for coordination of the instrumentation and controls to 
interface with the new rexeiver and with the JPL test equipment at 
the Edwards Test Site. 


The Fairchild receiver is scheduled for deliver' 1^ by Ntirch 1, 1981. 
Functional and (KTformance testing of the receiver, integrated with the 
nKHlified 4-9S-21 engine, is scheduled for A|jril and May, 1981. It will 
operate in the Ciinhustion mode only and at one inverted angle. The ctmi- 
plete pOiftVT jKickage, including the modified engine equipped with the DSSR 
alternator, ctmtrols and mounting structure, will be delivered to the TPG 
site at Edwards in late Mav, 1981. 






FirrURE PLANS AND ADVA^K:ED ENGINES 




United Stirling has a continuing program for improvement of compoj;ents 
and accessories for all engine designs. In particular, for solar designs, 
the extreme requirements for long unattended operation and time between 
overhaul, justifies further work to prolong the life of specific coinponents, 
such as the piston rings. Progress is being made in this area. Present 
life of rings ranges from about 2500 to 4000 hours. 

In addition, the introduction of the ceramic receiver/heater head has 
the potential of substantially reducing the life cycle cost of the engine, 
as well as the need for strategic materials. 

At a working temperature of 1100 ceramic components, such as a 
silicon carbide heater, will produce a 501 power increase and a 
thermal efficiency of about 49i. 

In some solar applications a sodium cooled solar receiver will be 
advantageous, especially when thermal energy storage is included. The 
Stirling engine with a sodium heater head operates more efficiently 
since the heater tubes can be shorter and ten^ratures more uniform. 

Thermal efficiency increases about 3 percentages points in a sodium 
heated engine at the same nominal tube temperature. 

Based on a relatively low-risk development program. United Stirling 
believes that for solar applications engine time between major overhauls 
of 30,000 hours is achievable. 
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NON-HEAT PIPE RECEIVER/P-40 STIRLING ENGINE 

R. A. Haglund, Senior Project Engineer 
Fairchild Stratos Division 
Manhattan Beach, California 


ABSTRACT 

This project will demonstrate the technology for a full-up hy- 
brid dish-Stirling Solar Thermal Power system by mid 1981 at 
JPL's Desert Solar Test Facility near Lancaster, California. 
Overall solar-to-electr ic efficiency for the dish-Stirling sys- 
tem demonstration is approximately 30%. Hybrid operation is 
provided by fossil fuel combustion augmentation, which enables 
the Stirling engine to operate continuously at constant speed 
and power, regardless of insolation level, thus providing the 
capability to op:.-rate on cloudy days and at night. 

The Non-Heat-Pipe Receiver/P-40 Stirling Engine system will be 
installed and operated on the JPL Test Bed Concentrator. A 
25-kW direct-driven induction-type alternator will be mounted 
directly to the P-40 engine to produce to a 60-Hz, 460-480-volt 
output . 


NON-HEAT PIPE RECEIVER DESIGN 

The Non-Heat-Pipe Receiver design is a cavity-type receiver, as 
illustrated in Figure 1. The primary receiver surface is a con- 
ical plate with integral passages for the helium working fluid. 
The passages are formed by Inconel 617 tubes imbedded in a cop- 
per matrix, which in turn is encapsulated in an Inconel 017 
sheet. The cone is heated by solar insolation on the surface 
exposed to the receiver cavity and by combustion gas on the back 
surface and the regenerator tubes. The receiver is attached 
directly to the Stirling engine cylinders and regenerator 
housings. 

The combustion system design is based on heavy duty industrial 
burner technology, scaled to the size and configuration required 
to assure reliable cold start, stable combustion over the full 
operating range and uniform heating of the heater tubes extend- 
ing from the underside of the cone to the engine regenerator 
manifolds. The combustion air, provided by an electric-motor- 
driven constant speed blower, is directed through a preheater 
into the combustion chamber, which contains eight integrally 
cast venturies, oriented to produce a swirling flow field inside 
the combustion chamber, providing sufficient residence time to 
complete combustion ano uniform combustion gas temperature 
upstream of the heater tubes. Fuel is introduced through a jet 
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located inside each venturi. Direct electric spark ignition and 
flame sensing is provided. The flame sensing subsystem causes 
the main fuel valve to close automatically in the event of 
flame-out. Automatic restart is provided. 

Performance Goals 


The following performance goals have been identified by JPL for 
the Non-Heat-Pipe Receiver design: 


Concentrator diameter (active) 

Geometric concentration ratio 
Peak insolation (1 kW.m^) 

Concentrator efficiency (clean) 

Total error (slope plus pointing) 

Fossil fuel combustor peak input to helium 

Combustor turndown ratio 

Working fluid temperature (helium) 

Peak engine pressure (helium) 


10 m 
2000 
76.5 kW 
0.83 
3 mr 

70.0 kWt 
10:1 

650°C to 
815®C 
(1200“’ to 
1500«F) 

17 Mpa to 
20 Mpa 
(2500 to 
3000 psi) 


The expected thermal efficiency of the receiver is 90 percent 
and 85 percent at 650“C (1200®F) and 815°C (1500“F) helium tem- 
perature respectively. 

Program Status 

The receiver has been completed and delivered to JPL for further 
test and evaluation prior to shipment to United Stirling for en- 
gine integ;atior tests. Combustion and heat transfer tests have 
been conducted at Fairchild Stratos Division in Manhattan Beach, 
California and were carried out jointly by JPL, Fairchild and 
the Institute of Gas Technology. Test objectives included eval- 
uation and demonstration of cold start, combustion stability and 
energy release at various power levels, combustion air preheat, 
pressure drop, fuel/air ratios and heat transfer. Reliable cold 
start performance, full design output power and turndown capa- 
bility have been demonstrated. The general arrangement of the 
combustion test is illustrated in Figure 2. 
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HEAT PIPE SOLAR RECEIVER WITH THERMAL ENERGY STORAGE 


W«F. Zimmarman 

Advanced Energy Programs Department 
General Electric Co. 
Evendale, Ohio 


ABSTRACT 

A heat pipe solar receiver (HPSR) Stirling engine generator system featuring 
latent heat thermal energy storage, excellent thermal stability and self reg- 
ulating, effective thermal transport at low system A T is described. The sys- 
tem has been supported by component technology testing of heat pipes and of 
thermal storage and energy transport models which define the expected perform- 
ance of the system. Preliminary and detailed design efforts have been completed 
and manufacturing of HPSR components has begun. The modification of a Stir- 
ling engine for operation on condensing sodium vapor is required during 1981 
in order that the system can be committed to a solar test at an early date. 
Additional developments will include the later design, construction and test 
of a flame impingement combustor which can be directly added to the existing 
system without major modifications. A progressive development of this first 
prototype toward low cost, mass production hardware is expected for wide solar 
applications . 


SYSTEM DESCRIPTION 

The heat pipe solar receiver with TES (HPSR) is a high efficiency solar re- 
ceiver and thermal storage system for use as part of a self-contained 15-25 
kWg Stirling engine power conversion system located at the focal point of a 
parabolic dish concentrator and operating at an engine temperature of^l520®F. 
Its unique feature is the efficient collection, transport, storage and re- 
trieval of solar energy through the use of high temperature sodium heat pipes 
and NaF-Mgp 2 latent heat storage. 

The concept of heat flow in the system and a conceptual design of an advanced 
development system are shown in Figures 1 and 2. The fourteen primary heat 
pipes in the receiver deliver heat through a bulkhead into a large secondary 
heat pipe containing (1) 73 capsules, each 2 inches in diameter and 33 inches 
in length and containing the eutectic fluoride TES salt, (2) a shell-side heat 
exchanger surface to accept heat from an efficient flame impingement combustor 
and (3) the heat exchanger tubes of a Stirling engine. The primary heat pipes 
transfer heat in one direction only to prevent heat 'oss from the TES. Heat 
transfer in the secondary heat pipe is effected in a near-isothermal manner by 
sodium vapor thermal transport without pumps, valves, controls or flow sen- 
sors; the hotter surfaces, such as the primary heat pipe, condensers or the 
combustor heat exchanger reject heat and the colder surfaces, where heat is 
being extracted, accept heat at near-isothermal temperatures. Differences in 
equilibrium vapor pressure within the system provide the driving force. Thus 
the system is self regulating in that the heat flow into and out of the system, 
the storage of energy in the latent heat salt and the provision of heat to 
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the engine are based upon minor temperature differentials occasioned by the 
operation of the system itself. Simple temperature instrumentation within the 
isothermal secondary heat pipe can indicate the subcooling or superheating of 
the TES; the temperature source for operation of the engine remains relatively 
stable varying only with the A T required to extract heat from the large sur- 
face area of TES material at low heat flux levels. 

The small aperture of the receiver reduces convection anu reradiation losses 
which results in high receiver efficiency. 

The proposed flame impingement combustor on the TES shell features a high gas- 
side heat transfer coefficient approaching 120 Btu/hr-f t sodium-side heat 
transfer coefficients are, of course, orders-of-magni tude higher. The tech- 
nology of flame impingement combustors has been well advanced by Rasor Asso- 
ciates* through the development of large thermionic converters and through 
demonstrated improvement-^ in combustors for Stirling engines using silicon 
carbide ceramic materials and advanced impingement combustor design tech- 
niques . 

Other features of the advanced HPSR concept include the following. First, the 
all-stainless-steel construction made possible (1) by the use of dished heads 
on che secondary heat pipes to minimize the stresses from very low differen- 
tial pressure within and outside this heat pipe and (2) by t' e use of sec- 
t ioned-s t i f fencd stainless steel forward and aft salt capsule support plates 
to carry axial loads from the salt capsules. Second, the development of re- 
duced wicking requirements for supplying sodium with the TES. Third, im- 
provement in Stirling engine efficiency from 39.6% to about 43% by engine 
heater head redesign to take advantage of improved sodium heat transfer co- 
efficients at the heater tubes. This latter improvement in turn, decreases 
solar collection costs, improves TES storage time for equivalent weight and 
cost and results in less COE sensitivity to increase in fuel cost for the 
combustor assisted system. The general effects of these expected changes in 
efficiency and of the value of TES in increasing the ratio of solar-to-foss i 1 
fuel utilization are shown in Figure 3; results are based upon system per- 
formance and economic analysis over a one year period of simulated solar oper- 
ation of hybrid Stirling solar systems. 


SUPPORTING TECHNOLOGY 

The technology of the HPSR is based upon well-founded heat pipe and latent 
heat storage data and experience and upon related heat pipe and latent heat 
storage developments for space appl icat ions . In addition, and specific to the 
present program, the primary heat pipe have been experimentally tested** 
in all operating attitudes as indicated in Figures 4 and 5. 


*E.J. Britt, Rasor Associates, Inc., Sunnyvale, CA. 94086, Private Commun- 
ication, October, 1980. 

**Divakaruni , S.M., '*Hcat Pipe Design Confirmation Testing", DOE/JPL, 
1060-27, GEAEP-55, September 25, 1979. See also Zimmerman, W.F., 
Divakaruni, S.M. and Won, Y.S., "Sodium Heat Pipe Use in Solar Stirling 
Power Conversion Systems", ASME 80-C2/S06-13 presented at ASME Century 
2 Conference, San Fransisco, August 10-21-1980. 
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A modular TES experiment featuring a single primary heat pipe and a secondary 
heat pipe containing three standard design salt containers and a heat extrac- 
tion coil to simulate the Stirling engine has been designed, built and tested 
at initial design heat flux conditions on the TES salt containers. This 
modular test apparatus was operated successfully at all operating angles in 
various modes of charging, discharging, direct heat through-put and mixed 
modes of operation. The test indicated the excellent thermal inertia of the 
system (less than 2°F/min. outside the latent heat range), low A T across heat 
pipes and isothermal operation of the secondary heat pipe. The components of 
the system and a typical TES charging curve are shown in Figures 6 and 7. 

The above experimental effort has contributed significantly to the demonstra- 
tion of the validity and expected performance demonstration of the thermal 
transport and storage concept. 


SYSTEM DESIGN 

During the past months a preliminary design has been submitted, modifications 
in that preliminary design have been made to accommodate, at a later date, the 
addition of the flame impingement combustor to the TES shell and a final de- 
tailed design has been prepared. This final design of a system using a United 
Stirling P40 engine and a 25 kVJ^ induction generator is shown in Figure 8. 
Sodium wicking is included inside the TES shell to permit internal heat trans- 
fer from the flame impingement combustor, which can be added at a later date. 
Other TES wicking includes arterial wicks which provide liquid sodium from a 
pool in the lower forward part of this large heat pipe; these wicks feed wire 
wicks on the surfaces of the primary heat pipe condensers and on the lower 
half of the TES salt containers. The upper half of the salt containers are 
supplied with sodium by gravity return from the engine through a diffusion 
bonded arterial wick at the rear salt container support plate and, thence, 
along wire wicks on the salt containers. Figure 9 shows these details. 

The key characteristics of the prototype design, on which manufacturing work 
has just begun, is shown in Table 1. With about 0.8 hours of latent and sen- 
sible heat storage the entire system should weight about 2900 pounds. Higher 
engine and system efficiencies than those shown should be achieved with the 
modification of the P40 engine heater head for operation on condensing sodium 
vapor . 


FUTURE EFFORTS 

During the coming months the first prototype will be fabricated filled with 
sodium, thermally conditioned to assure that all the arterial wicks are filled 
and the capillary wicks are saturated with liquid sodium, the system will be 
shipped to Edwards Air Force Base in late summer 1981 for installation and 
solar test on the Test Bed Concentrator. A key element in the assembly and 
operation of this system is the availability of sodium heater head version of 
the P40 Stirling engine which is to be supplied by JPL for assembly with the 
HPSR prior to sodium filling. Work has not started yet on the modification 
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THE DEVELOPMENT OF AN 85- kW (THERMAL) 
AIR BRAYTON SOLAR RECEIVER 


M. Greeven 

AiResearch Manufacturing Company of California 
Torrance , J^^ifornia 
Wl^' Owen 

Jet Propulsion Laboratory 
Pasadena, California 


ABSTRACT 

The AiResearch Mai-.ufacturing Company is under contact to the Jet Propulsion 
Laboratory (JPL) to manufacture prototype Brayton receivers for the Parabolic 
Dish Solar Thermal Power Systems Project. This paper summarizes the work 
accomplished in the program and describes the JPL testing of the receiver 
at the Parabolic Dish Test Site, Edwards AFB, California. 


INTRODUCTION 

In June 1979. The AiResearch Mainufacturing Company received a contract from 
the Jet Propulsion Laboratory (JPL) for the design and fabrication of two proto- 
type air Brayton solar receivers (ABSR's) as part of the Parabolic Dish Solar- 
Thermal Power Systems Project directed by JPL and sponsored by the Department 
of Energy. These prototypes are designed to receive 85-kW thermal insolation 
at the focal plane of a parabolic dish concentrator and transfer that energy 
into the fluid stream of an open, regenerated, Brayton-cycle system. Initial 
receiver evaluation testing is now being conducted by JPL, utilizing the test 
bed concentrator developed for this type of activity at the Parabolic Dish Test 
Site. Following that evaluation, the prototypes will be available for incor- 
poration into a demonstration of the Brayton cycle. 

This paper describes the results of the program from its inception through 
December 198O. The first section will briefly describe the design requirements, 
v-..ncept, and significant analysis upon which the receiver is based. Section 
two will describe the fabrication processes that have been utilized in the con- 
struction of the prototype receivers now at the test station. Section three, 
the concluding section, describes the test and evaluation phase underway at 
the Parabolic Dish Test Site. 


DESIGN REQUIREMENTS, CONCEPT, AND ANALYSIS 

The design requirements for the ABSR were prepared by JPL, based upon its 
application as the heat source in a gas turbine engine system. The system 
schematic is shown in Figure 1. The solar input is 85 kW. The energy is con- 
centrated at the receiver aperture by an 11-m parabolic dish that has a focal 
length of 6.6 m and an assumed slope error of between 1 and 2 milliradians. 
This energy is used to heat the air of the recuperated open-cycle gas turbine 
engine from 565* to 8l6"C (10l*9* to 1500*F). The operating air pressure is 
225.5 kPa (36.75 psia) and the pressure drop of the receiver is 2.5 percent 
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FIGURE 1. BRAYTON SYSTEM SCHEMATIC 


/^F/P. Transient and off-design conditions are consistent with gas turbine 
operation* The unit will be mounted at the focal point of the concentrator 
and will be exposed to the ambient at the test site. As a consequence, the 
specified environmental conditions are for a high-desert environment, including 
ambient temperatures I .^^en -l8® and 51«7“C (O* and 125®F), and wind gusts to 
58 km/h (36 mph) with sand and dust. 

The ABSR concept developed for this application uses direct air heating. 

Solar flux passes through an aperture located on the concentrator focal plane 
and falls upon the interior surfaces of a closed cylinder whose axis is located 
on the concentrator center line. The cylinder contains axial flow passages 
that brint, the air discharging from the recuperator into contact with solar- 
heated surfaces. Heat transfer in the flow passages is enhanced by the use 
of an extended-fin surface. Neither the closed nor aperture ends of the 
receiver have airflow. These surfaces reradiate the impinging energy to the 
cooled heat-tranrfer cylinder. 

Design optimization was based on thermal analysis performed by a finite element 
computer code developed by AiResearch. This optimization led to the ABSR 
design shown in Figure 2. The single sandwich cylindrical panel with an offset 
fin natrix of h.'J2 fins/cm (l2 fins/in.) has a 1.27-cm (l/2-in.) high-flow pass- 
8Lge. The heat exchanger is supported by a series of slotted tubes and is insu- 
lated from the outer case. The heat exchanger is a brazed and welded structure 
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FIGURE 2. PHOTOTYPE AIR BRAYTON RECEIVER 


fabricated from Inconel 62^?* The stainless steel mount system allows for both 
axial and radial expansion of the heat exchanger with respect to the external 
mild steel case* The uncocled aperture and closed end are fabricated from 
silicon carbide* Both the circular closed end plate and the aperture assembly 
are mounted to minimize heat loss to the relatively cold receiver case^ The 
physical characteristics of the design are shown in Table 1. The method 
followed in optical and thermal design has previously been reported and will 
not be repeated here.* The results of the thermal design indicate that the 
ABSR will perform with an overall efficiency of more than 90 percent* 

A detailed structural analysis was undertaken to verify the adequacy of this 
design* The combined thermal and pressure-induced stresses were calculated for 
critical design elements. In the initial phases of this analysis, it became 
apparent that a continuous inner and outer shell would not be successful* This 
conclusion was based on the thermal gradient that is calculated to exist between 
the inner and outer shell (see in Figure 3)* The peak heat input to this cylin- 
der occurs approximately 1/3 of the distance toward the closed end. At that 
point, a 110"C (230* F) thermal gradient exists between the two surfaces* The 
thermally created stress, which develops as the result of .he differential 
expansion of the two continuous cylinders, significantly exceeds the material 
strength limits. 


*M* Greeven, M* Coombs, and J. Eastwood, The Design of a Solar Receiver i"or a 
23"kW(e) Gas Turbine Engine , paper presented at the Gas Turbine Division 
Conference of the American Society of Mechanical Engineers, March I 98 O* 
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TABLE 1 


PHYSICAL CHARACTERISTICS OF THE AESR 


Materials 


Heat exchanger 


Inconel 625 

Insulation 


Cerablanket 

Case 


Mild 

steel 

Aperture 


Silicon carbide 

Receiver 




Weight, kg (lb) 


203 

(l*l4T) 

Length, cm (in.) 


116.1 

(1*5.7) 

Diameter, cm (in.) 


76.2 

(30.0) 

Heat exchanger 




Length, cm (in.) 


80.3 

(31.6) 

Diameter, cm (in.) 


50.8 

(20.0) 

Skin thickness, cm 

(in.) 

0.02 

(0.008) 

Fin thickness, cm 

( In. ) 

0.01 

(O.OOl*) 

Aperture 



(10) 

Diameter, cm (in.) 


25.1* 

Conical height, cm 

( in. ) 

8.6 

(3.1*) 



FIGURE 3. RECEIVER THERMAL GRADIENTS 


i 
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The thermal gradient could be decreased by increasing the performance and 
conductive cross section of the fin; however, the air pressure drop limitation 
of 2.5 percent AP/P total is not consistent with this approach. 

As a consequence, it was decided to segment the inner surface, and based 
on the results obtained by analysis, 36 segments were selected. The stress 
values of various critical design elements are shown in Table 2. These stresses 
were obtained by developing a structural model of a segment and applying the 
previously calculated temperatures as well es operating pressures. The analysis 
revealed that the unit was cycle-life limited as compared to operating-time 
limited. The inner surface of the unit at the point cf maximum thermal gradient 
could be expected to withstand 6,000 full start/stop excursions prior to inixial 
fracture. This is an acceptable value for a prototype configuration. The 
structural adequacy of the remaining design components, including the receiver 
mounting, heat exchanger supports, and manifolds, was verified. None of these 
elements are stressed to a limiting degree. This completed the analysis, and 
the design was released for fabrication. 


TABLE 2 

ABSR OPERATING STRESSES 



Temperature, 

Stress, 

Location 

•C (*F) 

MPa (kpsi) 

Inner skin 

795 (l»+6^) 

187.1 ( 27 . 12 ) 

Outer skin 

666 ( 1230 ) 

195.3 ( 28 . 31 ) 

Fin 

730 (131*6) 

85.1 (12.33) 


RECEIVER FABRICATION 

The critical fabrication processes for the ABSR are these: forming the offset 

heat transfer fin, joining of the heat exchanger into a continuous structure, 
and marTufa.t\ir< of the silicon carbide components. 

Fin fabrication requires complex form tooling. The large available inventory 
of these tools permits selection from a number of different fin geometries. 
During fin fabrication, the formed fin was reduced from the 12.7-mm (0.5-in.) 
height selected in design to 6.35 mm (0.25 in.) and then contoured to the 
cylindriceLL surface. The lower fin hei^t was selected for the fabrication 
because it allowed the best match with the desired fin contour, given existing 
fin tooling. The flow passage height was maintained at 12.7 mm ( 0.5 in.) by 
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using two fin segments stacked one on top of the other. The principal detail 
parts of the heat exchanger assenhly are shown in Figure 

The heat exchanger was initially brazed in three equal 120-deg full>length seg- 
ments, utilizing an atmosphere furnace. The segments were assonbled, tack 
welded, and then rebrazed fbr a continuous structure. The two-stage braze pro- 
cedure also alloired for the braze attachment of the mouncing rings and the mani- 
fold structure (see Figure 5 fbr a photograph of the completed heat exchanger 
assembly prior to manifold attachment). Following final braze, the inlet and 
outlet manifolds and ducting were welded to the heat exchanger to form the com- 
plete heat exchanger assembly. 

Each assembly was subjected to both a pressure test and a verification of the 
predicted pressure drop prior to final assen^ly into the housing. The pressure 
test, which was conducted at kPa (61.7 psia) and at room temperature, was 
based upon an ASME pressure vessel code type requirement; however, code certifi- 
cation was not obtained, because the number of units and their usage did not 
warrant this activity. 

The aperture and reflecting plate were manufactured by the Norton Company, a 
leading nanufacturer of silicon carbide components. The 3-ft and 2-ft diameter 
of these parts represented a sigi.ificant fabrication task, but Norton met the 
challenge. These parts were slip-cast to their finished dimensions. 

The first completed ABSR (shown in Figure 6) was delivered to JPL in September 
I960; the second, in November. Unit testing is discussed in the following 
section. 


RECER'ER TEST AND EVALUATION 

The ABSR was designed to meet several requirements. Primarily conce ved as 
part of a distributed electrical power generation module, it will also be used 
to heat gases for a variety of other purposes, such as heating process gas 
streams, preheating combustion gases, and providing heat flows for industrial 
processes that for economic or safety reasons do not use liquids. Thus the 
testing program was designed to include a wide range of conditions to demon- 
strate the versatility of the ABSR in raary applications. 

Initial tests on each ABSR were performed at AiResearch; these consisted of 
leakage, proof pressure, and flow continuity tests to ensure basic mechanica'* 
integrity. All tests were conducted at essentially ambient temperatures. 
Performance testing will be conducted at JPL's Parabolic Dish Test Site (see 
Figure 7). There, two 11-m-dia test bed concentrators have been installed. On 
a clear day each can concentrate about 82 kW(th) into a 20.3-cm (8-in.) dia 
focal spot. In addition, an expert test staff and all necessary support equip- 
ment, including instrumentation, a computerized data acquisition system, and 
shops, are available. 

Airflow is "rovided by a 750-cfm diesel-powered air compressor. The air passes 
through an aftercooler, oil separator, dryer, and filter to ensure flow with 
only about 0.05-ppm contaminants. Flow rates between 0 and 0.^3 kg/sec (0.93 
Ib/sec) can be produced, which brackets the 0.23 to 0.27 kg/sec (0.5 to 0.6 
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FIGURE h. HEAT EXCHANGER DETAIL PARTS 


B331S-? 


FIGURE 6. COMPLETED BRAYTON RECEIVER 


FIGURE 5- COMPLETED BRAZE ASSEMBLY 




FIGURE 7- PARABOLIC DISH TEST SITE 


lb/ sec ) design flow of the ABSR. Inlet pressures to the receiver will be in 
the 138 to 276 kPa (20 to 1*0 psia) range. Flow is controlled by a series of 
automatic valves; pressure in the ABSR is maintained by a ceramic orifice plate 
in the outlet piping. 


The outlet temperature of the receiver is automatically maintained by the 
control system. Temperatures will range from about 260*C (500*F) up to the 
design maximum of^8l6*C (1500’F). Inlet temperatures range from ambient to 
about 700 C (1300*F), the maximum-design inlet temperature. In the 200’ to 
700 C (^00 to 1300 F) range, heat is supplied by a pane— fired preheater. 

The test matrix proper is a combination of three dyn.. variables; mass flow, 
temperature, and pressure, plus a range of power inputs at 25, 50 and 75 per- 
cent as well as full power. Less than full power runs are made by masking off 
individual mirror facets in patterns devised to maintain the proper overall 
flux distribution. Testing will begin with the lowest temperatures and power 
levels and will be increased in steps until full power at maximum tempierature is 
attained. Extensive thermal instrumentation, about 50 channels, as well as a 
full array cf pressures and flows, is automatically ncnitored by a computerized 
control and data acquisition system during each test run. Both real time and 
posttest computational ability is available. 
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This series of tests is designed primarily to assess the efficiency and dynamic 
response of the ABSR. Life and fatigue tests will be conducted later as 
resources permit* 

Testing is scheduled to begin in mid-^January 1981, with initial data to be 
available within a month. Variable winter weather is a problem on the high 
desert, but a maximum effort is being made to hold to this schedule. 
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THE DEVELOPMENT OF AN 85-kW (THERMAL) 
STEAM RANKINE SOLAR RECEIVER 

&. C. Wright 

AiResearch Manufacturing Company of California 
Torrance. GfA^fornia 
HKEank 

Jet Propulsion Laboratory 
Pasadena, California 


ABSTRACT 

The AiResearch Manufacturing Company of California is under contract to the 
Jet Propulsion Laboratory ^JPL) to manufacture a prototype Steam Rankine Solar 
Receiver (SRSR) for the Parabolic Dish Solar Thermal Power Systems Project. 
This paper summarizes the work accomplished in this program and describes the 
JPL testing of the receiver at the Parabolic Dish Test Site, Edwards AFB. The 
receiver is a once-through monotube boiler designed for steam/electric and 
process steam applications at pressures up to 11 •2k MPa (2500 psia) and tem- 
peratures up to 70^"C (1300"*?). The unit is 76.2 cm (30.0 in.) in diameter 
and 95*8 cm (37*7 in.) in length; it weighs 220 kg (U85 lb). Its heat transfer 
surface, which is U5«7 cm (l8 in.) in diameter by 57 cm (22. U in.) long, is an 
Inconel 625, cylindrical, tube-coil assembly composed of primary and reheat 
sections. A test unit has been successfully operated at up to 6.9 MPa (lOOO 
psia) and 70^ “C (1300°F) with solar input from a 11-m-dia parabolic dish 
concentrator. 


INTRODUCTION 

The participation of AiResearch in the Solar Thermal Power Systems Project at 
JPL began with a Phase I conceptual design study of a Steam Rankine Solar 
Receiver (SRSR) in July 1978. The final report on this study was completed 
in January 1979« On the basis of the Phase I study, final design conditions 
were formulated by JPL, and in June 1979 a Phase II contract was awarded to 
AiResearch for the final design and fabrication of an 85 ^kW (thermal) SRSR. 

A final design review was held in October 1979 » the first test unit was 
shipped to JPL in June I 98 O. A final report on the design and fabrication 
of the receiver described herein is in preparation. Testing by JPL at the 
Parabolic Dish Test Site commenced in September I 98 O. 

The purpose of this paper is to (l) sumnarize the final design goals and con- 
ditions, ( 2 ) describe the construction details of the receiver.. ( 3 ) present 
the estimated perfc'^mance for a steam/ electric application, (^ 4 ) discuss methods 
of adapting the SRSR to industrial process steam applications, and { 5 ) present 
preliminary test results. 

- DESIGN REQUIREMENTS AND CONDITIONS 

I 

The final design requirements are that the SRSR be sized for a steam/ electric 
^ application with provisions for dual-mode operation twith or without reheat) 

__ nnoRiows® 
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and that the SRSR be adaptable to industrial process steam applications. The 
design life is to be 10,000 hours, with 1500 cycles of operation. Weight and 
size are to be minimal. 


The design conditions for both applications are summarized in Table 1. The 
diurnal solar input is from an 11-m-dia parabolic dish concentrator on an 
average sunny spring day. The peak input is 85 kW, and the receiver must 
accept irregularities in solar flux input caused by mirror slope errors, 
reduced power (10 percent) from one-half of the mirror, and an asymmetric flux 
profile resulting from a ^2.5^-cm (l.O-in.) offset of the receiver axis from 
the optical axis. 


TABLE 1 

SRSR DESIGN CONDITIONS 


Solar energy source: 
Peak power input: 


11-meter concentrator 
85kW 


Primary" section 

Inlet feedwater temperature, ""C (*F) 


'C ("F) 
(psia) 


Outlet steam 
Temperature, 

Pressure, MPa 
Reheat section 

Outlet steam temperature, *C ('*F) 
Inlet steam 

Temperature, “C (®F) 

Pressure, MPa (psia) 

Flow rate: 

Pressure drop: 


Process Steam 
(up to) 


lh9 (300) 


70U (1300) 

17. 2U (2500) 

TOU (1300) 

TOU (1300) 

17-2U (2500) 

Determine from energy balance; same it. both 
AP/P = 10 percent 


Steam/ 

Electric 


93 to IU9 
(200. to 300) 

T04 (1300) 
17. 2U (2500) 

70I4 (1300) 

3U3 (650) 
1.21 (175) 
sections 


DESCRIPTION OF THE SRSR 

A cutaway drawing of the SRSR is shown in Figure 1. The SRSR is a once-through 
monotube boiler that uses concentrated solar energy as a heat source to produce 
high-pressure, high-cempe nature steam at the conditions listed in Table 1. The 
major components are tne outer shell assembly, 15*2 cm (6 in.) of Cerablanket 
insulation, an Inconel 625 tube-coil heat exchanger assembly, a rear plate that 
can be moved axially 7.6 cm (3 in.), and an aperture assembly that can be 
adjusted from 20.3 to 25*^ cm (8 to 10 in.). The rear plate and aperture 
assembly were made of NCU05 silicon carbide, but, as a result of test experience, 
change to a rear plate of chromium nickel steel (RA 330) and an aperture assem- 
bly of graphite is recommended. 

The tube-coil heat exchanger assembly is shown in Figure 2. The active heat 
transfer portion consists of 3^ turns of 11.11-mm OD by 1.728-mm wall (7/16 by 
0.070 in.) primary section tubing and 10 turns of 19*05~mm OD by 3*05-mm wall 
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FIGUHE 1. STEAM RANKINE SOLAR FIGURE 2. TUBE-COIL HEAT 

RECEIVER (CUTAWAY) EXCHANGER ASSEMBLY 

(3/*+ by 0.120 in.) reheat section tubing. An additional turn of tubing at the 
ends of each section allows for thermal contraction and expansion of the assem- 
bly, and straight runs of tubing are used to route the water or steam to and 
from the coil. The inner surface of the coil is oxide-coated to produce a 
surface emissivity of about 0.6. Each section is a rigid, brazed unit, and the 
two sections are held together by three hinge-type Joints. Eight radial post- 
type supports welded to the coil are used to attach the assembly to the outer 
case. These supports allow for radial and axial thermal expansion or contrac- 
tion while preventing rigid body movement of the coil. The entire assembly is 
mounted to the concentrator boom structures so that the center of the receiver 
aperture is located at the focal point. The two coil sections can be connected 
in series for operation in primary mode only or in parallel for operation in the 
primary plus reheat mode. In the latter case, the primary and reheat outlets 
are adjacent to each other. 


ESTIMATED PERFORMANCE 
Method of Analysis 

A finite element method of analysis was used to estimate the receiver perfor- 
mance. Incident solar flux on the inner surfaces of the receiver was computed 
by assuming parallel rays from the sun (point source) as being reflected from 
a perfect parabolic concentrator. The resulting flux profile was i.mDOthed^^ 
out and represented in a histogram input to a computer program for computation 
of the radiation interchange, fluid heat transfer, and pressure drop. This 
flux profile was the baseline for a sensitivity analysis of various possible 
incident flux profiles caused by concentrator irregularities. 
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Radiation interchange computations were based on the assumption of flat surfaces, 
an equal solar absorptance and infrared emittance of 0 . 80 , and diffuse radiation 
(both reflected solar and emitted infrared). Also, the heated surface of the 
tubes vas assumed to be one-third (120 deg) of the total tube outside area. 
Aperture convection losses were assumed to be 2.5 percent of the solar input. 

Hoat transfer to the fluid inside the tube in the subcooled liquid and the 
superheated vapor regions was computed from Colburn modulus versus Reynolds 
number data for flow in round tubes (l). A tube-length-to-diameter ratio of 
L/D = 25 was used to account for the effects of tube coil curvature. In the 
boiling region up to a steam quality of 70 percent, the John Chen correlation 
was used ( 2 ). Vapor heat transfer coefficients were used thereafter. 

Pressure drop in the liquid and vapor regions was computed from Fanning fric- 
tion factor versus Reynolds number data for round tubes having an L/D = 25 (see 
Reference l). Pressure drop in the boiling region resulting from momentum 
change and friction losses was confuted with the Lockhart and Martinelli corre- 
lation for two-phase flow pressure drop (3)« Stable and homogeneous flow was 
assumed. A stable match point for pump and flow system can be achieved by 
installing a suitably sized orifice in the plumbing line between the pump and 
receiver (see Reference h for a general discussion of methods for obtaining 
forced-flow boiling stability). 

The thermodynamic process path in the receiver coil for the steam/electric plus 
reheat mode of operation consists of 28 percent liquid heating, 20 percent 
boiling, 32 percent superheating, and 20 percent reheating. 

Heat Flux Distribution and Temperature Profiles 

The solid-line curve in Figure 3 is a graph of the baseline incident heat 
flux distribution inside the receiver cavity. The absorbed flux for the 
primary plus reheat steam/electric design condition is represented by the 
dashed line. This occurs after radiation interchange and heat transfer to the 
fluid has taken olace. The difference between the incident and absorbed flux 
is caused by radiation from the uncooled end plate and front cone, where very 
little heat flux is absorbed, and by the heat losses (radiation out of the 
aperture and convection from the recei\ner casing, especially the front end). 

Figure U is a graph of the resulting tube-wall and fluid temperatures in the 
axial direction along the coil. Note that the primary and reheat fluid inlets 
are on opposite ends of the coil assembly and that the two outlets are adjacent 
to each other. This flow arrangement was selected to avoid a large temperature 
discontinuity at the Junction of the two coils. Also, the lengths of the two 
coils were proportioned to obtain equal temperatures at the primary and reheat 
steam outlets. The temperature profiles in Figure k are valid only for the 
incident heat flux distribution displayed in Figure 3* If some other incident 
flux distribution occurs, then the positionable end plate must be moved either 
forward or backward to equalize the steam outlet temperatures and to prevent 
overheating of one of the coils at its outlet. For example, if the concen- 
trator has a larger slope error than the baseline case or if there is haze 
in the atmosphere, the heat flux will be shifted to%mrds the rear of the cavity. 
This will cause \inderheating of the primary steam and overheating of the reheat 
steam (and tubing near the outlet). Equalization of the steam outlet tempera- 
tures can be accomplished by moving the end plate forward. 
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FIGURE 3. BASELINE HEAT FLUX DISTRIBUTION 

In the primary mode only operation, during which the two coils are connected 
in series, the three zones (liquid heating, boiling, and superheating) will 
be extended over a greater axial distance, and the steam outlet will occur 
at the rear of the coil assembly. In this mode, the position of the end plate 
remains fixed at the rear for all incident heat flux distribution. 

Sum mary of Est imat ed Perform ance 

The estimated overall energy balance and pressure drop performance of the SRSR 
for the steam/electric application is presented in Table 2. Ninety-four p^ rcent 
of the 35-kW solar thermal input is absorbed by the working fluid (water) to 
produce primary steam at 17«2^ MPa (2500 psia) and 704®C (ISOO^F) or both 
primary steam at the same conditions and reheat steam at 1.21 MPa (175 psia) 
and 70U“C (1300’F). 
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FIGURE U. TUBE WALL AND FLUID TEMPERATURE 
PROFILES FOR BASELINE HEAT FLUX 
DISTRIBUTION 


TABLE 2 

SRSR ESTIMATED PERFORMANCE 
STEAM/ ELECTRIC APPLICATION 


Parameter Value 


Solar input, kW(th) 85 

Aperture (9-in. dia) radiation loss, kW(th) 1.3 

Insulation loss, kW(th) 1.2 

Assumed aperture convection loss, kW(th) 2.5 

Thermal power to fluid, kW{'wn) 80 

Receiver efficiency, percent 9^ 

Flow rate, gm/sec (ib/hr) 19*8l (15T*2) 

Pressure drop, percent 

Primary 2 

Reheat 10 

Primary mode only 

E'low rate, gm/sec (ib/hr) 2U.66 ( 195 * 7 ) 

Pressure drop, percent 3 
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ADAPTATION TO PROCESS STEAM APPLICATIONS 


Although the unit was designed as a steam Ranklne solar receiver for a high- 
pressure, high-temperature steam/ electric application, the receiver can be 
operated as a once-through boiler at higher flow rates to produce process steam 
at lower temperatures and lower pressures (down to about 3»**5 MPa or 500 psia). 
Also, the receiver can be operated as a recirculation boiler or a high-pressure 
water receiver. Both of these adaptations require the use of external equipment 
to produce steam. The first procedure requires a liquid/vapor drum (or equiv- 
alent) type of separator and the second requires a steam generator. The pres- 
surized water receiver concept requires the use of distilled, polished water 
in a closed- fluid circulating loop between the receiver and tb** steam generator. 


TEST RESULTS AT PARABOLIC DISH TEST SITE 

Preliminary- testing was started at the Parabolic Dish Test Site in September 
1980. The JPL concentrator contains 22h rectangular, separately focused 
mirrors approximately 57 by 6l cm (22.5 by 2U in.). The total solar power 
input capability was 80 kW for an insolation of 1000 W/m^ (317 Btu/hr*ft^). 

Initial testing was done with wat«ir heacing at 25- and 50-percent mirrors at 
lovr pressures (about 1.1 MPa or I60 psia) and low temperatures (about 150*C 
or 300*F). The second series of tests was conducted at medium pressures and 
temperatures (about U.8 MPa or 700 j.sia and 288*C or 550'F) using 50-, 75-, 
and lOO-percent mirrors. Exploratoi^ high-temperature high-pressure tests have 
been started. In all runs, the pri»nary and reheat sections of the coil were 
ccnnecte'1 in series. Also, for procurement reasons, the material was changed 
to type 321 stainless steel, and the primary section tubing size was increased 
to J2.’,'-mn OD by 2.Ul-mm waJl (l/2 by 0.095 in.), and the number of turns was 
red\U'-l tj >0 

tc .ts of the -eceiver indicated good thermal and flow performajice , with 
efi i ? .ent'ias in tfic uige of 80 to 88 percent. No major instabilities were 
detected, Vut bom<* _ nations to the receiver were required. The ceramic 
end Diatc and a, >i’ ie •.',ne u'ere severely damaged (shattered) by the solar 
heating dttin;; e'i’-’., tests. An end plate of RA 330 nickel chromium steel and 
a wator~cooL;d aluminum aperture assembly' were needed to continue the testing. 

A typic ii te=t resuU obtained by JPL during the exploratory high-temperature 
testing on ^.r Octot r 198O is shown in Figure 5. This is a graph of the back- 
side and heateo-side tube-wall temperature versus axial distance along the 
coil. Also, the water inlet and steam outlet temperatures are identified. 

The back-side or unheated tube-wall tc^^irature profile is as predicted, but 
the heated-side temperature profile shows a very high peak at the beginning 
of the boiling region. This may be due to a thermocouple error or to exces- 
sive local incident solar heat flux. Prior to further testing, JPL plans 
to install new thermocouples on the heated side of the tube coil (welded to 
the coil to ensure a good thermal bond) and to defocus the mirrors, which may 
reduce the peak incident heat flux. 
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FIGURE 5. TYPICAL TEST RESULT, TUBE-WALL TEMPERATURE PROFILE 
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ORGANIC RANKINE CYCLE RECEIVER DEVELOPMENT 
H: J. Haskins 

Ford Aerospace & Cotnmunlcations Corporation 
Aeronutronic Division 
Newport Beach, CA 92663 


ABSTRACT 

A solar receiver is being developed for use V7ith an organic Rankine cycle (ORC) 
engine as part of the Small Community Solar Experiment (SCSE). The selected 
receiver concept is a direct-heated, once-through, monotube boiler operated at 
supercritical pressure. The cavity is formed by a cylindrical copper she?l and 
backwall, with stainless steel tubing brazed to thu outside surface. Ihis core 
is surrounded by lightweight refractory insulation, load»bearing struts, and an 
outer case. The aperture plate is made of copper to provide long life by 
conduction and reradiation of heat away from the aperture lip. The receiver 
thermal efficiency is estimated to be 97 percent at rated conditions (energy 
transferred to toluene divided by energy incident on aperture opening). Devel- 
opment of the core manufacturing and corrosion protection methods is complete 
with development testing of the core to be completed in January 1981. A 
prototype receiver will be supplied in March 1981 for Integration and test at 
the engine supplier's facility. 


INTRODUCTION 

The SCSE Phase II program in progress at Ford Aerospace & Communications 
Corporation (FACC) includes development of a prototyp power conversion 
aFsembly (PCA). The PCA will be mounted at the focal point of a 12 meter 
parabolic dish and will output approximately 20 kW of 3 kHz ac power to a 
ground -mounted rectifier. The PCA includes a cavity receiver coupled to an 
ORC engine. The engine working fluid is toluene with a nominal bulk tempera- 
ture limit of 399^C (750^) at the receiver exit. The receiver design 
requ'^ements include input thermal power up to 95 kW^, toluene flow from 54 to 
545 kg/h, operating pressure up to 5862 kPa (850 psia), and a nominal 30 year 
component life. The two principal constraints on the design are a weight limit 
of 272 kg (600 Ibm) and a maximum toluene pressure loss of 448 kPu (65 psi). 

The performance goals of the receiver design are to maximize the thermal 
efficiency, and to maximize the heat capacity of the core. The latter goal is 
desired f>r stabilizing the PCA operation during intermittent cloud cover. 


CONCEPT SELECTION 

“ e original baseline receiver concept for the fCSE program was a pool-boiling 
c figuration using a secondary fluid and separate toluene heat exchanger (1). 
A ^tailed evaluation of candidate secondary fluids led to the conclusion that 
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this concept was not practical for the ORC temperature of ^OO^C. Alternate 
concepts were then considered including use of a pumped secondary liquid, use 
of a non-boiling sodium pool, and finally, a direct*heated copper shell with 
tubing brazed to the outside. After development of a feasible manufacturing 
process, the copper shell/brazed tubing concept was selected as the baseline 
receiver. This concept offers the maximum in serviceability in its fabri- 
cation, operation, and maintenance. 

Several toluene boiler design options were also considered as part of the 
receiver concept evaluation. A once-through configuration was chosen over a 
recircu] titing boiler/superheater combination in order to minimize hardware 
complexity. ^ im-. Jtube, rather than multiple parallel tubes, was selected to 
help avoid flow instabilities. An important receiver /engine control decision 
was to throttle the toluene flow at the receiver exit (vapor phase) rather than 
at the inlet (liquid phase). The receiver then operates at an approximately 
constant toluene pressure over the full range of flows. This minimizes the 
risk of boiling instabilities and burnout occurring in the receiver tubing. A 
final boiler design trade-off was to select the toluene pressure level at the 
receiver, A minimum value of 4482 kPa (650 ^^sia) is used (which is about 10 
percent above the critical pressure of toluene) to further reduce the possi- 
bility of tube burnout. 

In performing the receiver concept tradeoffs, it was found that the weight and 
complexity of an aperture door assembly could not be justified in comparison 
with the slight reduction in energy losses during transient cloud passages. 

In addition, the receiver performance was maximized by flowing the toluene 
from the front (aperture end) of the cavity to the rear, and by using a 
toluene-cooled backwall instead of an insulated backwall. The receiver 
transient performance was found to be best for a uniformly distributed heat 
capacity (uniform thickness) in the cavity wall. 


DE3IGN DESCRIPTION 

The principal receiver components are the core assembly, core support structure, 
thermal insulation, outer case, and the aperture plate (see Figure 1). 

The core consists of . barrel section and a flat plate backwall. These copper 
pieces have grooves machined in their outside surfaces to match a helical coil 
and a spiral coil oZ 347 stainless tubing. The tubing is mechanically held 
within the grc jves and brazed to assure good thermal contact with the copper. 

The overall coppershell thickness is 1.71 cm (0-75 in.) v/ith a nominal groove 
depth of 1.27 cm (0.5 in.). The cavity diameter and length are 0.61 m 
(24.0 in.) by 0.56 m (22.0 in.), respectively. The tubing outside diameter 
and wall thickness are 1.59 cm (0.625 in.) by 0,889 mm (0.035 in.), respect i^^ely, 
and the total tube length is 63.1 m (207 ft.). The core accounts for 147 kg 
(325 Ibm.) of the total receiver weight of 271 kg (597 Ibm). 

The copper shell and tube/shell braze joint are protected from corrosion in 
air by an appi^* "»tion of electroless nickel plating. The cav' y Interior is 
then given a cc iw of flat black high temperature paint to increase its surface 
solar ;?bsorptivtty to about 0.95. 
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The core temperature will be monitored at six locations using type K thermo- 
couples. Four locations are on the cylindrical shell and two are on the central 
region of the backwall. The two thermocouples on the backwall provide an 
estimate of the cavity flux which may be used in the PCA control system if 
necessary. 

The core support structure features a ci.-cumf erential band around the core at 
its center-of-mass. Four struts tie this **belly band'* to the main support 
ring of the receiver which is in turn attached to the four mount rails of the 
PCA structure. These central struts provide complete lateral support for the 
core. Support against axial and pitch/yaw loads is provided by four additional 
struts running from the cylinder/backwall junction of the core out to the main 
support ring. The struts are length-adjustable and are pinned at each end to 
accommodate thermal expansion of the core relative to the support ring* 

The insulation around che core is formed from a low density refractory wool. 
Insulation pieces are molded to the desired shape and set using a rigidizer 
compound. After forming, the pieces are given a water-resistant treatment. 
Although the insulation properties are unaffected by cyclic moisture 
absorption and dryout, the coating minimizes the risk of insulation damage 
from rapid heating while moisture is present. 

The outer case forms a protective enclosure for the insulation against the 
external environment. It also serves to tie the aperture plate to the main 
support ring. The case segments are fonced from aluminum sheet except for 
the forward segment and the support ring, which are stainless steel. 

The aperture plate is made of 3. 2 mm (0.125 in.) copper sheet, with a thicker 
copper ring welded to the sheet metal to form the aperture lip. The nominal 
aperture diameter i.s 37.95 cm (14.94 in.), providing a collector concentration 
ratio of 1000. The assembly is nickel plated to prevent oxidation and is 
painted with high temperature black paint on the exterior. In normal operation, 
the concentrated solar beam is subject to dynamic and static pointing errors 
which result in transient lip heating. Circumferential conduction in the lip 
ring helps average out this heating. Radial conduction from the lip into the 
face plaL^: is a major factor in maintaining a low (< 400^C) lip temperature. 

The heat conducted into the face plate is rejected to the environment by 
reradiation and free convection. This simple, passive approach provides for 
very long life for this important component. Normal sun acquisition and 
deJrack maneuvers, performed at nominal rates ol 2 degrees in each of two axes, 
result in a transient heat pulse for the face plate as the solar beam sweeps 
off the receiver axis. The heat capacity of the copper is sufficient to 
limit the transient temperature rise in the face plate to about 55®C (100 F). 


PERFORMANCE 

The receiver thermal efficiency is estimated to be better than 97 percent at 
rated conditions. These conditions include a direct, normal solar insolation 
on the concentrator of 1000 W/m^, ambient temperature of 28°C (32^F), and 
the nominal concentrator parameters of 0.78 reflectivity, 0.95 dust factor, 
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ana 0.932 blockage factor. With the exception of a small reflection loss, the 
receiver thermal losses are independent of insolation and are typically 2 to 
2.5 kW^. This insensitivity of loss to solar input is due to the nearly 
constant receiver cavity temperature over the range of input thermal power. 

The average cavity surface temperature is 360°C (680°F). 

The core heat capacity is approximately 13 Wh/°C (25 Btu/°F) , which provides 
some transient operating capability for the engine during cloud passages. If 
the sun is suddenly obscurred by a cloud, the engine can be run at rated power 
for about one minute or for about 21/2 minutes at 40 percent of rated power. 
During these periods, the toluene vapor temperature at the turbine inlet would 
be reduced about 55°C (100°F). 


MANUFACTURING DEVELOPMENT 

The feasibility of the copper shell /brazed tubing concept for the receiver core 
was Initially established using small, flat braze samples. These samples 
verified the material selections Tor the brazing process and identified the 
level of manufacturing tolerances desired to obtain a low porosity joint. 
Cylindrical samples have now verified the method of assembling the tubing onto 
the shells, and the technique for retaining the tubing in intimate contact with 
the shell during the braze cycle. A complete development receiver core will 
be used to demonstrate the performance cf the receiver concept. A complete 
prototype receiver will t.ien be fabricated for use in the SCSE prototype 
power module. 

The initial core development testing will be conducted at FACC using a toluene 
test loop to simulate the ORC engine, and using a ~100 kW radiant cavity 
heater to simulate the input solar beam. The tests will include static thermal 
performance measurements at several input power levels. Following these, the 
dynamic (open-loop) response of the receiver to step changes in input power and 
toluene flow will be measured. These data will permit optimization of the PCA 
control system tc maintain stable operation of the engine at a nominally 
constant turbine inlet temperature. Thus, engine efficiency will be maximized 
over a wide range of input power. 

The complete prototype receiver will be sent to the engine vendor's facility 
following initial proof testing and performance checks. There it will be 
Integrated with the ORC engine for qualification testing of the complete PCA 
and control system. 

The present SCSE program schedule calls for completion of the core development 
tests in January 1981 and shipment of the prototype receiver to the engine 
supplier in March 1981. 
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Panel Discussion I 


TECHNOLOGY DEVELOPMENT 

ISSUES 

Moderator: J. Lucas, JPL 



GARRETT TURBINE ENGINE COMPANY 


Paul Craig 

The Garrett Corporation would like to express its appreciation for th^ 
arrangement of the panel, and in particular, for the extraor: inary efforts of 
making the panel meaningful, not only for us who are presenting in the panel, 
but also for those who ere going to add some new items of interest on the 
subject of solar technology. 

I would like to discuss three general areas with you and then summarize 
those areas at the end of the meeting. We are going to talk about the 
required technology areas: Where they come from, where they are today, and 

where they are going. 

Another area to be discussed will concern the approach to the required 
technology development: subsystem development, system development, and the 

relation between these two. 

The final items, to which all of us in the industry are very sensitive 
and sympathetic, are the funding agencies and the funding gaps and the impact 
of these funding interruptions on our particular programs. 

In regard to solar energy technology, in the early days of Tempe , 

Arizona, around the turn of the century, a group of farmers developed a solar 
dish to collect solar energy in order to supply energy for a steam engine to 
pump water for irrigation systems. It consisted of many flat-mirrors glued on 
a dish. It worked very well until the first hail storm hit in that particular 
area. I present this story because the criterion that I think we all face, in 
emerging technologies, is that if we are ready tc meet the need in the market- 
place , we should have the technology at hand to answer al 1 the requirements and 
not be surprised, if you will, by the first hail storm. 

One appr^ e^h that is extremely critical in acquiring the technology for 
solar dish technology is not necessarily the straightforward approach of 
funding that is required for technology. Present DOE programs give an 
appropriate solution to acquiring the necessary technology. These leveraging 
programs use and take advantage of existing parallel programs and only fund 
those aspects of technology that would be directly used in solar dish 
technology. Briefly, an example will provide the technology we need. This 
example is the DOE-funded gas turbine technology program. From the Garrett 
Corporation's view, it appears that we can evolve a small gas turbine that is 
extremely appropriate for solar dish technology with a relatively small 
percentage of the funding necessary. 

The second major area I would like to a'^dress is the development of 
components or subsystems in the solar energy program. There is a variety of 
ways to develop an overall system, and in context, a system would be defined 
as a commercially viable electrical power system used in solar energy or solar 
dish as a source of energy. The major component subsystems would be the 
receiver, the dishes, the engine, and the power producing part of that engine. 
This morning you have heard about a variety of development programs relating 
to the subsystem. However, as we listened and observed, an area that needs 
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greater attention is the development of those systems and subsystems as it 
relates to the overall system requirement. There is a greater need for the 
integration optimization of the variety of subsystems, whether they be 
receivers, engines, or dishes. We believe that by a greater degree of 
subsystems optimization and integration, with regard to solar systems, we can 
minimize the future redefinition of the subsystems and optimize and improve 
the performance of the subsystems which will, in turn, enhance the potential 
success of the overall system. 

It is interesting to reflect on a variety of technologies that have 
emerged and have come into play over the past few years. Some technologies 
are not readily obvious but they are necessary for a successful endeavor in 
solar dish commercializations. One which comes to my mind is the emergence of 
the microprocessor technology. Five years ago, the utilization of micropro- 
cessor technology for gas turbines was in the far research and development 
stages. Today we are using it in production application. Without micropro- 
cessor technology, the sophistication of the control systems, not only for the 
dish but also for the system, probably would be at a distance behind us for 
cost and technological reasons. The use of small, high-speed alternators for 
the conversion of solar energy to electrical power has emerged over the past 
decade. Without that, the utilization of Brayton cycle engines most likely 
would not be as viable as we perceive it to be today. 

One item of particular interest to Garrett is the evolution of materials, 
particularly the progress that has been made in the area of ceramics. A paper 
was presented this morning discussing the impact of ceramics and what we 
perceive ceramics will do for us in terms of increasing efficiency in the 
Brayton cycle engine. We think that ceramics will be utilized at a greater 
degree in the 1980 decade. Without the use of ceramics, there is a great deal 
of suspicion within the gas turbine industry that high volume production of gas 
turbines (high volume production being 10,000 to 500,000 units per year) will 
not come about in the near future. Competition is almost impossible 
because of the high cost of metallic components. Furthermore, the advantages 
in terms of efficiency with utilizing high-temperature ceramics would not be 
available to us. 

An item that we are always faced with in the high technology development 
area is the allocation of research funds. Those of you representing high tech- 
nology companies recognize the resource limitations that we continually face. 

Technology development depends on an engineering team that is carefully 
selected and brought together. Our management is opposed to committing them- 
selves to the pursuit of high technology markets with intermittent funding or 
delays. We have no commercial base to perceive the potential market. Quite 
often, other programs with more of a definition of end results are put sued. 
Funding gaps result in losing our team, and finally the resources being applied 
to other areas. I recognize and sympathize with the funding agencies, but from 
the standpoint of the industry, it is most important to minimize these problems. 

In sumary, we believe that technology is available which will provide 
a viable comnercial venture for solar technology. The latest technology that 
is available is what should be used. We believe that tests of the subsystem 
and system are extremely critical to the development demonstration of these 
systems. We believe that this is the first time solar power has in its grasp 
the technology to answer the challenge of the marketplace today. 
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UNITED STIRLING, INC. 


Worth Percival 

Today we want to address these key technology developisent factors which 
we feel are essential to cotnmercialization of any solar 'hermal powerplant, 
and specifically the Stirling engine. These factors are Lhermal efficiency, 
cost anH reliability. 

As discussed in this morning's presentation, thermal efficiency has a 
leverage effect on solar thermal costs. While efforts to raise thermal effi- 
ciency by United Stirling will continue indefinitely, present results in a 
range o' 36 to 40 percent appear sufficiently attractive to ^ske the dish 
Stirling system cost effective today. We believe that further increases in 
thermal efficiency will come from gradual improvements of each engine com- 
ponent, auxiliary and accessory, as well as a better understanding of cycle 
optimization, rather than from any sudden design breakthrough. Of course, 
higher heater temperatures in excess of SOO^C will give rather dramatic im- 
provements, but this must wait on ceramic developments. United Stirling has 
closely monitored the development of ceramic materials and fabrication over the 
last decade. This has primarily been done by maintaining contacts with leading 
manufacturers in this field. Small-scale component testing on our own has 
helped us establish an understanding of potentials as well as problems. 

As a result of our state of the art assessment, we have recently 
increased our ceramic development capability. Conceptual designs have been 
prepared that show a potential for increasing engine efficiency by as much as 
10 percentage units with a moderate heater temperature increase to about 
llOO^C. 

Ideally, the heater tubes should be made of a high conductivity material 
such as silicon carbide while the cylinders and regenerator housing should be 
made of a lower conductivity xaterial such as silicon nitride to reduce heat 
losses. Ceramic strengths of 50,000 psi appear adequate for Stirling applica- 
tions since the pressure-induced stresses are generally under 10,000 psi. 

During the last 18 months, United Stirling has made a thorough cost sudy 
for production of 4-95 automotive Stirling engines. In 1980, JPL made a 
similar cost analysis of the same engine for solar use. Further studies will 
be made by an outside contractor funded by JPL in the near future. 

JPL's conclusion, so far, is that a solar Stirling O.E.M. selling price, 
including materials, labor, overhead, amortization of tooling, financing, 
taxes, aud profit will be, for ^^5,000 engines a year, $138.00 per kilowatt of 
peak power; for 100,000 units per year, $72.00 per kilowatt of peak power. We 
believe these figures are realist ic and cost competitive . 

As a part of their cost studies. United Stirling has made numerous 
contacts with manufacturers and machine tool suppliers concerning fabrication 
of parts in mass production. Manufacturing techniques for certain key compo- ^ 

nents, such as the heater and regenerator, are being reviewed periodically to 
correspond with the latest design changes and the introduction of new techno- 
logy including computer integrated manufacturing. In the past 11 years, ^ited 


85 



Stirling has built 49 engines, 44 of which were four-cylinder designs and 5 
were single cylinder engines. Twenty-one of the 4-95 series have been 
constructed in the past 3 years. 

The question of reliability is of no less importance than cost and effi- 
ciency. Electric utility people define reliability as the probability that a 
power plant will function for a period of time under specified conditions. 

The essence of reliability is, of course, mean-time-between-fai lures. For a 
complete power plant with hundreds of components, each component has its own 
level of reliability, and each contributes to the reliability of the whole sys- 
tem. For most engines, there is little redundancy, so that the system reliabi- 
lity will be less than any of the components. A Stirling engine, operating on 
a so-called solar only mode, requires fewer components than a more conventional 
automotive or stationary engine. Therefore, we believe that a solar Stirling 
engine should be a more reliable engine. 

Perhaps the most critical components in today’s Stirling engine are the 
piston rings. These usually are made of Rulon, a proprietary tet raf luoroethy- 
lene plastic with filurs. For best results, they must operate in an oil-free 
environment. Their wear rate depends on the so-called "’PV factor," which is 
the product of the nominal pressure loading on the rings and the sliding veloc- 
ity. They are also very temperature sensitive. We believe that when piston 
rings are manufactured to specifications, installed correctly, and the engine 
is operated properly, the current ring life ranges from about 2,500 to 4,000 
hours. However, mean-t irae-between-fa i lures , for all reasons, during test cell 
running over the past 2 years, is close to 500 hour''. Reasons for failure 
include improper design, material and fabrication, also improper assembly, oil 
contamination, overheating and other accidental causes. The contractors 
working in the Automotive Stirling Engine Program, under the direction of NASA, 
have dedicated programs for improving piston ring material, design and fabrica- 
tion. United Stirling also has made engine design changes to improve cooling 
in the piston ring region and are taking other steps to reduce ring tempera- 
ture. Piston ring replacement is considered a minor overhaul requiring about 
3 hours work by two experienced technicians. We believe that as Stirling 
Engines are phased into production during the latter half of the 1980’s, time 
between ma jer overhauls will approach 30,000 hours. 

An indicator of reliability improvements in recent years is the total 
engine running time in the test cells. In 1978 total time in all engines at 
United Stirling was about 1,500 hours. In 1979 it was 4,000 hours; in 1980 it 
was 17,000 hours. We are projecting in excess of 25,000 in i981. 

United Stirling believes in the future of dish-solar thermal power and 
that it will become a practical and cost-effective method of generating elec- 
tricity. United Stirling has obligated itself, by corporate policy, to concen- 
trate on the three technology factors discussed here, both in cooperation with 
government programs as well as in its own in-house engine developments. The 
goal is, of course, coiiinercialization. For greater enhancement of future dish 
solar thermal power programs, it is suggested that more ....teract ion with end 
users of solar power systems be implemented as soc .i as possible. In addition, 
more engineering experiments are needed to advance the state-of-the in all 

areas, particularly development of lower cost concent r.. tors ; also o better 
understand the interface requirements between the concentrator- e ive^ -engine- 
generator and load; and finally to gain much needed experience in control 
system optimization. 
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GENERAL ELECTRIC 
Walter Pijavka 


We, at General Electric, welcome the opportunity to participate in the 
Point Focus Program managed by JPL and are pleased to be able to express some 
of our views at this panel discussion. 

I brought a few vu-graphs to assist me in making the presentation and to 
focus our attention during the next few minutes (see Figure 1). 

We believe that the Point Focus Dish engineering concept for renewable 
energy collection and, in particular, the generation of electricity — a premium 
form of energy — is a viable one. We are pursuing the concept, in conjunction 
with the JPL“defined component and system development programs. 

Figure 2 shows several things. First, it shows the genera tion-by- 
generation development of point focus dishes, proceeding from the initial 
7’'meter dish at Shenandoah through the second generation Low Cost Concentrator 
of 12 meters, following on to an Advanced Concentrator yet to be defined. 

Under each of these particular concentrators, I have illustrated the finite 
cycle of development that has occurred, or is planned to occur. Specifically, 
the Shenandoah design cycle has been completed, as has been its fabrication 
and test cycle. It is presently under implementation in the construction of 
the total energy system at Shenandoah, Georgia. 

Feeding from the experience gained from the Shenandoah collector develop- 
ment, after the first Tabrication and test experience, the second generation 
Low Cost Concentrator was con'-eived and proceeded into design, fabr'cafion 
has been initiated and testing is planned for later this year and, in fact, 
several system applications using various engines — Rankine, Braycon, and 
Stirling — have been identified and planned. 

Following the experience gained after the testing of the Low Cost 
Concentrator, a third generation advanced concentrator is planned to enter 
into a complete cycle from design, then fabrication and test, and then into 
application. 

This arrangement of generation-by-generation development of the critical 
component designs, so that lessons learned from one generation can be in- 
corporated into the design of the following generatioit, is a very sound one 
and indicates that the planned program by JPL and DOE is a sound, orderly, and 
well-managed development activity. 

Supporting the generation-by-generation product evolution, at the bottom 
of the chart, I have shewn the supporting technology required to hasten the 
component developments, these being high temperatiirc material, research and 
development, reflective surface developments, construction and use of the test 
bed concentrators for general knowledge gained, as well as development of 
advanced receiver and high temperature engines. 
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There are two keys to the successful completion of a conceptual develop- 
ment, which this chart hopefuPy illustrates. First, an order y generation-by- 
geueration development cycle to produce an ultimate product and, secondly, the 
continuity in the program to carry through in a continuous fashion the design 
teams and contractors involved in the programs. 

I will attempt now to run quickly through the critical technology needs 
as we are facing them in the development if point focus concentrators (see 
Figure 3). One of the key technology needb is the development of cost- 
effective , long-1 i fe re flee tors . 

Quite a bit of technical work still must be done in order to achieve 
performance and cost goals to evolve a commercially viable product. Both the 
silvered-glass mirrors and metallized films which are being pursued today have 
their shortcomings. The concept outlined under **Approach** on the chart should 
be supported by separate technical efforts to provide a basis to produce 
ef fee t ive commercial products. 

Figure 4 illustrates one concept of the integrated reflective surface 
and structure that General Electric has been working on. We recognize that it 
is ]ust a first step along the path that I have previously indicated. 

In an attempt to evolve low cost concentrators , we have identified the 
need to employ new and low cost structural materials to be cost-effective. 
Structural plastics have the potencial of satisfying these needs. In the 
construction of the Low Cost Concentrator, we are employing structural 
plastics to demonstrate the application and cost reduction potential, and 
Chart 5 does indicate additional needs. 

In Figure 6 we are illustrating some of the work in molded plastics that 
we, at General Electric, have developed for the application to solar use, «s 
well as other large structural members, such as appliances and automobile 
parts. The evolution of single component molding compounds allows the use of 
relatively low cost molds with high production rates within those molds. 

Figure 7 is a picture of an engii.eering prototype mold of approximately 
the same curvature and size as one of the elements to be molded for the Low 
Cost Concentrator 12-meter dish. It is a pi oof-of-concepc mold and has worked 
out quite well. 

Figure 8 shows a finiphed molded part which has been produced in the 
mold shown previousl) Its surface contour and structural properties are as 
designed . 

To show further application of molded struciura] plastics, we have 
designed and fabricated a low cost molded trough whose parts are shown here. 

The type of structural detail and reinforcement which can be achieved are 
excellent ana the strength and surface tolerances required can be achieved 
using molded structural plastics (see Figure 9) . 

General Electric has also been involved in engine receiver development 
activities for DOE ^nd JPL (Figure 10). Specifically we have evolv«:d a 
multi-vane rotarv expander Rankine cycling engine and have diveloped Stirling 
engine designs auv hardware. 
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We have developed a taw^ly of receivers, from the initial cavity 
receiver used for the original Shenandoah 7-meter dish, applicable to Rankine 
cycling engines, to a high temperature receiver applicable to Brayton cycling 
engines, and culminating in the heat pipe receiver that is being developed 
presently for Stirling engines. This receiver does have energy storage 
capacity within it. 

Figure 11 gives a view looking through an appropriate filter into the 
receiver aperture of the GE-developed 7-meter dish system on test at Sandia 
Laboratories, Albuquerque facility. Output fluid trom the receiver tubes is 
at 750^F. You can see the concentrated solar energy distribution on the 
coils within the receiver produced by the 7-iaeter concentrator. 

Because pc nt focus dishes, of necessity, are 2-axis tracking, the need 
for r >Titrols a «;ensors is inherent. Also, the various modes of operation, 
including start-un and shutdown logic, routine and emergency focus and defocus, 
and or.itr operations, are required. Figure 12 shows the general development 
needs within this area. 

As I mentioned previously, one of the key elements to recognize in tne 
development of a commercial product is the necessity for a number of required 
design cycles (see Figure 13). Each cycle proceeding from initial design 
through fabrication and field service must be completed before the next cycle 
can legitimately be started. Our experience in industry has been that at 
least three of these cycles, and sometimes more, are required before a com- 
mercial product evolves. The JPL program, as designed, does have built within 
it these design cycles. It is necessary that the program be retained with 
these features, c^nd the continuity to maintain the flow of knowledge and 
development in industry be maintained. 

Figure 14 shows one example of many I could have chosen to illustrate 
the product evolution design cycle phenomenon. The development of air- 
conditioning equipment for private homes, for example, went through this 
process with the result tnat over one half the homes built today in the United 
States are equipped with central air-condi l ioning , not to mention all of the 
commercial and institutional buildings which have air-conditioning incorporated 
within them. The road to this commercial product was one that went through 
three, and possibly four, design cycles as the product moved from the early 
prototype stage through that of an emerging product to the cost-effective 
reliable commercial product that industry supplies today. 

Figure 15 shows what one quad of energy supplied to the United States 
would mean in terms of various types of energy generation. It compares the 
required 1 million parabolic dishes to the 17 equivalent nuclear plants and 
the vast amount of fossil energy required to replace this renewable energy 
source . 

In summary, we at General Electric believe solar thermal parabolic dish 
energy applications: 

(1) Are a viable distributed renewable power generating option. 

(2) Produce quality energy in the forru of electricity and high 
temperature heat. 


c 
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(3) Are modular and can be distributed to new or existing plants in 
increments • 

(4) Are factory mass producible with associated economies of 
production* 

(5) Have progressed under DOE and industry development. 

(6) Can be developed to produce renewable energy in support of the 
nation's energy goals. 

Thank you. 
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FORD AEROSPACE AND COMMUNICATIONS CORPORATION 
Calhoun Sumrall 

Ladies and gentlemen, I delighted to be here to provide an industrial 
viewpoint commentary on the status of the current parabolic dish technology 
and the associated DOE funded programs which assist in the development of 
commercialization. 

I am substituting for Bob Pons who is well known to many of you. I am 
happy to report that Bob is making a strong recovery from open heart surgery, 
and he will be back leading our Solar Energy Systems engineering effort in a 
few weeks. He sends his regards. 

Fir st, are PFDR systems competitive? Chart 1 shows a study that 
compares BBEC (kWeh) for Point Focus-Distributed Receiver-Distributed 
Generation Systems as a function of production volume and time. This analysis 
draws upon much background data from JPL as well as FACC analysis. The solid 
lines 1-4 represent cost projections for new conventional oil fired power 
plants in small capacities (8 MW) at specific locations ranging from Catalina 
Island across the nation. The shaded area projects the cost of new coal-fired 
1,000 MW capacities in the south Atlantic states to the west and north central 
states. Such calculations are highly sensitive to assumptions relative to 
fuel inflation rates over the 30 year period as well as assumed module 
production rates. Nonetheless, the salient point is that PFDR systems can be 
competitive in a large number of small communities, provided that adequate 
production volume can be developed. 

Second, is the technology available? We think so, and intend to prove 
it by the operation of Engineering Experiment No. 1 this year at the JPL 
Parabolic Dish Test Site. You have heard, or will hear, a great deal about 
the Organic Rankine Engine, Phase II Experiment at this annual meeting. 

Further, you will hear a great deal about glass and plastic concentrators, and 
Stirling and Bray ton engines. 

Chart 2 presents the total system efficiency for each engine candidate 
coupled with either plastic or glass concentrators. Note the predicted engine 
thermodynamic performance increase is partially offset by the increased loss 
of the receiver at the higher temperature. The higher reflectivity of the 
glass concentrator piovides a consistent 3-4 percent point improvement. 

Third, system costs are highly sensitive to subsystem specifications. A 
few caveats are noted: 

(1) Concentrator costs are a strong function of surface reflectivity, 
slope error, and concentration ratio. 

(2) High temperature engine performance requires high concentration 
ratios, low slope errors, and high reflectance. 

(3) Sun acquisition, track, and emergency detrack requirements strongly 
influence aperture face plate design and power copversion struc- 
tural integrity, and survivability. 



(4) Low life cycle costs require a fault tolerant design which utilizes 
simple maintenance procedures, and which does not propagate failure 
to adjacent modules. 

(5) Low operating costs require a totally unmanned, computer controlled 
automatic mode of operation. 

Fourth, are we heading toward the commercialization objective? Chart 4 
projects a typical power module cost as a function of production quantity after 
initial R&D quantities have been tested. A comnitment to production rates in 
excess of 1,000 power modules per year must be reached to achieve economic via- 
bility, and support the necessary investment in facilities and tooling. Note 
that the concentrator represents the largest component of cost. 

Fifth, do the R&D programs phase into production? Chart 5 is an approxi- 
mate schedule of current DOE development programs. Through 1984 only 65 power 
modules are programmed. Then a 2-year pause occurs before a production deci- 
sion for first generation equipment is made. Low production rates will result 
in high unit costs. 

We feel that it is essential that the period of 1984-86 be augmented 
with a number of additional 1 MW or larger systems. Secondly, we need an 
acceleration in production rate of prototypes to justify ^.'.equate production 
type tooling. 

Sixth, what are the major problems inhibiting commercialization? Chart 
6 lists five. Insufficient funds are currently progratmixed to support a full 
scale development transitioning into production. A mulciplicity of pro^^ams 
is required. 

PFDR technology suffers from an identity crisis. What are the appro- 
priate markets? Does it complement the Power Tower? Is it applicable to 
repowering? If federal R&D funds are further reduced, will we have only the 
Power Tower as the sole solar thermal candidate? 

It is my personal opinion that we - both government and corporate 
researchers - have failed to clearly delineate the roles for parabolic dish 
technology, particularly in regards to the decision makers in the Congress of 
the United States. In the months ahead, in view of the personnel changes in 
the Congress and the rather unsettled situation in the DOE, we ought to make a 
major effort to identify the roles and comparative benefits of thib technology 
and present it to our government leaders. Given the desirability of this tech- 
nology, I believe there is a major difficulty in bringing it to rapid and suc- 
cessful development and production. Although virtually all economic analyses 
show that the concentrator is approximately one-half the cost of the system, 
concentrator development is not proceeding at a pace sufficient to give the 
system developer choices and flexibility. Furthermore, there is not strong 
evidence that advanced concentrators are being developed which result in in- 
stalled costs of less than $100/m^. We need to develop a parabolic dish 
industry as quickly as we can. 
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We feel that Parabolic Dish Technology offers significant advantages for 
thermal-electric application and it can be competitive in many situations. 
Industry faces the need to aggressively market these system advantages to 
obtain development funds and to proceed on a schedule which would permit timely 
evaluations and comparisons with alternate systems. We, at Ford» are dedicated 
to making this happen. 
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SANDERS ASSOCIATES 


Daniel Shine 

My emphasis will be on the philosophical issues. These issues have been 
alluded to in the preceding program or company discussions. 

The first poin^ I will mention is a theme recurrent in Paul, Worth, Walt 
and Cal’s presentations: Program Continuity. 

Whether you are in industry or you are with a national lab or in govern- 
ment, you must understand what Program Continuity is. It can mean different 
things, depending what your perspective is. We in industry will never reach 
that 1 quad by the year 2000 unless there is some Program Continuity. We can- 
not put together teams and keep them together without adequate funding. The 
point has been made over and over and over again that the programs are funded 
at woefully inadequate levels. We should cake it upon ourselves to do some- 
thing about that. It means educating the public, educating Congress, educating 
anyone who will listen. Those of us present in the room here represent every- 
thing from small businesses to Fortune 50 or perhaps Fortune 10 companies, and 
we have done a lousy job. With the size of the current program, we will not 
reach the 1 quad goal by the year 2050, if ever. We keep preaching as individ- 
uals and as companies to the government, to DOE and the labs about Program 
Continuity. There is nothing they can do about it if they themselves do not 
have the resources to pass through to industry for continuation of the 
deve lopment programs . 

What I would like to do is lay down challenge number one: to take it 

upon ourselves to do something about this budget problem over the next several 
months. The budget cycle for 1982 has begun; hearings are being held on the 
Hill. It is up to us through our companies, through our labs, through what- 
ever, to get the message across that we are not going an)rwhere at the rate we 
are going now. Most people in the public sector, most people on the Hill, do 
not understand what this program is. Solar to most means either a green house, 
heating water, or Barstov. That is all it means, and it is our fault. If we 
are really as interested as we indicate, ai.d we are all interested since we 
are here, then we better do something about it. Maybe we will not be here 
next year or the year after — again it is our fault. 

The second point I would like to make is that once we establish an 
adequate funding level there will have to be more demonstration projects. We 
all have our idea what the adequate funding level might be, and it is certainly 
inadequate now. Perhaps they do not all have to be at the megawatt level but 
there certainly must be more. That is all part of the education process. The 
more demonstration programs, the more publicity. As we have heard from 
speakers all day, and we will hear from them tomorrow, all of the technology 
and component development programs have been relative successes to this point. 
We need some system successes. That will generate more interest, more public- 
ity, and hopefully, more funds. Maybe we will reach our 1 quad goal. 

The third point I would like to make addresses the DOE JPL program. It 
is a point that several of us have made and it can be discussed forever. 

Simply put, it is the position of most of us in industry that there has been 
too much stress on technological advancement and coming up with the perfect 
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components: perfect component number 1 to be wedded to perft^ct component num- 

ber 2f to be wedded to perfect component number 3, the sum to equal a perfect 
system. That is not how you get successful demonstration programs or addi- 
tional funding. Who cares if it is 20 or 21 percent efficient? Nobody cares* 
Congress does not care. Certainly, as engineers and technologists, we do care. 
I am not disparaging that at all. What I am saying is that the stress in the 
program has been put in the wrong place. 

Program stress must be on success, not on an additional percentage point 
of efficiency. This stress of efficiency, or additional points of efficiency, 
has presented industry with somewhat of a dichotomy. The programs often seem 
to be technologically ambitious, yet stretched out. We are looking for an 
additional percentage point, two percentage points, or three in a mirror pro- 
gram for Instance. It turns out that the way the funding has been going, again 
our fault, over the recent years it will take 10 years to get there. By that 
time, everybody else will have passed us by and maybe we will be back to gas 
lamps or oil lamps. In any case, we have a problem. 

Yogi is going to address one approach to resolving the problem. An 
organiiiation now exists which requires the membership of all companies repre- 
sented in the room. It is the Solar Thermal Energy Division of the Solar 
Energy Industries Association. Another approach might be looking at our own 
problem and getting better dialogue going with Washington and with the Labs 
responsible for our programs. We are not getting our message across; we fight 
one another. We do not understand what it is that we want. There has to be a 
better dialogue if this program is going to survive. We have seen from the 
General Electric presentation and the other presentations where sola thermal 
could go, what the costs could be, but my basic point is that we are never 
going to get there. We are never going to get there at the rate we are going 
now. Remember one thing from this panel presentation: You have to get out 
there and do your job on the Hill. We have not done it. Every one of our com- 
panies has other programs that take priority; we are all in some other busi- 
ness, if we are of any considerable size, with some small companies excepted. 

We have to integrate the solar program, particul,*rly the dish program, into 
those overall priorities and see if we can get somewhere. At the rate we are 
going we are going nowhere. We will have some wonderful demonstrations in the 
desert and they will have very high efficiencies but it is not going anywhere. 
Who is going to buy them? This whole program is geared to developing products 
which can be sold in the commercial market place and displace oil. At the rate 
we are going we will not displace oil until all of the oil is gone. 

It is our problem; it is up to us to do something about it. 
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ACUREX CORPORATION 


Jorgen Vindum 

A couple of subjects vie will be discussing are the annual ope ating 
program for the dish program at DOE, some legislative action and anything else 
members would ke to bring up. 

I would like to talk briefly about the proper timing and mixture of dish 
technology. 1 think it is important to mention both timing and mixture since, 
as far as dish technology is concerned, this is not a normal evolution we are 
going through. We heard earlier about air conditioners. I will bring up 
additional examples of applications that have evolved. The market made them 
evolve at a particular pace; technology was not available to make them evolve 
any faster. We have the capability, I believe, to make the solar technology 
evolve too fast causing a serious problem. The mixture of the sizes, etc., of 
the programs could be %/rong and that is what I would like to discuss* 

The agenda is shown here (V-1) . I want to talk about the requirements 
for proper technology evolution, the importance of timing, why I believe the 
dish program will be successful, and a few conclusions that have been reached. 

Regarding the requirements of proper technology evolution (V-2) I will 
draw upon the experience Acurex has had in the trough business. We have gone 
through several generations and, as mentioned earlier, these generations are 
very critical. You sometimes le^^n the hard way from small projects, but at 
least you incorporate your knowledge into the next job and into the third or 
fourth generations. You continue to make improvements, and in this way you 
evolve. This is the way you get the performance up and get the hardware 
introduced until there is a real commercial market. 

Secondly, I would like to draw on an experience in the aircraft industry. 
Again, they have all slowed by the pace of the commercial market. In some 
instances, they made some mistakes and I will discuss those. As far as the 
requirements, and system size, I think it is critical that we start out small 
and grow larger. Again, as I mentioned, the technology allows us to build a 
very large initial system. Should that particular program fail, solar would 
be in deep trouble. We must start with a single dish, two dishes, four, etc. 

I think that is a critical element to success. 

System simplicity - again, make the first one simple and then get more 
complicated as we learn. Solar is generally very simple, but when you get 
harcware out there you learn that Murphy is still atJund and you still have 
problems. For that reason, start with the simplest and go to the more complex. 

Improved generations, again looking at the airliue industry, started 
with some very simple systems: The first Wright Brothers flight, the DC3. 

Many were built and a good deal was learned; the metal aircraft industry 
started, and we progressed to the DCS, DC9 and DCIO in a very orderly 
progression. If you had tried to build a 747 back in 1940, such as the Spruce 
Goose that is new located down in Long Beach, I think you would have gotten 
into serious trouble. We had the technology, but it was too premature an 
introduction of that sized aircraft. 
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The importance of timing (V-3 ' . Competition: There are several competi- 

tive factors to consider right now. The first one is that of DOE or federal 
funding. We are competing with other solar technologies and we should recog- 
nize that. Those of us in solar thermal are unfortunate to be competing in 
three different solar thermal technologies. For that reason, it is im’ "»rt^p*‘ 
that we get dish technology out there where it can be seen, so that we can get 
our fair share. 1 do not think that dish technology is getting a third of the 
solar thermal budgets and I do not think that it is getting its fair share of 
the solar budget in general. 

The second competition that we have to look at downstream is survival. 
Sooner or later, we will have to be in the commercial competitive mark'^. w 
ever, if we dc not get systems out there that the commercial customer can look 

at, he is not going to buy it. T w^nts to see some, and he wants to go kick 

some before he will buy the first one, and without the first one ill not 

have one quad or whatever by 2000. 

Visibility: The number of installations and the size. I think it is 

very important to get many, many small s\ "terns across the country. Industrial 
and commercial clients have no idea what is going on. They do not go to 

Edwards to see them, they need to see them locally. There are trough systems 

around this country and yet when you talk to an industrial client they have 
never seen one. We must make sure that there is one in every state, and if we 
want congressional support for this program I think it is important that we put 
them around the country. 

Th^-^e first installed systems could be failures. If they are small, it 
is easy replace them or improve them. Large failures are very visible. We 
need small systems that are all successful and lots of them. 

Finally, we need to replicate systems with improvements from generation 
to generation. I think that the PV program within DOE has been very 
successful. They keep repeating the same thing, keep combing down the cost 
curve, and they have been very successful in getting funding for the PV 
program by replicating and showing cost improvements. If we develop just one 
of a kind forever we will never be able to show any cost curve and we will not 
get the support we so desperately need. 

Finally, I will discuss why I think this technology will be successful 
and what characteristics it has (V-4) that will make a success of ti:<» program. 
Modularity: You can put out a single dish and make a complete system. It 
can bt: integrated to the grid. It could be a thermal system, it could be an 
elec*'’ ic system, but the modularity of point focus technology is very, very 
important if we wish to be successful. Again, when commercial customers come 
along, they can buy one - not umpteen megawatts. They can just buy one, two, 
three, etc,, and we can get the commercial market going. Without those few 
buys (again an analogy of the movie theater) we will not get the commercial 
market going. 

Repeatability and coming down the learning curve are very important. If 
you duplicate more of the same, we will come down to the magic cost number that 
is being thrown around now. We will never get there unless we start building 
one. You build one and two, four, eight, repeat it eight times, build about 
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500 systems, that*s 10 megawatts, I think we would be a lot further down the 
learning curve if we did it that way rather than build one large 10-megawatt 
system. 

Again, early market compatibility. The remote markets that exist for 
point focus technology right now require one , two . three dishes . Therefore , 
we are very compatible with those people v,ho are likely to buy the first one. 

In conclusion (V-5), let me point out that I believe dish technology 
should be accelerated relative to other solar technologies. We have great 
potential, we must spread that word and get it out in the field. 
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ADVANCO CORPORATION 


Byron Washom 

The present state of the art of the parabolic dish technology and the 
forthcoming changing of Administration makes this panel discussion on 
technology development most opportune* As all of us in the room are acutely 
aware, our business success is dually a function of our engineering 
achievements and the public policy support to enact our engineering progress. 
As witnessed this afternoon, the spokesmen for Garrett, United Stirling, 
General Electric, Ford Aerospace, Sanders, and Acurex have stated that the 
public policy is lacking, particularly in the form of direct appropriations 
for construction, and the consequence of such failing is retarding the 
commercialization of solar thermal technologies. 

I have been asked by Dr. Lucas to provide a summary of the views 
presented thus far and address those pertinent areas possibly unmentioned. 
Additionally, I would like co speak to Lhe subject of these technology 
development issues in context with the new Reagan Administration. My 
conclusions are those that I have drawn on my own, but with the assistance of 
colleagues about to assume various energy posts within the Reagan 
Administration. 

As to the technical issues, it would wise to segregate the issues 
into five areas; engines, receivers, concentrators, system integration, and 
component development . 

If one agrees that the tc:chnical issues presented by this panel are in 
fact valid, then the future does not bode well for those anxious to see an 
early commerc i al izat ion of parabolic dish technology. This present state of 
affairs, coupled with a decisive fiscal policy of the forthcoming Reagan 
Administration, will probably alter the course of the solar thermal technology 
development program, and this deviation is inexplicitly opposite to the 
present DOE program. 

The present DOE program can be characterized as encouraging short term 
research and development of the energy technology and permitting the favorable 
effects of tax incentives and mass production to reach economic 
competitiveness . 

When budget cuts have occurred in the solar thermal program, the Carter 
Adrainistratio 1 has tended to preserve the po^ \:y of placing hardware in the 
field at the direct expense of the Resei^rch and Advance development budget. 

Th*^ following table shows the forecasted Advance Technology Resource 


Requirements 

versus 

the 

budget 

al locat ions 

(in $ mi 

1 1 ions ) : 



FY' 

79 

FY'80 

FY'81 

FY'82 

FY'83 

FY'84 

Forecast 

13. 

,5 

22.0 

34.0 

38.0 

42.0 

42.0 

Actual 

13. 

.5 

22.0 

11.0 

N/A 

- 

- 
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The disparity is compounded when one considers that DOE and the 
government labs in a recent solar thermal multi-year plan identified Research 
and Development needs amounting to $57 million starting in FY’82.^ The 
present DOE policy has favored the central receiver technology the most, 
followed by line focus projects and lastly the parabolic dish market, but at 
least we have fared better than the research and advanced development program, 
albeit that the dish program is contained partial) >hin it. 

This rank ^ ;der of priorities, I predict, will be reversed under the 
Reagan Administration, whereby research and advanced development will take a 
precedence in the solar thermal budget. Those technologies, especially the 
parabolic dish that will benefit the most from such R&D, will be placed in 
stronger competitive position. The basis for such a claim can be found in the 
existing information and policies of the R agan team. 

Foremost are the policies of David Stockman, Director-designee of the 
Office of Management and Budget, often referred to as the fourth branch of 
government. For those of you that have not read either his article in The 
Public Interest entitled "The Wrong War? The Case Against a National Energy 
Policy"^ or the "Stockman Manifesto" in the Washington Post,^ I would 
encourage you to do so and draw vour own conclusion. The Public Interest 
article reveals Stockman's belief (which is shared by Pres dent-elect Reagan 
and his energy advisor Harold Halbouty) that decontrol of oil and natural gas 
prices will similtaneously increase domestic production of oil, natural gas 
and coal, promote conservation via higher energy costs, and reduce oil imports. 

Stockman stated that,^ 

In short, the force-feeding of new energy supplies into the 
economy (by such means as coal conversion, synthetic fuels, and 
solar technology), or the artificial withdrawal of energy from the 
economy (mandatory efficiency stanlards) at costs-equivalent above 
the world price are exceedingly bsd economic bargains. Any 
attempt to displace the 3 to 5 bi'^lioii barx-els per year in 
imported liquid and gaseous fuels that will likely be required 
late in the next decade would impose a cost-penalty on the economy 
in the range of $40 to $70 billion per year. The result would be 
a substantial, unnecessary loss in national output, and an 
artificially high domestic-energy-cost structure which would 
reduce the competitiveness of our exports and increase the 
cost-advantage of imports. We obviously cannot improve our 
balance of payments or any other aspect of economic performance 


^ Solar Thermal Program, Multiyear Plan, p. 92, August 28, 1979, draft. 

2 Stockman, David A., "The Wrong War? The Case Against a National Energy 
Policy," The Public Interest , Number 53, 1978. 

^ Stockman, David A., "The Stockman Manifesto," Washington Post, 

December 14, 1980. 

^ Op cit . , at 2. 
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by resorting to home grown, hothouse bananas. The same is crue for 
energy. If autarky is a defensible policy it must have some other, 
non-economic just if ication. 

This laissez-faire, free market approach suggests that new energy 
supplies must compete against these baseline technologies without the benefits 
of tax incentives, loan guarantees and grants, regardless of oil, coal and 
nuclear's historic subsidization by the Federal government of $134 billion. ^ 

The Washington Post article directly impacts the present commercializa- 
tion strategy of the solar thermal industry, particularly the central rea iver 
sector. Under Stockman's Fiscal Stabilization Component, he suggests tha*. (1) 
public sector capital investments that accrue its benefit's over 20-40 years be 
deferred, (2) low priority program cutbacks like DOE's commercialization 
program be applied, and (3) loan guarantees (on-budget and off-budget) be 
curtailed to relieve the borrowing pressure on the credit market. Such a 
fiscal stabilization program, if irai^lemented , would significantly deflate any 
industrial strategy to establish a sufficient market to warrant mass production 
facilities. 

1 further believe that the Reagan Administration will be supportive of 
R&D, particularly in high efficiency engines like the Brayton and Stirling, 
unique high temperature materials and improved reflective surfaces. One 
confidant, who is to be named next week to a high post in the Whit" House, 
informed me last week that they are painfully aware of the present reduction 
of $154 million to $90 million proposed ^Y*82 budget from that of the final 
days of the Carter Administration. His advice to me in the preparation of 
this paper was that a balance will be found to provide for a rational and 
timely introduction of solar thermal technologies. Furthermore, it will be 
encumbent upon private industry to assume more financial risks at all stages 
of development and be more selective as to the initial markets being pursued, 
i.e., markets that require the least subsidy to implement. His personal 
awareness of papers by Gregg, et al,^»^ on solar coal gasification, MX-RES 
program and solar en anced oil recovery, illustrates that industry will be 
forced to think synergist ically. 

During this forecasted iterative period of RD&D, efforts will be 
underway to improve the institutional and financial environment for solar 
thermal technologies. Most notably will be the efforts of the Solar Energy 
Industry Association to achieve incentives that will: 

(1) Provide capital formation from sources other than direct 
appropriations for pre-commercial projects. 


5 Cone, Bruce W., "An Analysis of Federal Incentives Used to Stimulate 
Energy Production," Battelle Northwest, May 1977. 

^ Gregg, D.W., et al , "Solar Coal Gasification," Solar Energy, Vol . 24, 
np. 313-321, 1980. 

^ Gregg, D.W., et al, "Solar Retorting of Oil Shalt ," 88th AICHE Meeting, 
June 1980. 



(2) Prorate R&D financing co accelerate the R&D conducted in private 
industry without direct Federal funding. 

(3) Provide favorable depreciation schedules. 

(4) Provide more favorable investment tax credits. 

(5) Enact enabling legislation for repowering^ solar thermal electric 
and industrial process lieat. 

In conclusion, I feel we will need to take to heart taese technology 
development issues mentioned by the panel today, resolve them and work 
strenuously in Congress and the Administration for a solar thermal budget aat 
will continue the research and development necessary and demonstrate the 
technology in sufficient magnitude at each significant step along the way. 
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Session III 


CONCENTRATORS AND 
COLLECTOR SYSTEMS 

Session Chairman: W. Carley, JPL 



INTRODUCTION 


W. Carley, 

Concentrator and collector development activities managed for DOE by JPL 
are directed toward developing Point-Focucing Concentrator Technology with a 
major emphasis on low cost in large quantity production. 

The work started in September 1978 with the contract to E-Systems for the 
modifications of a microwave antenna to meet the requirements of a versatile 
Test Bed Concentrator. Installation of two TBCs at the Parabolic Dish Test 
Site was completed in October 1979. The reflectors on these concentrators are 
rectangular facets of Corning 0317 glass mirrors bonded to spherically- 
contoured Foamglas^, a technique developed by JPL. 

Since that time, several contracts have been awarded for the development 
of integration of point-focus concentrators with receivers operating in the 
1, 000-1, 500^F range. A few private companies have developed point-focus con- 
centrators, generally for modules operating at somewhat lower temperatures. 

The following papers describe the concentrator development progress being made 
by companies contractually supporting the JPL Thermal Power Systems Project. 

The concentrators discussed come in many sizes and configurations. However, 
the prime goal for all must be to maximize the net useful thermal energy per 
dollar of concentrator cost for a given operating temperature. A high perfor- 
mance design that is expensive to build and install will lose out to one with 
lesser performance, but which is less expensive to build and install. 


preceding page blank not filmed 
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CHARACTERIZATION OF POINT FOCUSING 
TEST BED CONCENTRATORS 
O AT JPL» 

D“. J. Starkey, Jet Propulsion Laboratory** 


ABSTRACT 


This paper briefly describes the Solar Test Bed Concentrators that E-Systems 
installed at Edwards Air Force Base near Lancaster, California, for JPL. It 
describes the characterization work that has been accomplished on the test 
units thus far and provides the test results. The characterization data has 
been measured using both a flux mapper and a cold water calorimeter. The flux 
mapper- uses a Kendall Radiometer as the sensing device. It is mounted on an 
X, y, z motor-driven positioning mechanism that allows the sensor to take an 
x-y flux raster at several Z planes in the vicinity of the concentrators 
nominal focal plane. Various concepts were tried to protect the concentrator 
structure from being damaged by the sun's energy during sun acquisition and 
deacquisition. A description of both the passive and active protective 
systems is presented. 

INTRODUCTION 


Point Focusing Concentrator evaluation is evolving as part of the Solar 
Thermal Power Systems (TPS) Project assigned to the Jet Propulsion Laboratory 
(JPL). The objective of the Concentrator Development Task is to develop, via 
contracts with industry, technology and designs that will result in 
concentrators which are characterized by high kWth per dollar of cost for 
solar energy into a cavity receiver. 

PURPOSE 


The Test Bed Concentrators (TBCs) were developed as an early tool for use in 
the solar energy development program to provide a precise, consistent, and 
highly reliable source of thermal solar energy for testing a variety of 
receiver and/or power conversion subsystems. The TBC test data to date has 
substantiated that the TBCs have fullfilled their design purpose by providing 
flux densities well in excess of those required for nominal testing 
sequences. In fact, the peak fluxes measured with the initial mirror 
alignment have been purposely reduced by defocusing a part of the central 
mirror facets. This was done in order to minimize thermal damage to the TBC 
receiver mounting structure and the receiver components. The defocusing did 
not significantly reduce the overall available energy even though the peak 
flux is down almost threefold. 

CONFIGURATION 


Two papers describing the TBCs were presented at the first Annual Review 
meeting. In way of a brief review, E-Systems has installed two TBCs at the 


* The development described in this paper was carried out at the Jet 
Propulsion Laboratory, California Institute of Technology, and was 
sponsored by the U.S. Department of Energy through an agreement with NASA. 

*• Test Bed Concentrator Technical Manager, Solar TPS Project, Energy 
Technology Engineering Section, Applied Mechanics Division. 


135 



Parabolic Dish Test Site (PDTS) located at Edwards Air Force Base near 
Lancaster, California. These TBC dishes have a plan form diameter of 
nominally 11 meters, are parabolic in shape with a reflector having 22^ 
JPL-deve loped , rectangular shaped, second surface, back silvered, long radius, 
sp,herical contoured mirror; Each mirror facet is individually aligned. The 
concentrators are of the Elevation over Azimuth tracking type with an azimuth 
wheel and track design and a jack screw elevation design. The sun 
sensor/control loop keeps the concentrators pointed to within 0.05° of the 
sun’s true position. 

CHARACTERIZATION 

The characterization process for the TBCs was conducted in discrete steps to 
minimize any thermal damage from the sun’s image and to provide the test team 
with low level solar operational experience. These steps consisted of 
uncovering the concentrator mirrors in five discrete groups. The process was 
additive in that the previously tested group of mirrors vras not re-covered 
when the next group was uncovered. A complete set of flux mapping data was 
recorded using a Kendall Radiometer for each step in the mirror uncovering 
process. A set of data included a minimum of three rasters. Each raster 
consisted of 1056 discrete data points. For several of the mirror 
configurations, rasters were taken one inch in front of and behind the nominal 
focal plane and then every two inches along the Z direction thereafter 
(concentrator axis). Each raster took approximately 45 minutes to complete if 
everything performed smoothly and when this time is added to the TBCs’ sun 
acquisition and normal operational sequence time, one complete raster consumed 
at least one and a half hours. An overall view of the TBCs with the flux 
mapper installed on the right hand unit is shown in Picture 1. A close-up of 
the flux mapper from the outer end is shown in Picture 2 and from the inner 
end is shown in Picture 3. 

INSULATION 


To preclude damaging the receiver mounting structure of the TBCs, during sun 
acquisition and deacquisition, this area was covered with an insulating 
material. An aluminum oxiJe material, Fiberfrax^^ Hot Board, was chosen 
initially. This material has a melting point of 12600c (2300°F). This 
material worked well on the inside of the receiver ring but deteriorated very 
rapidly on the front face of the ring where it was normal to the sun’s image. 
As more and more mirrors we"e uncovered, the ablation rate of the Fiberfrax^^ 
went up rapidly. The FiberfraxR was supplemented in the high heat area with 
a pure Zirconia hell together with a Yttria binder. This material was far 
more expensive (by an order of magnitude) but has a greater melting 
temperature of 25i>joc (4700®F). The ablation rate of this material was 
much less, however, with the full 224 mirrors the rate was still a problem 
because the molten material was dropping on the concentrator r'rrors and 
causing damage. An active water-cooled plate was installed in the area where 
the sun spot traverses the receiver ring structure. The plate was made of 1/4 
inch aluminum with a single pass water flow at a flow rate of 11 to 15 
gals/minute. This plate, in conjunction with the FiberfraxR used in the 
less critical heat areas, solved the thermal protection problems in the TBCs. 

RESULTS 


The initial flux mapping results indicated that the TBCs, with the initial 
mirror alignment, where all the mirror facets were focused on the center of 
the target at the nominal focal plane, produced a peak flux of 1500 watts per 
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square centimeter when the insolation was normalized to 1000 watts per square 
meter (see Figure 1). Flux densities of this magnitude produce almost 
instantaneous temperatures in excess of 2760oc (5000°F) which would 
severely damage most passive receiver aperture materials. It should be noted 
from the figure that 98% of the energy is within a 20.3 cm (8 inch) diameter 
aperture. Flux mapper results also indicated that the majority of the peak 
flux was being produced by the center mirror section which totaled 68 facets. 
In addition to being nearly on axis, these 68 mirror facets had focal lengths 
very close to their geometric nominal requirement. It was concluded that by 
readjustlrig these center mirror facets, the peak flux could be reduced, 
thereby reducing the possible thermal damage to the TBC structure and the 
receiver cavities. During the second mirror alignment, all the images from 
the center 68 mirrors were centered on a fifty-one (51) millimeter (2 in.) 
diameter circle on the target at the nominal focal plane. This produced a 
slightly reduced peak flux of approximately 1250 watts per square centimeter 
(see Figure 1). This was still too high for our initial testing requirements 
so a third mirror alignment was undertaken. The center mirrors were realigned 
so that their image was geometrically on the opposite side of the target as 
compared to their physical location on the dish. Their images were centered 
on a one hundred two (102) millimeter (U in.) circle but across the center of 
t’.ie target. This alignment change drastically reduced the peak flux down to 
the 550 watts per square centimeter range but kept the total energy through 
the 20.3 cm (8 inch) aperture essentially constant (see Figure 1). 

After the third mirror alignment, the flux mapper was operated at several "Z" 
locations. The data from this test sequence indicated that the actual focal 
plane is closer to the dish surface than the nominal or geometric focal plane 
(see Figure 2). This difference is primarily attributable to using a 
finite-distant light source to align the mirror facets. It is also obvious 
that with the cross defocused mirrors, the sun’s beam is highly converging 
diverging. Currently the technique for determining the flux on a receiver 
wall is to extrapolate the x-y plane data from several *’Z" positions of the 
flux mapper, plotting constant flux lines, and estimating where they will 
intersect a receiver. The development of a direct flux receiver wall 
measurement device is being evaluated. 

The initial calorimeter results to date have established that each 
concentrator will produce a maximum of 82 kWth with 1000 watts per square 
meter of insolation through a 56 cm (22 inch) and a 25. cm (10 inch) diameter 
aperture, Picture 4 shows the calorimeter installed on the TBC. The energy 
measurement data from the calorimeter will be measured as a function of the 
various aperture sizes in future tests. The apertures will range from the 
totally open sunlit end down to a 15.2 cm (6 in.) diameter hole. 


137 





ft™ 


I# 




CLOSE-liP OF FLUX MAPPER FROM OUTER END 


Picture 2 


on;cf\'Af. 


i - ^ 

•iOs' 

> 

■lip-' 




-r-. - . 

9^ 


?■ - 


*P 

SJ 

' 




J 

0^ 

e ■* 
^5kl A 

tJ 

■ 










140 






COLD-WATER CALORIMETER INSTALLED ON TBC 
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Figure 1. Solar Flux Measurements On Test Bed Concentrators 
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Figure 2. Solar Flux Measurements On Test Bed Concentrators 
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GENERAL ELECTRIC POINT FOCUS SOLAR CONCENTRATOR STATUS 

J. Zimmerman 

General Electric Company 
Valley Forge, Pennsylvania 

ABSTRACT 

The General Electric Company is currently under contract to the Jet Propulsion 
Laboratory to design, fabricate, install and test a point focus solar concen- 
trator that, given a high volume of production, will optimize the ratio of 
performance to cost. The concentrator design approach has evolved by a sys- 
temmatic process of examining the operating requirements particular to the 
solar application, minimizing material content through ^e^iail structural de- 
sign and structurally effiiient subsystem features, and utilizing materials 
and processes comp.it ible with high volume production tt‘chniqucs. This paper 
briefly describes the design approach, the present concentrator configuration 
and the status n{ the hardware development. 


TNTRODI-CTION 

The General Electric Company is currently under contract to the Jet Propulsion 
Laboratory to design, fabri<ate and test a prototype 12-meter diameter point 
focus solar concentrator. \ feature of the analysis and design phase of the 
program has been to include a value engineering ^*“»^ration which has examined 
the cost and function of t!ie concentrator subsvsi .ns and their components 
;elative to the design requirements and the operating environment. Such an 
iteration was condiu red early in the preliminary design phase; however, s^v^ra'* 
important factors necessitated another iteration after completion of the detail 
design. Early performance and operating environmental requirements were estab- 
lished based cn sensitivity studies which incorporated simplified models for 
both the optical performance of the design and the weight and cost of the su-)- 
systems. As the detail design evolved, complex st ructural /opt ical relation- 
ships arose, necessitating the need for more sophist icat ed analytical and de- 
sign tools. Tse of these tools soon identified the fact that small decreases 
in performance could result in large cost reductions and that costs could be 
reduced by better matching several component designs to both the structural 
requirements and manufacturing processes. 


DETAIL DESK;N ITERATION 

The approach for the detailed design 'Value engineering" iteration consisted 
of utilizing the first iteration detail design as a baseline description fo»“ 
function, weiglit, cost and prcducibi 1 it y (this baseline design ia described 
briefly in Reterence 1). Cost sc.ving designs were incorporated and the re- 
sultant performance effects evaluated. In addition, several environmental 
requirements were relaxed to test the cost sensitivity. Figure 1 depicts the 
new concentrator design. Major variations from the baseline design that were 
studied and eventually incorporated include the use of a skinned core gore 
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segment, use of steel corrlgated Internal ribs with a simplified gore joint 
design, and implementation of a new mount frame design which utilizes less 
material, simplified joints, and eliminates the upload structural requirement 
or the foundation. 

The analysis methodology, as depicted in Figure 2, consisted of modelling 
each of the design changes, determining the optical effects of these changes 
and then altering the structural stiffness and material content until ap- 
preciable performance degradation was Indicated. The analytical tools con- 
sisted of a detailed finite element structural model (NASTRAN) which deter- 
mines loads, stresses and deflections for multiple orientations and environ- 
mental load cases, a ray trace optical program (POLYPAGOS) which mapped the 
focal plane flux profile for the deformed concentrator, and an optics program 
that further spread the focal plane energy due to reflector specularity and 
finite solar energy distributions. Included in the tradeoff optical studies 
were the distortion effects due to orientation, seismic loads, asyii^'etric 
wind loads, gore manufacture .g tolerances and the thermal expansion charac- 
teristics of the various materials used throughout the concentrator. 

The resultant performance characteristics are shown in Figure J. These trends 
show the intercept factor variation with receiver aperture and wind speed and 
the thermal performance as a function of receiver aperture, wind speed and 
ambient temperature variation. The thermal performance predictions are based 
on a receiver loss model that considers radiation, conduction and convection 
thermal losses. As a result of this design iteration, the rated wind speed 
has been reduced to 15 mph from 22 mph and the recommended aperture size has 
been increased from 11.25 inches to 12,5 inches. The resultant usable thermal 
energy available to the heat engine is 58.5 versus 60 ^ 2.5% per- 

formance decrease. 

As shown in Figure 4, however, substantial reductions were made in both the 
concentrator weight and cost. The baseline design weight was 172 Ib/m^ of 
concentrator aperture. The prototype weight, which consists of many of the 
d . ,ign improvements identified, weighs 123 lb/m2. The potential weight of 
108 Ib/m^ reflects including weight reduction designs that were not incorpo- 
rated due to the near-term prototypical nature of the concentrator. Similarly, 
substantial cost reductions were realized as a result of reduced material con- 
tent, use of lower cost materials and changes in the manufacturing approaches. 

Clearly, as a result of this detailed design "value engineering" iteration, 
significant improvements in the concentrator cost-to-perf ormance ratio were 
realized. 


HARDWARE STATUS 

The concentrator design as discussed above is currently in the initial stages 
of fabrication. The structure and foundations are in the procurement cycle 
while the control system and gore/reflector development is nearing completion. 
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A major effort on the program has been the design » material and process de- 
velopment^ and tooling fabrication of the molded plastic gores. This ac- 
tivity has been divided into two areas: process development of a parabolic 

pilot mold facility and the design and fabrication of the prime gore segments 
and their molds. Figure 5 depicts several aspects of the pilot mold. In- 
cluding the resultant molded gore segment both *'»s molded and with its re- 
flector system applied. This pilot m^ld has been used to evaluate material 
and process parameters, and to provide specimens for structural a*d environ- 
mental testing. 

The design of the prime gore segment molding facility has been completed, 
fabrication of the mold handling and support equipment is nearing completion, 
and fabrication of the master gore segment patterns has begun. Figure 6 de- 
picts the sweep tooling that has been constructed to generate the parabolic 
contours. Also shown are the early stages of the outer gore segment master 
pattern f abricat ion. 

Present schedules call for site installation, commencing with the foundations* 
occurring in the first quarter of 1981, with testing early in the third 
quarter v>f 1981. The resultant design alterations will determine the readi- 
ness if the coneentrator for svstem applications. 


RKFKRFNri-S 
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LOW COST CONCENTRATOR 


r''. Bpdard 
P.' Cfverly 

Acurex Corporation 
Mountain View, California 


ABSTRACT 

The Acurex Corporation is under contract to the Jet Propulsion Laboratory 
to design, fabricate, install, and test a cost-effective point focus solar 
concentrator. The key to concentrator cost effectiveness is the proper 
design of the reflector surface panels. The low cost concentrator 
reflective surface design is based on the use of a thin, backsilvered 
mirror glass reflector bonded to a molded structural plastic substrate. 

This combination of reflective panel material offers excellent optical 
performance at low cost. This paper briefly describes the design approach, 
rationale for the selected configuration, and the development status. 
Reflective panel development and demonstration results are also presented. 


INTRODUCTION 

The overall objective of the low cost concentrator project is to develop 
and demonstrate a state-of-the-art technology concentrator which is cost 
effective in high volume production and has a 30-year life under wide 
environmental extremes. The development project is structured into a 
three-phase effort. Phase I, completed in March 1979, encompassed the 
concept selection, preliminary design and cost assessment, and demonstration 
of the mass production reflective panel fabrication approach. The Phase II 
efforts, which began in September 1980 and are currently underway, encompass 
detailed design and analysis and demonstration of the prototype reflective 
panel fabrication approach. Phase III includes fabrication, installation, 
and testing of three prototype concentrators and is scheduled for completion 
in May of 1982. 


DESIGN SUMMARY 

The design of the 11 meter diameter (95 m^ gross aperture area) Low Cost 
Concentrator is shown in Figure 1. The concentrator is a two-axis tracking 
system designed to interface with a 1,500 lb thermal receiver/power 
conversion unit package. Predicted performance of the concentrator 
63 kWt at the receiver aperture based on the following design conditions: 

• 800 W/m2 insolation 

• l,700OF receiver operating temperature 

• 95 percent reflectance 

• 30 mph operating wind 




mTEfr:c:;,.u. c. 
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Figure 1. Design Description 


The major design features of each of the subassemblies of the mass 
production concentrator are discussed in the following paragraphs. 
Prototype-specific modifications for the reflective panel subassembly are 
also presented. 


Reflective Panel Subassembly 

The reflective panel subassembly consists of inner and outer groups of 
reflector gores forming a complete but physically discontinuous reflective 
Surface. As shown in Figure ?, a concentrator consists of 40 outer and 
24 inner gores. The reflective gores are a composite construction of thin 
(0.028 in), backs ilvered mirror glass with a sheet molding compound (SMC) 
supporting substrate. A thin glass reflector was chosen because of high 
performance and long life characteristics. In terms of performance, 
backsilvered mirror glass provides the highest practical solar hemispherical 
reflectance (0.95) and has excellent specularity. Glass is highly abrasion 
resistant and environmental ly durable. The reflective panel substrate is a 
compression molded material generically referred to as SMC. SMC is a 
ready-to-mold polyester resin material with chipped fiberglass reinforcement 
processed in continuous sheet form. Parts of SMC are typically molded at 
3C0OF and 1.000 psi in 3 to 5 min cycle times. SMC molding is' a high 
volume production process and offers the potential for low cost reflective 
panel substrates. The reflective panel substrate design consists of a thin 
(0.15 in) face sheet with an intergrally molded rib structure. The glass 
mirror is bonded to the SMC substrate. 
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a. 


Reflective Surface Configuration b. 

Figure 2. Reflective Panel 


Typical Gore Configuration 
Design 


Support Structure Subassemblies 


The three support structure subassemblies are: 

• Panel support structure 

• Receiver support structure 

• Intermediate support structure 

The lightweight space frame subassemblies feature welded steel shop 
subassembly construction using standard size, commercially available steel 
tubing. Finite element analysis techniques were used to optimize the 
support structure for minimum weight. 


Foundation and Drive Subassemblies 


The foundation design features simple installation and adaptability to 
sloping or rough terrains. The foundation consists of a single 
casL~i n-place, reinforced concrete pier with an azimuth turret mount. The 
single pier foundation was selected in order to minimize site preparation 
and foundation installation labor costs. It does result in a slightly 
higher weight concentrator than would result with a wide base foundation. 
However, because of reduced installation labor, total installed cost is 
minimized. Hydraulic power units were selected for both azimuth and 
elevation drive systems. The azimuth drive is a hydraul ical ly-powered 
gear drive. The elevation drive is a single stage, double-acting 
hydraulic cylinder actuator. Emergency power is provided by a pressurized 
gas accumulator. 
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Tracking and Control System 

A hybrid, two-axis, sun tracking control system based on microprocessor 
technology, has been selected. Coarse synthetic tracking is achieved 
through a microcomputer based control system to calculate sun position for 
transient periods of cloud cover as well as sundown and sunup positioning. 
Accurate active tracking is achieved by two-axis sun sensors. 


Reflective Panel Prototype Modifications 

Prototype-spec if ic modifications to the mass producible reflective panel 
design are being made to reduce prototyping cost. The most significant 
modification is in the area of the compression molded SMC substrate. The 
cost of a full-size mold is prohibitive for prototyping purposes. The 
prototype panels will be fabricated by hand layup of glass-reinforced 
polyester (GRP) on a contoured epoxy tool. The panel face sheet will be 
fabricated on this tool in a similar manner as boat hulls. The ribs will 
be cut from GRP sheet stock, assembled, and bonded to the face sheet. The 
mirror glass will be bonded to the assembled substrate. 


Reflective Panel Development and Demonstration 


Two-foot square compression molded SMC-Mirror Glass panels were fabricated 
and tested in the Phase I effort. Compliance with the requirements of the 
low cost concentrator has been successfully demonstrated. Both subsize 
and full-size hand layup GRP-Mirror Glass prototype panels will be 
fabricated and tested in Phase II of this project. Panel testing will 
consist of dimensional verification, slope error, hail impact, thermal 
cycling, and structural deflection tests. 

The primary objective of the Phase I compression molded SMC-Mirror Glass 
test panels was to demonstrate the optical surface quality attainable with 
present state of the art. Test panels were fabricated with both a 
single-step molding process and a two-step, molding-bonding approach. The 
single-step process integrally molded the SMC-Mirror Glass panel in one 
molding cycle. The two-step process involved molding of the SMC integral 
face sheet-ribbed substrate followed by adhesively bonding the mirror 
glass using the female portion of the mold as the bonding fixture. 
Qualitative and quantitative evaluation of test panel optical quality was 
performed. Representative panels produced with each manufacturing method 
are shown in Figure 3. The reflected light patterns from each panel 
provide a very sensitive qualitative evaluation of mirror surface 
topography. The single-step molded panel exhibited discernible rib 
print-through (the diagonal line patterns crisscrossing the mirror 
surface). This effect is related to material shrinkage at the rib/face 
sheet junction during molding and curing. A second observable feature in 
the single-step molded panel is a system of concentric ripples progressing 
outward from the center of the panel. This pattern was traced to a system 
of concentric ripples in the tool. The patterns were impressed into the 
glass sheet by the high molding pressure of the compression molded 
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a. Rib Print-Through 
Circular Tool Pattern 


No Rib Pri nt-Through 
Subtle Circular Pattern 
0.95 mrad Slope Error 


Figure 3. Compression Molded SMC-Mirmr Glass Test Panels 


process. The two-step, molded-bonded panel was visually superior to the 
single-step molded panel, showing no trace of rib print-through and only 
subtle traces of the concentric tool markings. Reflecteo light patterns 
from these panels revealed a relatively featureless surface, with a low 
amplitude, random oriented ripple uniformly covering the surface. This 
ripple is believed to be caused by variations in. the bond joint thickness. 
The two-step molded-bonded panel was then tested at the Sandia Laboratory 
ray trace facility. The resulting slope error standard deviations for the 
surveyed area was 0.95 mrad, well belov. the target value of 2.4 assumed 
for initial performance estimates. From these experimental results, it 
can be concluded that cwr.posite reflective panels of SMC-Mirror Glass can 
be manufactured with required precision using current state-of-the-art 
methods. Bonding of the mirror glass to a premolded SMC substrate would 
be used for initial panel production. The impact of the additional 
processing time is small, In the long term, further developments in 
single-step molding will allow panels of comparable ruality to be produced 


KEY RESULTS 


The key results of this development project to date are: 

t A state-of-the-art point focus solar concentrator based on 
SMC-Mirror Glass reflective panels has been shown to be highly 
cost effective in mass production 

• SMC-Mirror Glass reflective panels manufactured with required 
precision using current state-of-the-art methods have been 
demonstrated 
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ADVANCED CONCENTRATOR PANELS 
M. Bell 

R.' J. Bedard, Jr. 

Acurex Corporation 
Mountain View, California 94042 


ABSTRACT 

Acurex Corporation, under contract to the Jet Propulsion Laboratory (JPL), 
has completed the prototype fabrication of a lightweight, high-quality 
cellular glass substrate reflective panel for use in an advanced 
point-focusing solar concentrator. The reflective panel is a gore shaped 
segment of a 11-m paraboloidal dish. 

This paper briefly describes the overall concentrator design and the 
design of the reflective panels. Prototype-specific panel design 
modifications are discussed and the fabrication approach and procedure 
outlined. The optical quality of the prototype panels appears to be 
excellent, although no quantitative results are yet available. 

BACKGROUND 

JPL first developed the concept of using cellular glass in conjunction 
with thin backsilvered mirror glass to form lightweight, structurally 
efficient reflective panels for high-flux solar concentrators. Cellular 
glass is a low-cost, noncritical material with a very high stiffness-to- 
weight ratio. It is easily machinable and can be formulated to provide an 
excellent coefficient of thermal expansion match to most glass types. 

Gore shaped reflective panels (Fianre 1) fabricated from a composite of 
cellular glass and sheet g’ -r'; form the basis of the JPL Advanced 
Concentrator concept first proposed in 1977. The largely self supporting 
gores are used to displace much of the structural framework normally 
required to maintain an adequate dish stiffness. 



FIGURE 1. CELLULAR GLASS GORE 
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Acurex, under contract to JPL, performed the prel iminary design of the 
Advanced Concentrator and carried the desiQ^ ^^6 outer reflective gore 
through the detailed level. A preliminary cost assessment confirmed the 
cost-effectiveness of reducing the structural framewo'-k reciui:ed for the 
reflective dish, but also identified a problem with regard *'!' the balance 
of the concentrator design. The installation costs associated with site 
preparation, foundation installation, and field erection of t!ie 
wide-base/perimeter drive configuration accounted for a major fraction of 
the total installed concentrator cost, 

A concept-level trade-off study resulted in a more cost-effective design 
which retains the advantages of the cellular glass panels, but eliminates 
the costly wide base configuration. 

CONCENTRATOR DESCRIPTION 

The resulting Acurex/JPL Advanced Concentrator concept is shown in 
Figure 2, It consists of 64 lightweight cellular glass substrate gores 
(40 outer and 24 inner gores), simply supported from a tubular steel ring 
truss which is hinged in elevation from an intermediate space frame 
structure. The intermediate structure is mounted to a motor driveit turret 
azimuth drive which sits atop a single concrete column. The reflective 
dish is driven in elevation by an electric ball screw actuator which 
couples the gore support ring structure to the intermediate structure. A 
guyed truss-legged quadripod receiver support structure provides a rigid 
support for the power conversion package while providing a minimal am., nt 
of shading or blocking of the incident and reflected insolation. 

The turret drive/pedestal mount configuration requires a more massive and 
more costly drive unit than the original wide-base/perimeter drive 
configuration. The significant reduction in site assembly and foundation 
installation costs more than offset this penalty, however. It is 
estimated that the installed cost of the single pedestal configuration 
will be 10 to 20 percent less than the wide base design. 



REFLECTIVE PANEL DESIGN 


The key element of the Advanced Concentrator is clearly the cellular glass 
substrate reflective gore. As shown In Figure 3« each gore is fabricated 
from a composite of 1.0-mm Corning Glass Works 7809 borosilicate glass and 
a Pittsburgh Corning Foamsil® 75 cellular glass core. The Foamsil® 75 has 
been specially formulated to match the thermal expansion characterist'^cs 
of the 7809 sheet glass. A single sheet of backsilvered thin glass is 
continuously bonded to a contoured substrate of the cellular gluss 
material. A narrow strip of unsilvered thin glass ii bonded to the outer 
face of the cellular glass spar running longitudinally along the backside 
of the gore. The face sheets and the cellular glass core form a composite 
structure in which the mirror glass and the spar cap carry a significant 
portion of the aerodynamic and gravitationally induced bending loads. 

Three compression molded glass reinforced polyester (GRP) pads are bonded 
to the gore to serve as att.' hment points for the interface with the 
support structure. 


If 
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FIGURE 3. CUTER GORE CROSS SECTION 


Two panel types form the paraboloidal surface. Forty outer gores and 
twenty-four inner gores are required. The masses of the outer and inner 
gores (less attachments) are 23.2 kg and 15.8 kg, respectively. The width 
of each gore type is limited by the maximum steady-state curvature stress 
which the sheet glass can withstand. A maximum panel width of 84 cm for 
the outer and inner gore limits the steady-state stresses to 14.9 MPa. 

A detailed design was developed fo> the outer gore type only. The 
resulting gore is stress limited with a 5 percent probability of failure 
in the cellular glass core under a governing load condition of a 1 minute 
cumulative exposure to a 110 km/hr wind at the worst-case orientation. 

The peak tensile core stress is 275 kPa under this condition with a 
corresponding mirror glass stress of 20.1 MPa. Under worst-case operating 
conditions, the outer gore panel yields a peak deflection slope error of 
less than 0.3 mrad and an area weighted rms deflection slope error of less 
than 0.2 mrad. 
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Due to current manufacturing limitations, the maximum block size for the 
Foamsil® 75 material is 46 cm by 61 cm by 10 cm. Near-term production 
therefore requires the bonding of several blocks of cellular glass into a 
large core blank prior to machining. Future developments in cellular 
glass production may lead to full size monolithic core blanks or even 
foamed to shape cores. 

PROTOTYPE PANEL FABRICATION 

To verify the fabricability and integrity of the gore design, Acurex has 
fabricated several full-scale prototype gores. These gores will be tested 
by JPL to determine the structural and optical characteristics of the 
design. 

Prototype Design Modifications 

Several prototype-specific design modifications were incorporated to 
reduce cost. Due to limited availability of the 1.0 mm Corning 7809 sheet 
glass and the Pittsburgh Corning Foamsil® 75, the prototype gores were 
fabricated from 1.5 mm Corning 0317 glass and Pittsburgh Coming's 
standard Foamglas® material. While these materials are not ideally 
thermally matched, and the thicker sheet glass provides a shorter panel 
life, much insight into the gore design has still been gained. Steel 
weldments were substituted for the compression molded GRP attachment pads 
at a penalty of approximately 2.3 kg oer gore. 

In addition to these prototype material changes, two significant 
dimensioi.al changes were also incorporated. To simplify the core 
machining operation, the rearside contour was modified from a constant 
edge thickness configuration to a constant contour angle design and the 
spar depth was increased to avoid a local bond joint problem. This change 
added approximately 10 percent to the core mass, but allowed the use of a 
simplifiec' contouring scheme. The frontside contour was also modified to 
simplify ti j prototype machining operation. In .lieu of the more perfect 
paraboloidal contour, a compromise of a parabolic contour in the radial 
direction and a constant radius of curvature in the circumferential 
direction was selected. The effective area-weighted slope error impact of 
this modification is approximately 0.3 mrad rms. 

Fabrication Approach 

To minimize prototype fabrication cost, Acurex developed a simple 
contouring scheme which allows accurate, repeatable substrate fabrication 
with a minimal investment in tooling. The prototype gore fabrication 
procedure is essentially a ten step operation: 

• Cut cellular glass blocks 

• Bond blocks to form core blank 

• Cut core blank to planform 

• Machine core backside 

• Bond sheet glass spar cap 

• Machine cere frontside 

• Bond mirror glass 

• Bond attachment pads 


158 



• Apply conformal coating 
t Package and ship 


Since the optical accuracy of the gore is directly dependent upon the 
accuracy of the substrate contour, the core contouring apparatus was a key 
element of the prototype fabrication effort. As shown in Figure 4, the 
cellular glass contouring apparatus consists of a pair of reversible 
prec i s ion parabo 1 ic rails which support a hand-drawn cutter carriage. The 
carriage is designed to accept several interchangeable contoured scraper 
blades. Two blade configurations are required to generate the rearside 
contour, while only one constant-radius blade configuration is required 
for the frontside contour. 



FIGURE 4. CELLULAR GLASS CONTOURING APPARATUS 


Preliminary Results 

While no quantitative data have yet been taken, the optical quality of the 
appears to be excellent. Visual inspection does indicate 
a slight print-through" of the bond lines where the cellular glass blocks 

distorted area is very small. Simple hand held 
1 aging tests with the sun as the light source provide a dearly defined 
image on the order of 10 cm at a focal distance of approximately 6.6 m. 
This corresponds to roughly a 60 percent increase over the sun's 
theoretical image as would be expected for a 1 mrad rms mirror. 

Continued developmental work is required in the fabrication and processing 
of cellular glass as a structural material. Much can be done to expand 
upon the prototype gore fabrication technique. The labor intensive 
contouring operation could easily lend itself to increased automation. 
Further refinements machinable cellular glass bonding agents cculd 
improve machinabil ity and reduce print-through. 

With adequate effort expended on its development, the cellular glass 
substrate reflective pane) appears certain to have a significant impact on 
the future of point-focus solar technology. h u 
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DOE PARABOLIC DISH SOIAR THERMAL 
ANNUAL PROGRAM REVIEW 

DEVELOPMENT AND TESTING OF THE 
SHENANDCAH COLLECTOR* 

Georye S. Kinoshita 
Sandia National Laboratories 
Albuquerque, New Mexico 87185 


ABSTRACT 

The test and development of the GE~designed 7-meter Shenandoah parabolic 
dish collector incorporating an FEK-244 film reflective surface and cavity 
receiver is described. Four prototypes tested in the Midtonperature 
Solar System Test Facility indicate, with changes incorporated fron these 
development tests, that the improvements should lead to predicted perforiTiance 
levels in the production collectors. 


*This work supported by the U.S. Department of Energy, SAND81-0028A 


IM 





A parabolic dish solar collector was selected for the Shenandoah Solar Total 
Ehergy Project application because it could supply the design loads throughout 
the peak electrical demand period of the utility and do this from a limited 
(5-acre) field and under moderate (Atlanta area) insolation conditions. The 
collector was designed by the General Electric Ccanpany under a IX)E contract for 
the design of the Shenandoah Solar Total Energy System. 

'ihe initial model upon which the final collector design is based evolved from 
a 5-meter diameter canminications dish antenna which Scientific Atlanta had 
developed. A solar collector, vrfiich was called the engineering prototype 
collector, EPC, was fabricated by the expedient of applying a reflective film 
to the "petals" of the coranunication antenna and attaching a solar receiver 
where the cassegrain reflector was normally located. This EPC model was 
evaluated at the Sandia Solar Oollector Module Test Facility, and it indicated 
the feasibility of adapting the low cost fabricating techrique of die-stamping 
petal sections to produce solar reflectors. These tests also led to modifications 
to the original receiver design resulting in improved receiver operation. 

The reflector surface was originally conceived to be a glass surface over 
polished aluminum. The aluminum was a magnesium alloy which would polish to 
a high reflectivity. Alternatives were investigated, and an RTV silicone 
substitute for glass was developed when proprietary issues could not be resolved 
with the use of the GE glass process. An anodization scheme was carried on as 
an alternative. Both reflector approaches were eventually replaced by a reflective 
film (FEK-244, a 3M product). This change provided an improvement in reflectivity, 
enhancing the collection of solar energy to provide the thermal energy needs of 
the project. The change also indicated a protracted wash cycle could be considered 
over the other reflector approaches, making reduced operation and maintenance 
(O&M) costs possible. Since the aluminum was no longer the reflecting surface, 
the aluminum was changed to a lower cost alloy. 

A key element in adapting the reflector film for dish collector use was the 
process development for applying FEK-244 to a compound curved surface. On the 
earlier EPC, the film was applied to the individual "petal" sections using the 
squeege/detergent hand application method which is recommended by 3M for laminating 
the film to flat panels. This was the first time the film had been applied to a 
compound curved surface so no historical precedent could be cited which would 
provide confidence as to the long term integrity of the film (renaining attached 
to the substrate) under all environmental conditions. The film was only a 
temporary exp>edient to convert a ccnmunications antenna to a solar collector. 

Thus, alternate afproaches for a reflector v^re encouraged. 

When it became evident, however, that the FEK-244 film offered significant 
advantages over the RTV or anodized alternatives, the problem of applying the 
film to a compound surface was readdressed. The solution turned out to be 
relatively simple. The FEK film was laminated to the flat aluminum substrate 
material prior to die-stamping into the "petal" shape. Tto protect the reflective 
film, an opaque premask film was laminated over the FEK. An additional benefit 
accruing from the easily peeled premask is that is also permits collector assembly 
outdoors without creating a concern over eye hazards. Both film and premask are 
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applied using a roller applicator v^ich reduces the tine and labor over that 
associated with the hand application nethod. Environnental tests of two petals 
processed by the roller method disclosed the tendency of the PEK film to "tunnel." 
"ItBinelling" is a consequence of FEK expansion when exposed to hot/ high humidity 
conditions and is the term ajplied to localized ridge-like lifting vrfiich occurs, 
especially at stress sites. FEK has a coefficient of thermal expansion of about 
45 microinch/inch/**F. Resolution of this problem was effected by cutting the FEK 
every two feet to reduce the size of the laminated film sections. Subsequent 
environmental tests on petals with enlarged film sections (3-foot cuts) indicate 
no tendency toward tunnelling. Ihis will reduce the number of cuts required in 
each "petal." Whether this phenomenon is associated prinarily with the double 
curvature of a parabolic dish surface or is common even in a planar configuration, 
if the film sections are large enough, or vhether roller application causes 
differences from hand applications is not known. 

Pour 7-meter diameter pare-pxroduction p>rototype dish collectors were fabricated 
for testing and evaluation in a quadrant of the Sandia Midtemperature Solar System 
Test Facility (MSSTF). Initially, the collectors had RTV-coated reflectors. One 
of the four was subsequently replaced with an anodized surf ice and cinother with 
an FEK surface. All of the reflectors were assatiblies of 21, 8-foot long "petals" 
and a 29- inch wide center annulus section. The two-pert reflector was a consequence 
of the pjetal fabricator being limited to a press size which would only acccmmodate 
an 8-foot die. With the acquisition of a 900-ton press the fabricator can now 
stamp full-length petals, eliminating the need for the annulus section. The 
annulus was fabricated by a spinning operation. Aii improvement in the collector 
efficiency is expected with the extended petal design. On the quadrant test 
collectors, the annulus accounts for about 10 percent of the reflector area but 
contributes much less than the expected reflected energy due to the non-specularity 
of the spinning. 

The collector to be installed at Shenandoah will incorporate several design changes 
as a result of the quadrant tosts. 

Difficulties evidenced in tne assembly of the reflector to the declination axis 
prompted the change from trying to align two horizontal holes for attachment to 
the frame, to mating the flat surfaces to effect assembly. 

Ihe large amount of field welding of the frame assembly led to the use of a base 
support frame to permit the frame assembly to be shop welded and be field installed 
as a finished section. This procedure also permits the px>lar drive motors and 
jackscrews to be shop welded to the collector frame assembly and the entire 
assembly checked for proper polar rotation prior to shipment. 

The difficulties encountered in maintaining the reference orientation for the 
position indicating potentiometers has led to a redesign of the mounting bracket 
and a change in the attachment to the rotating axes. 

The mechanical stop on the jackscrews will be strengthened to prevent the gear 
motors from driving through the steps and causing the reflector to freely pivot 
about the polar axis. 
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Eadi tune the receiver was brought into or taken out of focus, the aperture plate 
(made of stainless steel) receive j a healthy thermal irput causing the aperture 
plate to buckle. Ihe heating also lead to the malfunctioning of the cptical 
fibre solar tracking system. A thicker steel sheet was not totally satisfactory. 

A quartz refractory pad is now used to insultate the aperture plate. 

Ihe receiver coil through which the heat transfer fluid is circulated has been 
changed from a double coil to a single coil. At flow rates slightly less than 
1 gal/min through the double coil receiver, it was noted that a transition to 
laminar flow appeared to be occurring. The tubing diameter for the single coil 
has been enlarged to maintain the pressure drop at about 15 psi while maintaining 
the tube wall to fluid dT at less than 100°F at the minimian flow rates to keep 
the Reynolds number above 8200. The new coil was tested in a quadrant test 
collector and indicated improved operation in effecting heat transfer at low 
flow rates. 

The hub, which is the centrally located element to which the reflector petals 
are attached, had been changed from an aluminun weldment to a steel weldment as 
a cost saving measure. Solicitations from potential fabricators now indicate 
that the hub can be made from an aluminum casting at an even greater cost savings, 
so this avenue is being explored further. 

The collector was designed to meet the requirements indicated in Table 1. An 
operational characteristic which is distinctive to this dish collector is that 
the full temperature differential (from 500°F input to 750*F output) is accommodated 
in contrast to troughs where a number of collectors make up a AT string. The 
minimum operation level of 50 Btu/hr-ft^ is the level at which the system losses 
(parasitic and thermal) are just met. The other requirements listed are common 
to other concentrating distributed collector systems. The design requirements 
were translated into collector optical and receiver thermal parameters and 
incorporated into a collector system analysis model. This mexJel was used to 
analyze the collector performance in terms of key variables. These variables 
are shown in Figure 1. 

The f/d ratio was selected on the basis of optimizing the concentration ratio 
without an undue increase in the receiver heat losses. Figure 2 shows the 
efficiency was maximized at a f/d ratio of 0.5 

The sensitivity of the concentration ratio (CR) from 250 is shown in Figure 3. 

The collector for Shenandoah will have a CR of 234 with an 18-inch diameter 
receiver aperture. 

The indicated reflectivity. Figure 4, is the level which, in conjunction with 
the intercept factor and receiver efficiency, was thought to be required to 
provide the overall collector efficiency needed to meet the collector design 
requirements. The FE3(-.;44 surface on the enviroamentally tested panels has 
manifested a reflectance of about 0.85 after washing after degrading to about 
0.82. On the Quad Tfest units, exposure to the elements for 3 months resulted 
in a reduction in the specular reflectivity (35 mr), but the level was recovered 
after washing. 



TABLE 1. SHENANDCAH COLLECTOR DESIGN RECO IREJ1ENTS 
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f/d 

Concentration Ratio 
Reflectivity 
Slope Error 
Tracking Error 


Pocal Length to Dish Diameter Ratio 
Collector Aperture/Receiver Aperture 
Total Hemispherical and ^?ecular Distribution 
Deviation frcm a Paraboloid 
Receiver Offset from Solar Flux 


FIGURE 1. OOLLBCTC® DESIGN V’ARIABIZS 



FIGURE 2. POCAL LENGTH OPl IMIZATI(»4 
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Q/Q REFERENCE - ENERGY INTO FLUID 



FIGURE 3. CONCENTRATIC»J RATIO SENSITIVITY ANALYSIS 



FIGURE 4. REFLECTS SURFACE PARAMETER SENSITIVITY ANALYSIS 
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Ihe intercept factor, ii^ich is defined as the percentage of the reflected energy 
incident at the receiver aperture, is a function of the specularity, slope errors, 
and tracking errors associated with the collector and is required to be about 0.96 
to adiieve the collector performance requirements. A slope error of 1/2 degree 
was considered a design parameter and its sensitivity relative to energy collection 
is shown in Figure 5. 



FIGURE 5. SLOPE ERROR SENSITIVITY ANALYSIS 


The sensitivity of the tracking error on the energy collection is shown in Figure 6. 
Hie tracking bias of 1/4 degree was used as uhe collector design parameter. 

Ihe dish diameter of 7 meters was selected on the basis of being the best 
compromise considering collector cost, field cost, collector efficiency, and 
fluid heat losses. The diameter optimization results ate shown in Figure 7. 

A collector field cost per unit of delivered energy versus collector diameter 
plot can be constructed for various projected collector costs. Fbr our case, 
the optimal diameter lies in the 7-meter range. If collector costs can be 
reduced, other field component costs become more important, and the trend 
is toward optimizing at larger diameters. 

These collector design parameters arc shown in Figure 8, and the collectcr 
performance curves are indicated to show the expected off-design characteristics. 

Qucidrant test results from the FEK-244 collector indicate that these early 
prototypes are achievirvg operational levels very close to design levels. Pro- 
duction collectors, incorporating improvements suggested from the quadrant tests 
are expected to provide performance levels predicted. 
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FIGURE 6. TRACKING BIAS ERKDR SENSITIVITY ANALYSIS 


o 

u 

tt 

u 

> 


liJ 

D 

> 

O 

X 

Ui 

z 

Ui 


I? 

D g 

ft: 4^ 

UJ 

CL 


UI 

0 

u 

o 

u 

iZ 



COLLECTOR DIAMETER (METERS) 


FIGURE 7. OPTIMIZATION RESULTS - OOLLBCT® DIAMETER VS. COST/BTO DELIVERED 
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FIGURE 8. NOMINAL CDLLBCTOR PERFORMANCE AND DESIGN 
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INTRODUCTION 

During the oil embargo of 1973-74, the Northeastern part of 
our country wrs shown to be particularly vulnerable to shortages 
of fossil fuels which, for the most part, were coming from 
overseas sources. Other energy technologies had to be found. To 
displace fuels in many applications, though, alternative energy 
sources had to be able to deliver high quality energy reliably. 
Therefore, even though the direct sunlight available in the 
Northeast may only total one half that available in the sunniest 
region of our country, there appeared to be a real potential for 
cost effective solar hardware even seven years ago. The energy 
user who could divers- '• into -''ternative energy sources could 
reduce the impact of . > on fue price increases and also reduce 
the risks of having to shutdown operations because of a lack of 
sufficient heat, process steam or conventional cooling. 

The two major hurdles we had to overcome before we could 
begin an extensive effort to produce active alternative energy 
equipment were: 

1. To provide solar energy even during the bar. i cold 
weather for v/nich the northeast is infamous, and 

2. To provide this alternative energy at a price 
competitive with traditional fuels. 

Mith energy consumption increasing worldwide v;e believed that, 
in a reasonable amount of time, prices of traditional fuels 
would increase sufficiently to make focused solar energy a 
viable alternative. 

Concentrating the sun allows heat losses to be minimized 
once the energy has been captured. Therefore, even sunlight 
during the winter months could he utilized. With the sun's 
energy being reflected from 864 sauare feet of mirrored surface 
onto a few square feet of heat transfer material, subzero 
tempera' ores become less of a factor in useful energy 
production. 

Although focusing the sun overcame our first perceived 
hurdle v/ithout difficulty, it tended to amplify the effects of 
the second hurdle. Any complexity added to solar energy 
equipment increases the already large front-end costs associated 
with equipment which gathers significant quantities of low 
density energy. Cur research efforts tvor the last seven years, 
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for the most part, were directed towards the need to develop 
mechanical and procedural methods for reducinq hardware costs. 
See figure 1. 

HARDWARE DESIGN 

Major goals which directed our efforts in engineering cost 
effective designs for concentrating solar energy were: 

1. The minimization of the overall weight of the solar 
energy collection equipment, while utilizing 
inexpensive materials; 

2. The simplification of components and optimization of 
the number of different parts along with the 
manufacturing procedures needed to produce them; 

3. The embodiment of designs which can be readily 
shipped, rapidlv assembled and optically aligned, 
easily tested and quickly repa ‘ ed by available 
labor; and 

4. The incorporation of features and components which 
augment reliable, safe and durable operation. 


Minimizing the weight of the col lector prescribed the 
implementation of two concepts: 

1. The distribution of forces from wind and gravitv loading 
on the equipment, and 

2. The use of a Fresnel concept. 

Distributing the forces of wind and gravitv over many parts 
allows lightweight components to bo adequate for bearing the six 
tons of force anticipated from a 90 mph wind. The Fresnel 
concept is complementary to the concept of distributed loading. 
Eight thin one foot square mirror tiles treated for outdoor use 
have been supported by lightweight aluminum stressed-skin 
supr'^ct pane'*s which are pivoted on their centers of gravity to 
proo^ce the motion necessary for elevation tracking. Using the 
Fresnel mirror concept and distributed loading permits v;ind to 
pass through the collector structure when the mirrored columns 
are positioned to "feather" in the wind like open Venetian 
blinds. The sm.all surface area of each column allov'S common 
materials and construction techniques to meet the demands on 
these parts for stability and durability. Consequently, material 
voight is minimized and the corresponding cost associated with 
material quantity avoided. 

The simpl if icati on of components and their material 
r. nufacturing processes was aided by several iterations of 
d 'ign, and construction of several generations of prototype 
ipmert. Our current designs use large numbers of identical 
parts. Because the demands for strength in any one of these 
parts is small, exotic materials are avoided. During the 
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installation of equipment at a site, special erection equipment 
is usually unnecessary (lue to the manaqeable size of individual 
parts. We found these choices in desiqp prcMnoting our goals for 
reducing the overall installed cost of equipment. 

7he embodiment of practical aspects of design which provide 
the p*oker, shipper, site erection crew and operator with items 
which make their jobs easy, promotes acceptance of the 
teclmology and enhanresits ccst/benefit ratio. 

We have found that by incorporating operational schemes , 
such as keeping the reflector surface upside down except during 
operation, limits reflector exposure to dust, ice, snow and 
vandals and enhr ces safety. Upon loss of power or occurence of 
other stv>w parameters, the unit returns the mirrors to this 
inverted position "over the top" so that the intense focused 
radiation at no time comes below the receiver. The design o' 
other components and software subroutines incorporates this Kind 
of failsafe orientation. We have ^ound that "add on" safety 
packages are seldom as reliable, and have an undesirable "add 
on" cost. 

Although developing the objectives for our goals demanded 
more common sense than any other resource, the technical 
capabilities of Rensselaer Polytechnic Institute, the 
organization within which we performed our research, were 
essential to every stage of finalizing and testing component 
designs. With the right combination of simplicity and 
complexity, we believe we have achieved a design for collecting 
solar energy which is compatibl*e with the special needs of our 
region of this country. 

SYSTEM TESTING 

Based on the preliminary work and receiver heat transfer 
analysis, two receiver designs were selected for manufacture and 
testing. The first was a conically wound copper monotube boiler 
with 30 degree cone half angle, and the second, a steam unit 
heater employing steel Lubes with aluminum fins. (See Pigs. 2 & 
3). 


Solar energy input was determined hv an Eppley normal 
incidence pyrheliometer with a 5 1/2 degree aperture which had 
been recently calibrated by the Atmospheric Sciences Research 
Center in Albany, N.Y. This was coupled to a strip chart 
recorder which provided a record of instantaneous insolation 
readings. Integrated values corresponding to the discrete time 
periods for collector output measurements are utilized to 
calculate collector efficiencies throughou*' the day. 

Gjtput was determined by measurement of the quantity of 
water converted to steam and the pressure of the saturated steam 
transferred to the RPI steam system. System efficienr** figures 
include losses 'mm 120 feet of insulated steam line. Water flow 
was calculated by two methods: 1) by a Badger Recordall 
Flowmeter and 2) by measurement of lost weight from the boiler 
feed tank. The test fluid loop is illustrated in Figure 4 . Note 
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that steam condensate is returned to the boiler feed tank from 
the steam trap. In the test of the fin tube boiler» the 
variation of efficiencies to some extent are a function of water 
source. That is, part of the time water is fed directly to the 
boiler from tlie city water supply at 60F. When sufficient 
condensate accumulated in the feed tank, the water source was 
switched to the feed tank at >150F. 

The results of performance testinq of these boilers are 
presented in Fiqurcs 5 and f. . The fin tube boiler exhibited an 
average daily efficiency of 57%. The conical monotube boiler had 
an average daily efficiency of 68% and a peak efficienev of 79%. 
The graph of the test results indicates the dependence of 
efficiency on solar conditions. The collector has an effective 
aperture much less than the pyrhel iometer . Thus the 
pyrhel iometer accepts a greater amount of circumsolar radiation. 

Significant improvements in perft'rmance can be expected 
when the department store mirror tiles are replaced by thin low 
iron glass mirrors with 10% better reflectivity. Also, the 
forming of the curves of the reflector columns to more precise 
tolerances are now possible which will result in an 
addi tional improvement in performance. The fin tube boiler had 
very wide fins between and in front of the fluid tubes, which 
contributed to enhanced convective losses. The use of copper 
fins v/ould improve the performance of this type of receiver. 

CONCLUSION 


This advance' point focusing solar technology has 
demonstrated potential fer near term commercialization as an 
effective renewable energy technoloqy. The unioue design 
features combine to produce a high! y-ef f icient, low cost, safe, 
adaptable, durable system which ' simple to manufacture, 
install and, maintain. 
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I’iRure 3: PARALLEL FIN TUBE RECEIVER 
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Figure 4: POINT- FOCUSING SOLAR COLLECTOR TEST FLUID LOOP 
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Figure 5: AVERAGE EFTICIENCY VS TIME 250 F STEAM OUTPUT, OCTOBER 9, 1980 
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Figure 6: AVERAGK EFFICIENCY VS TIME 250 F STEAM OUTPUT, SEPTEMBER 8, 1980 



LUNCHEON SPEAKER: 








Marshall E. Alper 

I spoke to Rusty Schveickart just before lunch and, as one might expect, 
the good old sun came out and burned off the fog in its old reliable way* But 
man, in his institutions and organizations, was not able to get the aircraft 
on the ground at Sacramento down here in time for Rusty Schweickart to be with 
us today. And that perhaps may be indicative of the real problems we all face* 
The sun is there, as we all know, and as Pogo once said, "we have met tho enemy 
and (collectively) he is us." What Rusty and I thought might be an acceptable 
thing to do in his absence is to first let me introduce him to you, because 
should you ever have an opportunity to be someplace where he is speaking, I 
hope this introduction will encourage you to go out of your way to hear him* 

Rusty Schweickart received a Bachelor and Masters Degree in Aeronautics 
and Astronautics at MIT, and stayed there in the research lab at the 
experimental astronomy laboratory where he worked as a research fellow. After 
leaving school, he joined the Air Force and logged over 3,500 hours in jet 
aircraft. In 1963, he was one of the 14 astronauts in the astronaut corps 
selection. He was cotmnand pilot for the Lunar Module for Apollo 9, which was 
only the third flight in the Apollo series. I believe during that series he 
logged some 48 or 50 minutes outside the vehicle. So in addition to 3,500 
hours at supersonic speeds, he has got almost an hour of floating in space. 

He was also the backup commander for the first Skylab mission. As the backup 
commander, he was directly responsible for coming up with the technical and 
procedural workarounds that managed to get the sunshield into place, and 
managed to get the solar power system in place. He has had some interesting 
and exciting times, and some significant responsibilities in all of his 
endeavors. He served time at NASA headquarters, so he understands what a 
headquarters program office is like. I have observed that it is an experience 
which deserves our utmost respect. He was director of User Affairs in the 
Office of Applications. There, he had two primary responsibilities. One was 
the transfer of technology from space applications to other activities. The 
second was the responsibility of making sure that the ap ;lications activities 
of NASA appropriately understood and reflected the user's requirements. That 
experience is very relevant to our perspective today. He has served on 
Governor Brown's staff as an assistant for Science and Technology, a rather 
unusual position for a Governor to have. I think he performed that role most 
effectively. In August 1979, he was named by the Governor as Chairman of the 
California Energy Commission. This commission has responsibilit> for power 
plant siting, estimating California's energy supply and demands in the future, 
sponsoring and inrtigating conservation activities, and developing alternative 
energy supplies. 

In that position, of course, he has had to worry a lot about technology, eco- 
nomics, and the politics of energy in a state the size of California, which is 
a big responsibility. I am truly sorry that he could not be here today. I 
have heard him speak at meetings two or three times in the past 9 months. He 
has some useful and interesting insights into the future, which are very chal- 
lenging. He did ask me to make a few points, which I could attribute to him, 
and then for the rest of my comments, he acked if I would please take responsi- 
bility for myself. 
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He was going to talk about his perspective of the energy picture in 
California as an indicator of things to come in the rest of the country* He 
considers that picture and its evolution over the past several years as an 
energy challenge. He suggests that the past 4 or 5 years — and the next 5 or 10 
years perhaps — have been and should be devoted to the ‘Questions which concern 
the types of energy investments) capital investments, or people investments one 
should make to begin future world change* He feels that the effort is success- 
ful, and recognizes clearly that it is not something that happens rapidly and 
that the payoff will come in the '90s, wlien we will see a large number of 
potentially attractive energy options from which people will be able to choose* 
In a biannual report to the legislature and the Governor, which his commission 
is oh wiged to Jo by legislation, he indicated that the problems will concern 
the many options to be chosen, which option the regulatory bodies will find 
favorable and public cost* We will find ourselves with a plethora of choices, 
which in a democracy may, in fact, make the situation worse, not better* 

Rusty feels that with a number of alternatives started, we then have to 
face another very strong and pressing reality* That reality is our excessive 
dependence on sources of oil over which we have no control. He fjels that a 
two-pronged approach consisting of substantial reduction in that dependence, in 
parallel with preparing for what we do in the eventuality that some major 
interruption occurs before that substantial dependence is eliminated, is 
necessary. His comment was that he feels the likelihood of having a 
substantial interruption before we have substantially reduced our oil 
dependence increases every day. 

Clearly, these are problems to which any new, developing technology is 
not going to provide an immediate solution. Specifically, with respect to 
solar, he feels that it is coming eventually for a number of reasons. We have 
a need to reduce our use of combustible fossil fuels in the environment in 
order to reduce the production of carbon dioxide and acid rain. Several years 
ago acid rain was something you read about in the papers in Sweden; now you 
read about it in the papers in New York State and Connecticut. Clearly, the 
switch to potentially new fossil, that is, bioenergy sources, as opposed to old 
fossil, will help alleviate the carbon-dioxide problem, but it still does not 
help to reduce the acid rain. 

Rusty also would have reminded us that, of course, in California as in 
most of the country, the primary short term problem is portable fuels for 
transportation, and not electricity. So, if we bring our problems as electric 
producers to him, forgive the fact that he has some other things that are per- 
haps more pressing on his mind. In that case, of course, solar-thermal tech- 
nology has a very distinct advantage over some of its competition in the solar 
energy world. Solar thermal technology can produce either electricity or 
thermal energy which is useful in a variety of processes to produce fuels and 
chemicals. The comments just concluded are the things that Rusty would have 
said. He would have used some personal experiences in the space business, 
which of course I cannot duplicate, and will not try to. He also would have 
added some other insights which come from his very special position as chairman 
of the Energy Commission. 

Let me now try to add some observations of my own. I will draw or .wo 
speeches I heard Rusty give in the past 6 months, a series of seminars at 
Caltech held last spring, and since we are a Cal tech-inf luenced organization, 
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a series of internal seminars which we periodically hold for people from 
venture capital companiesi public utility commission staffs^ and similar 
organizations. We have, as an institution, an ability to develop some 
different perspectives. Let me try to form some pictures for you based on 
some of those perspectives. 

Let me project a future, let me look at it, and then from that position, 
let me look back a little bit with you. Suppose we are successful. We, in 
fact, have a set of value-oriented goals. Our success reflects itself in a 
viable commercial industry of suppliers who sell for a profit and users who buy 
because supposedly wliat they buy provides them h me value. That raises some 
interesting questions. Will the profit potential in that future be adequate to 
command the capital investments on the part of the supply side of the equation? 
From the other side of the equation, will the benefit be enough to make an ade- 
quate market for chat supply side? We can have some interesting markets that 
make suppliers interested; in terms of the technology, we can have some inter- 
esting benefits which make users interested. However, will the scale of the 
market of those interestea users match the scale of the market which those 
interested suppliers require in order to be able to make a marriage? Clearly, 
both of those questions have lots of interesting issues associated with them. 

From the supply side of the equation, the adequacy of the profit poten- 
tial has to be considered, and this very much depends on the company that is 
involved in the consideration. Let me be oversinplistic and, with no offense 
to anyone, try to divide the supply side into three classes of companies. One 
is a large successful manufacturer who now has a successful business and now 
uses production technology that is required to build our kind of distributed 
dish solar technology. Another company is perhaps middle size, got into the 
solar business some years ago and like in so many of the other solar options, 
some nice oil company provided capital in return for a substantial controlling 
interest. Finally, we have the very small struggling company, which has always 
been the source of some of the most innovative ideas and new developments in 
American technology. The question of adequate ROI is obviously very different 
to each of those companies* You can be big and successful, but unless you are 
in the position of the oil companies, you do not have the same tax considera- 
tions. If you are very small, you probably worry a lot more about cash flow 
than ROI. So, at least in that perspective, the adequacy of profit potential 
can be viewed with a number of different perspectives. When somebody says, 
"This is what our program has to do to help," I would hope that DOE and Che 
project office do not forget that we have to recognize that spectrum of you 
out there. 

Because Che users see a substantial return in having bought our products, 
there are also a number of issues. The users reflect a variety of capital 
availability situations, a variety of tax situations, and a variety of regula- 
tory situ tions. As a result of these different situations, one sees the 
potential for th?rd party ownership where neither the seller nor the user owns 
the hardware. I do not know how many of us think about th'rd party ownership. 

I do not know how relevant it is and I have not thought about it too much with 
respect to our particular technology. But I know other places that have. 

There was a proposal made to Hawaii using windmill technology, which is a 
third party ownership situation. If it is applicable for wind tec^ 
would seem to me that the supply side in the dish technology bus i . ess ought to 
be thinking about that also. 
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Another question is the cost of energy to the user. Here the cost 
depends on who the user is, and it ultimately depends on how 50 state energy 
commissions and public utility commissions will interpret PURPA, the law that 
was passed last year which affected the privately owned utilities. It requires 
that the utility pay a cogenerator and/or an independent generator for 
electricity produced, and the utility must charge the user a reasonable rate 
when the utility provides them with electricity. Those terms were not 
specifically defined, and it will be up to the 30 state Public Utility 
Commissions during the next 2, 3, 4, 3, or 10 years, to define them. Those 
definitions will have a large impact on how the user sees our technology and 
the benefits it can provide him. 

Finally, there are the user's characteristics in terms of his demand for 
energy and the availability of sun. A couple of years ago we studied the elec- 
tricity demand in th» San Fernando Valley in relation to the sun availability. 
We did it on a disaggregated basis. We looked at it on a Department of Water 
and Power substation-by-substation, service territory basis. In some of those 
territories, the coincidence between demand for electricity and availability of 
sunshine overlapped at the peak by about 90-?5 pe>:cent. In other areas, the 
mismatch was tr 50-'60 percent. Again, we found that a distributed technology 
makes us think in terms of disaggregated requirements. Looking at it from this 
disaggregated way, we are very likely to open up some very interesting business 
opportuniti#^ s which we might not see if we did not have to look at our proolems 
in that manner. 

Assume that all these pieces fit together and we, in fact, do wind up a 
success. What character can that success have? Let me postulate two alter- 
natives again for simplicity' s sake. The first alternative is one of small, 
specialized markets where there is a match between the technology, its price, 
the demand, and its value. This will be extremely beneficial to some of the 
smaller companies in the business. Some of the larger co*?panies will even- 
tually decide that if that is all there is it is not for us, and they will 
leave. Some users, who otherwise would be in a very tight bind, will be served 
by the companies which stay and will be very much relieved. I personally feel 
that this state of affairs is a very important one because the isolated users 
are part of this country also. The fact that they hurt a lot and that there 
are not very many of them, does not mean we should ignore their needs. They 
are still part of the country. It clearly becomes a Headquarters problem to 
consider how much public investment we make to satisfy those needs. That if 
what politics is all about. 

The second alternative is the opposite end of the spectrum: A techno- 

logy, highly successful from a price and value point of view, and a technology 
consistently used. A nice future? Let us look further. If we are that 
successful, it is safe to presume that some of our competition will also be 
successful. When that happens what would th^ user look into? He looks into a 
utility. I will describe what I think that utility might be in a few minutes 
because it is going to change also. But the competition will have our dish 
technology and the space power satellite technology. He may have small power 
towers, trough collector’s, solar ponds, very advanced cost batteries, fuel 
cells, and natural gas-fired engines of various s^zes* Those engines, under 
certain conditions of electricity and heat production, may be the best of both 
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possible worldSi particularly if the gas was locally generated from biosources 
which otherwise would be wasted , or if the gas has to be burned to contribute 
to the carbon dioxide content of the atmosphere* 

The message is that if we are successful | it is likely that the competi- 
tion will also be successful and that some of that competition is going to be 
outside the solar business* Take those other successes and add modern elec- 
tronics* Let me specifically say two kinds of things that modern electronics 
can deliver* One of them is clearly an order of magnitude change in the 
character^ quantity and utility of communications* The second is the 
absolutely staggering increase in capacity as a function of cost of small 
local computing* These characteristics could very easily lead to an energy- 
market place situation in which the utilities evolve to where they, in fact, 
become the energy stock-market, so to speak* They arrange the transactions, 
they take 5 percent off the top to arrange all the buying and selling, and 
they provide the pathways throu^^h wiiich the energy flows* Some of those 
energy flows come from what they still own in the way of a central station 
here and there* The ypst comes from 200,000 people who own one of those sets 
of technologies I mentioned earlier* You, as an individual, whether it be in 
the home or a company, have your local electronic controller of energy sales* 
You plug some of your criteria into this convenient computer which has an 
interactive display, and you see what the energy price is currently for 
electricity* You make a real time decision about keeping your solar generator 
going, or shutting down something in operation and selling the electricity 
instead. 

That scenario is sort of far out and speculative but I think it is 
indicative of the character of change we have to be able to think about. 

Certainly, I am not -predicting it is going to come next year or in the 1990s . 

I do not think anybody can predict when that will come* It wilt come when we 
need to use it, because it ’s better than the alternatives* Certainly its 
coming will be governed by how fast and how efficiently we provjlde some of 
those alternatives* It also depends on how fast some of the outside pressures 
that relate to natural gas, oil, coal and nuclear sources begin to make these 
alternatives look less attractive than the solar alternatives which we are 
working on* 

With that as a potential future to look forward to, I think you will 

agree with me that being part of this program turns out to be a lot of fun and 

very exciting. An^, if we are successful, our work will prove to be extremely 
important to the future stability of the democracy in which we live* How we 
get there from here is clearly a question w need to address, and without 
solving that question, anything I have saio thus far is interesting but also 
pointless • 

I think the worskshop sessions last night, and the ones we have tonight, 
are an important initiation of a formal dialogue between us at the laboratory 
representing the program office, and you all out there who are the industries 
participating in the program one way or another* I think it is a very impor- 
tant dialogue, and we would certainly like to hear from you on how effective 
you think these kinds of sessions are, or what we can do to improve them* I 
can promise you one thing, we will listen to you* I can also promise you 
another thing. We will not always be able to do what you require or request 
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cf US. We have an obligation to take the best inforaation we ''sn get) and 
provide it to the program management people at the Albuquerque Operations 
Office and at Headquarters. We provide them options) our best estimates of 
costs. They make decisions. They usually involve us in the decision making 
and then we stand ready to help implement those decisions. 

From my perspective) you can help best if in your own meetings) and in 
your participation in the workshops such at. the one last night and the one 
tonight) you recognize your own diversity. Recognize that we have an awful lot 
of trouble responding to a single voice in that .'ea of companies ouc there. We 
have to digest the information from a diverse »et of voices. When advising 
Headquarters ve must recognize that we do have a spectrum of companies) a spec- 
trum of circumstances) and the more balance we can put into the advice we give 
to Jim) the easier it will be for him and the other people in the program 
office to defend, to rationalize, to sell and to provide all of us with a 
program that permits us to get to that future I tclked about. 
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THE aiAI.L COMMUNITY SOUR THERMAL POWER EXPEr.IMENT 


The Small Community Solar Thermal Power Experiment had its beginnings in 1977 
when Congress, in response to strong and continuous community pressure, sought 
to provide alternative electric power supplies which demonstrated reduced 
dependence on non-renewable sources. To help meet this problem. Congress 
appropriated funds for a fiv^-megawatt solar thermal demonstrv’^tion, but the 
proposed plant was reduced in size to one megawatt when it was decided that 
this smaller facility provided a valid model at lower cost. The technical 
programs undertaken at JPL were augmented by market and commercialization 
studies to establish cost goals to which engineering decisions and 
achievements could be compared. 

To insure that all solar thermal technology options would be considered, a 
concept definition phase was initiated in which competitive studies were to be 
performed in each of three categories. These categories were: 

Category A General (to include, but not be limited to, central 

receiver and line focusing systems). 

Category B Point-focusing, distributed collector, central power 
conversion. 

Category C Point-focusing, distributed collector, power conversion at 
the collector. 

A multiphase approach was adopted as the best means of meeting the objectives 
of the experiment in the shortest period of time. Phase I addressed the 
prob'em of exploring all competitive technologies for this application and 
reconmended those which should be studied In greater detail. Competitive bids 
were received in each of the above listed categories, and awards were made on 
the basis of merit. One contractor was selected in each category. 

Within Phase I the contractors were asked to develop a preferred system 
concept, to perform sensitivity analyses, and to outline recommended 
approaches for the follow-on Phase II design program. 

The systems recommended by the contractors in each of the categories were: 

Me Donne 11 -Douglas Astronautics Company: Central tower with field of 

south-facing heliostats. 

General Electric Company: Field of parabolic dishes with steam piped to a 

central turbine-generator unit. 

Ford Aerospace and Communications Corporation: Field of parabolic dishes 

with a Stirling cycle engine/generator unit at the focus of each dish. 

A brief description of each of the proposed experimental plants follows: 
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A. McDonnell-Douglas Astronautics Company (MDAC) 

The system proposed by MDAC is similar in principal to the 10 MW central 
tower solar plant now being constructed near Barstow for Southern 
California Edison, but the plant and tower are smaller in size, and the 
field of heliostats is distributed south of the tower, rather than 
surrounding it as it does in the Barstow plant. The tower assembly is a 
guy-wire supported lattice structure 131 feet high supporting the receiver 
as well as the thermal transport fluid (HITEC) riser and downcomer. 

Steam produced from the steam generator drives a steam Rankine cycle 
turbine which in turn drives an electrical generator to produce 
electricity. A power plant building contains the entire power conversion 
subsystem with the exception of the cooling tower and waste water pond. 

The balance of plant equipment employs state-of-the-art equipment and 
techniques. 

B. General Electric Company (GE) 

The General Electric concept was derived in great part from the plant 
being designed by them as a total energy system for the Bleyle plant at 
Shenandoah, Georgia. This design makes use of a field of G.E. Low Cost 
Concentrators to generate steam which is then transported through low loss 
piping to a central steam turbine generator unit. The collector field is 
split into two parts: those dishes which carry saturated steam and those 

which extend the heating into the superheat range. The central steam 
turbine and balance of the plant are adaptations of existing, well proven 
components. 

C. Ford Aerospace and Communications Corporation (FACC) 

The system concept selected by Ford Aerospace and Communications 
Corporation in the Phase I study is composed of multiple ■'loh 
concentrators employing a Stirling cycle heat engine with direct-coupled 
AC generators for power conversion at the focal" point of each 
concentrator. Each module includes the parabolic concentrator and a 
cavity receiver with an integral sodium pool boiler, the sodium thermal 
transport hardware, and the engine/generator assembly. The proposed 
parabolic dish concentrator is a front-braced design with an Az-El mount 
and tripod structure with a reflector surface composed of back-surfaced, 
high-reflectivity drawn fusion glass mirror segments. 

Soon after the completion of the Phase I studies, the Department of Energy 
directives and ongoing technical studies at JPL and elsewhere resulted in the 
decision to employ Category C, parabolic dishes with distributed generation 
for this experiment. This decision meant that Ford, the successful contractor 
in this category, was to continue in Phase II. On the basis of energy cost, 
the energy conversion subsystem recommended by Ford made us of the Stirling 
cycle, with the Rankine cycle engine ranked second. In the light of ongoing 
engine studies at Lewis Research Center and at JPL, (which indicated that 
Stirling engine technology was not yet ready for field experiments) it was 
decided to incorporate the Rankine cycle engine in the configuration selected 
for design and test in Phase II and III. 
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Also, budget constraints combined with promising and timely results in the 
Point-Focus Distributed Receiver Technology (PFDRT) development program forced 
the decision that subsystem development within the experiment be minimized. 
Instead, designs for appropriate subsystems were to come from ongoing 
development work or from other existing sources. The G.E. Low Cost 
Concentrator was thought to be the most promising candidate for use with the 
experiment. 

In August 1979, a sole source RFP was issued to Ford Aerospace and 
Communications Corporation soliciting its participation to act as system 
contractor for Phase II of the experiment. The contractor was asked to 
conduct a preliminary design, component and subsystem development, subsystems 
and system level verification testing, and detailed design. Ford was also 
asked to complete the plans for site preparation and hardware implementation. 
As indicated above, the technology was restricted to distributed energy 
conversion using the Rankine cycle. 
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DEVELOPMENT OF THE SMALL COMMUNITY 
SOLAR POWER SYSTEM 

rV H. Babbe 
SCSE Program Manager 

Ford Aerospace & Communications Corp. (FACC) 
Newport B^ach, CA 92663 


ABSTRACT 

This paper presents the status of the Small Community Solar Thermal Power 
Experiment (SCSE Program). Current activities on the Phase II single/module 
development effort are presented, together with plans for the Phase III 1 MWe 
demonstration plant, A description of the various subsystems and components 
is given with particular emphasis on the unmanned microprocessor-based plant 
control subsystem. Latest performance figures are g-ven for the 1 MW^ plant, 
based on 56 power modules, each consisting of a G.E. 12m Low Cost Concentrator, 
a FACC cavity receiver, a Barber-Nichols Organic Rankine newer conversion 
subsystem and a ground -mounted solid-state rectifier. Overall plant efficiency 
at rated conditions is 15.8 percent. Advanced glass concentrator designs 
yield 20 percent overall efficiencies. 


INTRODUCTION 

The Aeronutronic Division of Ford Aerospace & Communications Corp. (FACC) has 
been under contract (1) to JPL since 27 December 1979 for Phase II development 
of the Small Community Solar Thermal Power Experiment (SCSE). This program is 
the first experiment (FE-1) in the Engineering Experiment series of the 
Parabolic Dish Project managed by JPL for the U.S. Department of Energy (DOE). 
The EE-1 concept is classified as a Point -Focusing Distributed Receiver (PFDR) 
system with Distributed Generation. It is a modular system, comprised of 
multiple power modules interconnected by a conventional electrical system, 
with provision for utility grid-connected operation. During Phase II, a 
single power module is being fabricated and subsequently will be tested at the 
JPL Parabolic Dish Test Site (PDTS) at Edwards AFB, California. In the follow- 
on phase (Phase III), a complete 1 MW^ plant, composed of approximately 56 power 
modules, will be fabricated and installed for test at a site to be selected by 
DOE. 

Each power module, as shown in Figure 1, is comprised of a parabolic dish 
concentrator with a Power Conversion Assembly (PCA) mounted at its focus. The 
PCA shown in Figure 2 consists of a cavity receiver and a Power Conversion 
Sub-system (PCS) comprised of an organic Rankine cycle (ORC) engine and a high- 
speed, direct-coupled permanent magnet alternator; a solid-state rectifier is 
located at the ground. Maximum gross weight of the PCA is 680 kg (1500 lb.); 
over-all length is 2.38 m (7.8 ft.) and maximum diameter is 1.124 m (3.7 ft.). 
The PCA and its associated support structure block approximately 1 percent of 
the incoming solar power. 

(1) Contract No. 955637 
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PROGI^ STATUS 


The SCSE master schedule is shown in Figure 3; a Preliminary Design Review (PDR) 
was successfully completed on 27 June 1980 and the System Design Review (SDR) 
is scheduled for 28 January 1981. As currently planned, the PCA will be 
shipped to the Edwards PDTS by mid 1981, after thorough testing of the receiver 
at Aeronutronic and subsequent testing of the combined PCS and receiver • on 
electrical heat - at the Barber-Nichols facility. The Plant Control Subsystem 
and associated electrical interface equipment will also be tested at 
Aeronutronic, then delivered to the PDTS for integration (with the PCA and the 
General Electric Low Cost Concentrator [lCC]) into a runctioning EE-1 power 
module. The hardware will be tested under field conditions for 5 months 
under the existing contract; the intent of the field test operation is to 
verify the EE-1 design as a prerequisite to fabrication/installation/demonstation 
of the complete 1 >!W^ EE-1 plant during Phase III of the SCSE program. 

A second power conversion unit is being procured from Barber-Nichols for the 
parallel Design Maturity Testing (DMT) program. This unit will be in continuous 
operation at the Barber-Nichols facility - driven by an electrically heated 
boiler - primarily to ascertain long-term durability on all power conversion 
components. The test rig will also simulate the effect of engine attitude 
orientation - in real time - and achieve accelerated life testing. The lessons 
learned from the DMT program will be incorporated into the PDTS test unit as 
required, either in the form of hardware replacements, changed operating 
procedures, revised maintenance procedures, etc. 


SYSTEM DESCRIPTION 

7iie LCC, the ORC-PCS and the FACC receiver are presented in detail elsewhere 
in this Program Review and will not be repeated here. The Energy Transport 
Subsystem (ETS) and Plant Control Subsystem are also important elements of 
the EE-1 system, however, and are discussed below. 


Energy Transport Subsystem (ETS) 

The ETS is comprised of 1) a conventional dc electric system which interconnects 
each power module, 2) central static dc-to-ac inverter(s) for power conditioning 
and voltage/load control and, 3) associated equipments for grid interfacing 
and synchronization. The system is designed to operate at 600 volts, inter- 
facing with a 4800 volt (typical) utility distribution line. Facility power 
is used to drive the individual concentrators, PCS accessories and the control 
room; an uninterrup table power supply (UPS) is provided for power when the grid 
is out and self-generated power is not sufficient to operate the system. A 
load bank is also provided to dissipate stored energy during grid out/concentrator 
de-track operation. The major benefit of the dc approach is that it permits 
tne speed of the ORC engines to be varied with the change in solar insolation 
in order to achieve high part-load efficiency and hence high annualized perfor- 
mance. In addition, the use of the central inverter(s) for voltage/load control 
eliminates any need for individual field control of the alternators, as discussed 
below. Finally, grid synchronization in frequency and phase is much easier, 
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since an ac system would require synchronization of each engine whereas this 
system Is accommodated at the central point of grid contact. 

The ETS is being modified for the Phase II tests at the JPL^PDTS to accomno* 
date certain differences in the grid Interface and existing JPL equipment at 
the site as well as the fact that only a single module will be tested. 
However, basic principles of the Phase III design will be demonstrated 


Plant Ck>ntrol Subsystem 

The SCSE plant control subsystem is being designed for automatic, totally remote 
(unattended) operation. Manual control capability will be provided for 
installation, check-out, testing and maintenance. General functions are 
1) automatic/manual control of all plant subsystems, 2) coordinated sequencing 
of plant subsystems for all operating modes. 3) failure protection and 
4) status monitoring. 


Operating Principle 

The plant control system will operate the plant with high efficiency under 
continuously varying solar energy input. 1 l is also simple in concept and 
provides totally stable operation In all possible modes. There are three 
elements of the concept: 1) concentrator control, 2) fluid control and 

3) turbine speed control. 

Concentrator control consists of 2-axis tracking and associated sequencing, 
e.g., start-up, shut-down, emergency de-track, etc. The essential feature of 
the LCC tracking concept is its dual operation, i.e., 1) coarse tracking via 
computer-stored ephemeris data and concentrator angular position sensors and 
2) fine tracking via auto-nulling of optical (sun) sensor signals. 

The fluid control loop operates the coupled receiver and ORC engine to make 
certain that 1) the net thermal energy absorbed by the receiver is transmitted 
to the engine in concert with the time-varyin^ solar energy input, and 2) high 
part-load efficiency is achieved. These requirements are met by adjusting the 
working fluid (toluene) flow rate - via a flow courrol valve at receiver outlet - 
to maintain virtually constant turbine inlet temperature. The combination of 
constant turbine inlet temperature and optimum turbine speed (as discussed 
below) serves to maintain nearly constant PCS efficiency over a very wide range 
of solar input. 

An additional control requirement is to maintain the turbine speed at near 
optimum so as to maximize turbine/alternator overall efficiency. This is done 
by providing a constant-voltage load for the individual alternators, (or, 
equivalently, a constant alternator output voltage is maintained), and the 
speed is then controlled by the balance of the power applied to the turbine and 
the power absorbed by the alternator. The constant-voltage load is produced 
by the inverter, which has an active circuit that senses its input voltage and 
varies the duty cycle of the SCRs so that the effective input impedance is 
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varied so as to draw the current required to keep the alternator output (jr 
Inverter Input) voltage constant. The resulting turbine speed Is very close to 
optimum If the appropriate alternator Impedance Is selected. With multiple 
power conversion units connected to the inverter(s) In a parallel electric 
circuit, the voltage across each generator's terminals Is the same and Is 
determined by the equivalent Impedance of the complete circuit, which Includes 
the inverter. The in^/erter Impedance can thus be varied to maintain constant 
voltage In the face of continuously varying solar Input, Power output 
variations among 1 or more engines are thus represented by current variations 
in the electrical circuit. Individual alternator field control is thus avoided 
and all power units are controlled by the central inverter. Additionally, 
alternator and turbine torque/speed characteristics are matched by careful 
design of the equivalent alternator impedance so that the imposition of constant 
voltage assures operation at or near the speed which yields highest turbine 
efficiency . 


Hardware Implementation 

A central digital microprocessor or Master Power Controller (MPC) Is provided 
for mode control, sequencing, protection and monitoring of all plant subsystems. 
Tlie flow control loop and other PCS control functions are mechanized in the 
Remote Control Interface Assembly (RCIA) microprocessor which is located at 
each power module and slaved to the MPC. As currently envisioned, concentrator 
pointing control will be shared between the RCIA and the MPC, with the latter 
providing the sequencing and coarse tracking commands while the RCIA performs 
i fine suntracking control. 


SYSTEM FEPJ’ORMANCE 

Each module will produce approximately 18.3 kW^ of ac power at rated conditions 
(1000 W/m^ and T(amb) = 28®C) at the output of the central inverter (19.6 KWe 
dc output at the rectifier). At these conditions, a 56 module plant will 
produce about 1 MW^ when all plant losses .ETS, parasitics, etc.) are included. 
Table 1 summarizes performance by component and includes annualized figures 
for the Barstow, California site based on 15-minute environmental data tapes 
for 1976. 

Peak output for a 56 module plant, corresponding to a solar insolation of 
1100 W/m^, is approximately 1113 kW^ . 
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FI JURE 1 EE-1 POWER MODULE 


FIGURE 2 EE-1 POWER CONVERSION CONVERSION 
(PCA) 
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FIGURE 3 


EE-1 MASTER SCHEDULE 



TABLE 1 SCSE SYSTEM PERFORMANCE 


Parameter 

Value 

Conditions /Comments 

• Net power delivered 
to grid 

1001 kW^ (56 modules) 

At rated conditions: 

• Insolation = 1000 W/m^ 

c r = 28^C 
00 

• Plant efficiency 

0.158 (plastic reflector) 

At rated conditions and 

(end-to-end) 

0 . 200 (glass reflector) 

average LCC reflectivity 

• Component /subsystem 

• Collection Eff. =0.669 

• Concentrator Eff. includes: 

efficiencies 

( = 0.817 with glass 

Reflectivity = 0.78, 


reflector) 

Dust = 0.95, Blockage = 


-Concentrator (0 .691) 

0.932 


-Receiver (0 . 971) 

• Concentration Ratio = 


-Intercept (0.998 

1000 


• PCS Eff. = 0.258 

Barber -Nichols calculation 


• ETS Eff. = 0.935 

System Analysis 


• Plant Parasitics = 

8 kW^ + 250 W/module for 


0.978 

A/C, stationkeeping , 



drives, etc. 

• Annual performance 

Output = 2621 MUli/yr 

1976 Barstow data 

(plastic reflector) 




• Annual Capacity Factor 


1 

(ACF) = 0.298 



• Annualized Plant Effi- 


1 

1 

I 

ciency = 0 . iA7 
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SITE PARTICIPATION IN THE SMALL COMMUNITY EXPERIMENT 

44 ' 


H. J. Holbeck and M. Fellows 
Jet Propulsion Laboratory 
Pasadena, California 


ABSTRACT 

The Small Community Solar Thermal Power Experiment (SCSE) has been planned to 
test a small, developmental solar thermal power plant in a small community 
application. The baseline plan is to install a field of parabolic dishes with 
distributed generation to provide 1 MWe of experimemal power. Participation 
by the site proposer is an integral element of the experiment; the proposer 
will provide a ten-acre site, a connection to the electrical distributional 
system serving the small coimiunity, and various services. In addition to the 
primary participant, site study efforts may be pursued at :.s many as five 
alternative sites. 


In 1980, 44 proposals for site participation in the SCSE, representing 24 
states, were received by the U.S. Department of Energy (DOE). The extent and 
quality of the responses provide a great deal of encouragement regarding 
public interest in alternative energy in general and particularly i ■ this 
solar thermal experiment. The 44 proposals represented a wide variety of 
potential site participants with respect to size, type of community, utility 
characteristics and geographic distribution. Following evaluation, DOE 
selected six geographically-dispersed site finalists and completed further 
evaluation of sites in mid-1980. Site selection by DOE has been delayed 
pending programmatic considerations. 

SITE PARTICIPATION PLANS 

Application experiments of parabolic dish sola)" thermal systems are intended 
to provide information on the operation of these experimental systems in a 
realistic field environment. The SCSE has the objective demonstrating the 
interaction of the experiment with the small community and its utility as well 
as on the technology itself. Site participation, then, is an important aspect 
of the experiment, and the sit^ participant will be a partner in the 
experiment. 

The gener.ll baseline characteristics of the experiment are for a 1 MWe plant, 
consisting of approximately 55 parabolic dish collectors, each approximately 
12 meters in diameter with power conversion occurring at the focal point of 
each dish. The combined, rectified panel from these generators is inverted 
and transformed at the experiment/utility interface. The technical aspects of 
the SCSE are described in another conference paper and will not be repeated 
here. 

The experiment will be located in a distinct small community, preferably one 
which has a peak electric load less than 20 MWe. The site participant must 



represent the cownunity itself as well as the owner of the local electrical 
distributional network. 

The site participant as a cooperative partner will provide support including: 

1. A suitable 10-acre site with appropriate zoning and permits for 
experimental plant activities. 

2. Access roads and utility service to the site. 

3. An electrical interface to the participant's distributional network. 

4. Various data, maintenance, and operational support services. 

The selection of the site participant is based on: 

1. Community characterization and support 

2. Insolation resource 

3. Need for solar energy 

4. Utility interface and generation experience 

5. Site and permit acquisition 

6. Site suitability 

7. Site development characteristics 

8. Environmental impact 

9. Extent of participation 

10. Organization and management 

The baseline plan called for site participation to begin in July 1980 with 
consti'uction activities beginning in October 1981 and experimental operation 
commencing in April 1983. Due to programmatic consideration, this schedule is 
now delayed at least one year. Six of the 44 site participation proposers 
have been selected by the DOE as site finalists. One of these finalists will 
be desiqnated for the prime site. Up to five of the remaining sites may be 
designated for study activities which will involve, among other things, the 
deploj^ent of field data systems. The purpose of these systems is to assess 
the site-specific insolation and system performance-related weather 
characteristics. These data will be used to examine a number of environmental 
variables that directly impact plant operation. Tne insolation data will 
enable system designers to characterize the solar resource of each site and to 
examine the frequency and effect of power dropouts due to clouding. Used in 
conjunction with temperature data, estimates of system performance can also be 
derived. The wind speed data can also be used to determine how often the 
system will have to be stowed due to high winds. 
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Each of the data systems will employ the following instruments: 

1. Tracking pyroheliometer (direct normal insolation) 

2. Pyrancmeter (total insolation on a horizontal surface) 

3. liJind speed indicator 

4. Ambient temperature 

The flow of site data is described in Figure 1. 

The instrument package is sampled by the data logger which converts the data 
signal from the analog to the digital form and stores the value with the 
corresponding time of sample. The values are accumulated throughout the day 
in electronic storage, on a five-minute basis; each evening the central unit 
transmits the data to the central site via telephone. The capability also 
exists to access the intermediate computation registers and obtain short-term 
data. These data can be transmitted to the central system in parallel to the 
site operation. The data are edited and stored in engineering unit form on 
floppy diskettes. A standardized report will then be generated from the data. 

GENERAL DESCRIPTION OF THE PROPOSERS' SITE CHARACTERISTICS 

A high degree of diversity among the proposers was manifest by the varying 
demographic characteristics of the communities and by the range of proposal 
combinations of utility types coupled with small communities. These proposer 
characteristics reflected an interest in the application of the technology 
over a wide range of supply and demand situations. This diversity is 
illustrated in Table 1. 

In Figure 2, the locations of all proposal sites are identified. The six 
finalist sites selected by DOE are noted by sta»"S, while the remaining 38 
sites are shown by dots. The 24 represented states extend from the far 
western location in Hawaii to New Jersey in the northeast; South Carolina on 
the east coast; Washington, North Dakota and Minnesota as northern boundaries 
and Florida as the most southern location. Almost two-thirds of these 
locations may be considered to lie outside the sunbelt. 

Utility ownership is particularly diverse as shown in Table I, with municipal 
utilities representing the largest number of proposers. 16 of these 
municipals have some degree of self-generation and 12 municipals rely entirely 
on purchase power. Eight of the total utilities are investor-owned, six small 
community proposers have combined with rural electric cooperatives and two 
proposers are teamed with irrigatior. districts. In addition to utility 
combinations with small communities, two of the above utilities (one 
municipal, one investor-owned) are teamed with academic institutions. 
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The average customer cost of electricity reported for a residential usage of 
500 KWh per month at 1979 rates varied among utilities by a factor of five. 
Similarly, a wide range cf values appeared for peak demand, even though the 
median peak value of 6.25 MWe reflected the stated preferred peak electrical 
power requirement of less than 20 MWe. The resulting peak values thus ranged 
from a low of 1 MWe to a high of 68.4 MWe. 

These 44 small community proposers continue to show interest and confidence in 
solar thermal dish applications. Based on their varied generational 
experience and other characteristics as discussed here, solar thermal electric 
power uses by small communities offer a broad spectrum of opportunities. 
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Hr.'irf* I. Small Community Instrumentation 
and Oata Aqulsitlon System. 







Table I 



* Two academic institutions submitted proposals, one in conjunction 
with a municipal, one in conjunction with an investor-owned utility. 

** Figures available for only 40 sites. 
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DEFINITIVE DESIGN OF TOE SOIAR TOTAL ENERGY 
lARGE-SCALE EXPERIMENT AT SHENiWDOPiH, GEORGIA* 


R. W. Hunke 
J. A. Leonard 

Sandia National Laboratories 
Albuquerque, New Mexico 87185 


ABSTRACT 

The U.S. Department of Energy, with Sandia National Laboratory s providing 
technical suK»rt and management, is now starting construction of a Solar 
•total Energy large Scale Experiment at Shenandoah, Georgia. Ihe Solar total 
Energy System (STES) is designed with capacity to sufply electricity and 
thermal energy to a knitwear plant at the Shenandoah site. The system will 
provide 400 kilowatts electrical and megawatts thermal energy. 

•Ihe STES is a cascaded total energy syston configuration. It uses parabolic 
dish collectors and a steam turbine-generator. The electrical system will 
be grid-connected to the Georgia Power Ccr.pany system. 


♦This work supported by the U.S. Department of Energy, SAND81-0029A 
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INTRODUCTION 


The Solar Total Energy Project at Shenandoah, Georgia, (Figure 1) is a prototype 
of a cascaded energy system using solar energy. Through system operation, 
definitive perfonnance, cost, and O&M data will be obtained and an industrial 
solar total energy cap^ility evaluated. 



FIGURE 1. ARTIST'S CONCEPT, SOLAR TOTAL ENERGY PRCJECT, SHENANDOAH, GA 

A silicone heat transfer fluid is used to transport solar energy from the 
parabolic dish collectors to thermal storage or a steam generator. The power 
conversion system onploys a high speed, steam, Rankine cycle turbine. 

The system has the flexibility to operate in either a stand-alone or peak shaving 
mode while providing the electrical, steam, and heating and cooling needs of the 
nearby Bleyie Knitwear plant. Shenandoah, about 35 miles south of Atlanta, is an 
industrial -residential planned ccmmunity. Sun right easements have been obtained 
on the land bounding the STES site to prevent future shading of the collector field. 


SYSTEM DESCRIPTION 

The STES consists of three major loops: solar collection and storage, power 

conversion, and thermal utilization. Figure 2. 

One hundred and fourteen parabolic dish solar collectors, in parallel branches, 
form the collector field with a peak energy delivery rate of 1.2 x 10^ MJ/hr 
(llx 10” BTIt/hr). Eiiergy is either transported to storage or supplied to a steam 
generator by a high temperature silicone heat transfer fluid. The temperature 
range of th" olar collector field is 260°C (500®F) inlet, 400®C (750“F) outlet. 

To permit iierat.ion during transient weather conditions, a thermal storage capacity 
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FIGURE 2. BLXK DIAGRAM, SOIAR TOTAL ENEKJY PROJECT, SHENANDOAH, GA 

of 1.2 X 10^ H3 (11 X 10® BTU) has been inco^cated in the system. Itie solar 
collector is a 7-meter dianeter paraboloid with a cavity receiver. Reflected 
solar energy is focused onto a coil of blackened stainless steel tubing within 
the receiver. The total field temperature rise occurs in each receiver (250"F). 

The power conversion loop employs a high efficiencyAiigh speed (42,500 PPM) steam 
Rankine cycle turbine, capable of providing 400 KK^. Process steam at 630 Kg/hr 
(1380 Ibs/hr) for the knitwear plant is extracted at an intermediate turbine stage. 
Thermal energy from the turbine exhaust is transferred to the thermal utilization 
loop for cooling of the Bleyle plant. An absorption air conditioner operating 
on 230“F steam provides chilled cooling water. In the peak shaving mode, the 
STES operates with a baseload provided by the Georgia Power Company. Table 1 
lists the energy capabilities of the STES. 

TABLE 1. STES ENERGY OOTROT CAPACITY 

Electrical: 400 kw 

Cooling: 22,000 HJ 174 tons 

Process Steam: 630 Kg/hr 1380 Ibs/hr (114 psia, 377®F) 

High temperature storage is provided in an ASME code carbon steel tank. The 
tank is 3.04 meters (10 feet) in diameter and 5.47 meters (18 feet) high with a 
capacity of 11.6 cubic meters (11,000 gallons). Thermal energy storage is pro- 
vided in 400"C (750“F) heat transfer fluid in a thermocline mode, ^proximately 


207 


ORIGINAL PAGE 15 
OF PfK‘)R QIIAUTY 


one hour of storage is provided for solar transient conditions. Storage for 
extended operation is not intended. 

The Control and Instrumentation Subsystem initiates, regulates, and terminates 
collector tracking, energy storage, power generation, and thermal utilization 
for heating and cooling of the Bleyle plant. When operating in the peak shaving 
mode, the CAIS will monitor and regulate the generation of power to satisfy 
system requirements. 

The CAIS consists of a central control console, a centra] minicomputer, and 
two remote microprocessor control units. The control syston has the flexibility 
to be operated in a manual or automatic mode, and permits the operator to 
monitor or control the system functions frcsi the control panel. Color graphic 
CRTs are employed for data display. Data araiiving is performed with magnetic 
storage tapes and in hard copy form on the computer line pi”»ter. The remote 
microprocessors are programmable from the central miniconputer to allow a high 
degree of system control and versatility. 


SUMMARY 

A solar total energy system that uses parabolic dish collectors is being 
constructed tha- will have the capability to provide various energy forms, 
electrical and thermal, to a contemporary industrial facility with 25,000 
square feet of floor space. Ctollector tests have demonstrated that existing 
fabrication techniques could produce an efficient parabolic dish solar 
collector. Perfornance measurements on the 7-meter dish have shown that the 
specified fabrication tolerances and performance of the full-scale unit can be 
realized in hardware. 
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THE JPL ISOLATED AFFLICTION EXPERIMENT SERIES 
R'. R. Levin 

Jet Propulsion Laboratory 
California Institute of Technology 
Pasadena, California 


ABSTRACT 

The goal of the Applications Element of the Thermal Power Systems Project is 
to establish the technical, operational, and economic readiness of parabolic 
dish power systems for a variety of applications in tne power range below 10 
MWe. Power systems are being developed and tested to the point where 
conk.iercialization efforts can lead to successful market penetration. A key 
element in this strategy is the use of experiments to test hardware and assess 
operational readiness. The JPL Isolated Application Experiments are described 
and their oojectives discussed. 


BACKGROUND 

The three successive milestones required in the development of a new 
technology to the point of commercial readiness are: 1) demonstration of 

technical feasibility, 2) verification of readiness of the technology, and 3) 
achievement of cost goals required for comnercial readiness. The three phases 
in the evolution of a new technology can be described as creation, 
development, and commercialization. Participation by both government and ♦'he 
private sector may be necessary, with increasing activity by the latter as the 
commercial readiness phase is approached. Potential users are involved early 
in the design phase to the maximum extent possible. 

A key element of the program strategy is first the identification, and later 
the penetration, of near-term markets that will provide a stimulus for 
establishing a manufacturing industry. This, in turn, will lead to cost 
reductions as a result of improved manufacturing i^ethods, coupled with an 
increasing volume of production as lower cost narkets are penetrated. The 
importance of this program element lies in the belief that design improvement 
alone will not result in a sufficiently low price to penetrate the utility 
market. A combination mature technologies and mass production, .lowever, 
offers the potential for economically competitive power systems with a 
significant environmental advantage. 

Potential users will be sought that fall into two broad market categories: 

1) the near-to-mid-term market, which is smaller, and for which costs are 
higher; and 2) the far-term market which largely corresponds to the utility 
sector for which a mature solar thermal technology is needed before 
penetration can be expected. Application studies and system analyses are 
being conducted to develop candidate system configuracions best matched to the 
users in each category. Selected system design concepts will be developed 
through contracts let to private industry. 
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THE ISOLivTED APPLICATION EXPERIMENTS 


The, Isolated Applications Experiment Series is the seconJ major activity 
within the Applications Element of the Project. The Series will be ? set of 
small (approximately 60-150 kWe) solar thermal power experiments, each of 
which is meant to address a separate isolated load application. 

These experiments will employ point focusing distributed receiver technology 
with emphasis on electric power applications. The program is closely 
integrated with the Technology Element of the Project with the objective of 
utilizing the technologies being developed under that program. 

The first experiment in the Series is co-sponsored by the Dept, of Energy and 
the U.S. Navy under the auspices of the Civil Engineering Laboratory (CEL). 

CEL and JPL have worked together to develop system requirements. The 
experim'^nt, designated as the Military Module Power Experiment, will be a 
modular system using a hybrid fired Brayton cycle energy conversion. 

Subsequent ex eriments will test different versions of similar hardware in 
different applications which are now being selected. 

Primary considerations in implementing the series are to; 

0 Test the readiness of suitable solar power technologies at the system 
level in a number of different applications. 

0 Economically provide *■ sting of both technologies and markets, thus 
meeting principal program objectives without large expenditures. 

0 Involve a large consitu'ncy of industrial suppliers and users. 

0 Address the poter‘'ial for near-to-mid-term market for small power systems 
that is needed to provide the initiai incentive .to manufacture these 
oystems. 

0 Increase programmatic flexibility by employing a number of small and 
varied experiments. 

Emphasis will be on: 

o High reliability and safety. 

0 Early plant deployment. 

o Low program cost. 

0 Complete test and evaluation. 

The engineering experiments will be designed, installed, and operated to 
permit JPL to better understand solar thermal plant appi ications and technical 
feasibility. 
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The objective of the engineering experimented is not to maximize the kWh of 

energy generated by the solar plant or to lower the electric power costa of 

the site participants. Rather the objectives are to: 

1. Verify that the solar therosal plant can produce power from solar 
radiation supplemented by fossil fuel to meet energy requirements for 
this application during designated test periods. 

2. Verify that the solar hybrid plant concept can be considered as a firm 
power resource for this application during designated test periods. 

3- Characterize the total performance of the plant (site preparation, 
conponents, subcystems, modules, and plant) as a function of load 
characteristics, insolation, woather, operations and maintenance 
activities, safety regulations, environmental regulations, seismic 
factors, and legal and socio-technical factors. 

4. Identify and understand plant failure modes. 

5. Identify and quantify the Impact of solar hybrid plant operations on the 
daily operations activities of user personnel and on user manning 
requirements. 

6. Identify and quantify the in?>act of solar hybrid plant installation and 
operations on the local environment. 

7. Identify and quantify the impact of solar hybrid plant installation and 
operation on the acceptance of solar power plants by local public 
officials, local power system officials, and the local public. 


SCHEDULE 

The hMPE will enter design phase in FY81. The schedule for the first 
experiment now calls for a test and evaluation of two different modules to 
begin in CY 83 . Tests will be conducted at the PDTS at Edwards AFB. Two 
contracts will be awarded for system design, and this effort will culminate in 
a test program lasting for approximately 12 months (summer '82-summer '83). 
Severe cutbacks by DOE in the r.’nds requested by the Thermal Power Systems 
Project have impacted the MMPE. The extent of the impact has been a slip of 
approximately 18 mos. in the module test completion date. 
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TECHNICAL FEATURES 

The degree of MMPE module self-containment will be driven by both economics 
and reliability. Each module will contain (at a minimum) concentrator, 
receiver, hybrid combustor, turbine, recuperator, compressor, alternator, 
module controls, starter, concentrator drives, tracking devices and sensors, 
some fuel storage and necessary exhaust hardware. A completely self-contained 
module is desired with only the true plant functions located centrally. These 
will be power combination and conditioning equipment, module and plant 
performance indicators, grid interconnection equipment, computing and data 
recording facilities, instrumentation, plant safety and control equipment. 
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The normal mode of module operation will be unattended, however each module 
will be equipped for safety or emergency shutdown, both manual and automatic. 
Although a fixed installation is expected, individual modules must be 
transportable, field erectable and field serviceable. 

Long term thermal storage will not be included in the plant. No thermal 
buffering will be provided except by the heat capacities of the installed 
components and working fluid. The hybrid combustor control system and/or 
engine controls will provide the desired transient response characteristics. 

MMPE CONTRACT STRATEGY 

Past performance of DOE solar thermal system integration contractors plus 
ordinary good business practice argue strongly for the creation and 
maintenance of a competitive environment for both subsystem development 
contracts and system integration contracts for the JPL Engineering 
Experiments. Competition can be introduced in several ways, although the best 
and most effective method is to finance it directly. This means the parallel 
deveiopraent of alternative subsystems and/or interchangeable technologies, any 
one of which could meet the stated requirements for the system being 
developed. Competitive developments can then be pursued and final selections 
deferred until cost, performance, or schedule considerations dictate 
termination of all but the leading candidate or until the happy moment when 
one candidate demonstrates the assured achievement of acceptable cost, 
schedule, and performance. 

The most obvious results of competitive, parallel, development is 2 .duced 
program risk. A less obvious result is that competitive development does not 
necessarily increase total program costs. Competing contractors constantly 
strive to minimize cost and optimize performance particularly when a very 
large potential market is the ultimate prize. An optimum strategy is one 
which introduces and maintains competition as inexpensively as possible for as 
long as possible, ensuring maximum program benefits. 

JPL's strategy is therefore to establish and maintain a competitive environent 
for the MMPE. 


MMPE SITE SELECTION 

Site selection for MMPE has been a U.S. Navy responsibility. It will be 
conducted in parallel with the j»ystem integration control activities and 
basically independent of the technical tasks. The Marine Corps Air Station at 
Yuma, Arizona, has been tentatively selected as the site for the experiment. 
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FUTURE EXPERIMENTS 


Additional small scale experiments are being planned for inclusion in the 
Series. They will be designed to test developing solar thermal hardware with 
emphasis on economy and modularity. Future Program Review:, will afford the 
opportunity to present the details of these experiments. 
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INDUSTRIAL APPLICATION EXPERIMENT SERIES 
S. A. Bluhm 

Jet Propulsion Laboratory 
California Institute of Technology 
Pasadena, California 


ABSTRACT 

This paper discusses two procurements within the Industrial Application 
Experiment Series of the JPL Thermal Power Systems Project. The first 
procurement, initiated in April 1980 has resulted in an award to the Applied 
Concepts Corporation for the Capitol Concrete Experiment: two Fresnel 

concentrating collectors will be evaluated in single-unit installations at che 
JPL Parabolic Dish Test Site and at Capitol Concrete Products, Topeka, 

Kansas. The second procurement will be initiated in March 1981 through the 
release of an RP'P titled, "Thermal System Engineering Experiment B.” The 
objective of the new procurement is the rapid deployment of developed 
parabolic dish collectors. Two or more awards are intended. At least one 
award will be made to a team .nvolving small business. 

INTRODUCTION 

The Industrial Application Experiment Series assists industry-directed new 
initiatives in the commercialization of parabolic dish sysic Experiments 
funded through the Industrial Series utilize industrial involvement 
expertise to the maximum possible degree. Industry is responsible for 
proposing collector system, application, and site. JPL does not specify site, 
application, or hardware. Each experiment results in the design, fabrication, 
verification testing, installation, check-out, operation, maintenance, and 
twelve-month evaluation of a collector system providing energv to a load at a 
user’s site. 

The Industrial Application Experiment Series’ initial procurement took place 
in 1980 and resulted in the award of a contract to Applied Concepts 
Corporation for the Capitol Concrete Experiment. The second procurement will 
take place in I 98 I, 

This paper discusses the first procurement, which resulted in the Capitol 
Concrete Experiment, and presents the implementation plan of the new 
procurement, to be initiated through the release of an RFP in March 198 I. 

FIRST PROCUREMENT 

JPL released an RFP on April 3, 1980, for procurement of Thermal System 
Engineering Experiments. Proposals were received on May 29. One award was 
made in December 1980. Although JPL intended to make multiple awards and 
entered into negotiations with three proposers, a combination of technical and 
cost factors led to the decision to make a single award. The experiment which 
resulted from the first Thermal System Engineering Experiment procurement is 
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called the Capitol Concrete Experiment. The user, Capitol Concrete Products, 
Is a masonry block producer In Topeka, Kansas, where the collector will be 
ope*'ated to provide industrial process heat (IPH) in the form of hot water and 
steam at 150oc (3020F) for the autoclave curing of concrete blocks. The 
collector manufacturer. Power Kinetics, Incorporated, of Troy, New York, will 
provide one unit for installation by July 31 at the JPL Parabolic Dish Test 
Site for extended ( months) verification testing and one unit for 
installation by September 30 at the Topeka site for twelve-month evaluation. 
The plant integrator for this experiment is the Applied Concepts Corporation. 
The purpose of the experiment is to prove the system feasibility of the PKI 
Fresnel concentrating collector in an operational industrial environment and 
in an application, IPH less than 290oc (554 of), suitable to its 
performance capabilities. 

For more information on the Experiment and the collector, the reader is 
referred to other papers submitted to this conference: "A Fresnel Collector 

Process Heat Experiment at Capitol Concrete Products," and "A Fresnel 
Concentrating Collector-Power Kinetics, Incorporated." 

SECOND PROCUREMENT 

The second procurement in the Industrial Series will be initiated through the 
"Thermal System Engineering Experiment B" RFP to be released in March 1981. 

(An announcement of this RFP has been placed with the "Commerce Business 
Daily.") 

The objective of the contract is to secure systems and services necessary for 
the planning, implementaticxi and operation of an experiment involving one or 
more parabolic dish solar thermal collectors integrated with a load to 
establish the system feasibility of a relatively low cost, low risk system in 
a near-term application. JPL intends to make two or more awards, including 
one award to a small business. Each proposer should provide a system 
supplier, a system integrator, and a user. 

The preliminary implementation schedule has the following major milestones: 
Release RFP-Maroh 6, 198I; Receive Proposals-June 2, 1981; Award Contracts- 
December 1, 198I; Complete Installation at PDTS and Begin Verification 
Testing-September 1, 1982; Complete Installation at User's Site and Begin 
12-Month Evaluation-January 1, 1983; Receive Final Report-May 1, 1984. 

Since the first procurement resulted in an award for evaluation of an IPH 
application at an application temperature less than 550op, is preferred 
that the second procurement result in awards for more complex or higher 
temperature applications. Examples of such applications are agricultural 
pumping and processing, air-conditioning, emulsion pumping and processing. 
Enhanced Oil Recovery, fuel-grade alcohol production, furfural production, and 
water treatment and pumping. (This list is not intended to limit proposers. 
The RFP does not designate specific application categories.) 

Users should be performing agricultural, commercial, or industrial functions 
in the public or private sector. Laboratories owned by or operated for the 
Federal government are excluded from participation. 
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A FRESNEL COLLECTOR PROCESS HEAT EXPERIMENT 

AT CAPITOL CONCRETE PRODUCTS 

. \ 

- 0 

J. S”. Hauger 

Applied Concepts Corporation 
F.O. Box 2760, Reston, VA 22090 


ABSTRACT 

Applied Concepts will plan, conduct and evaluate for JPL an 
experiment to determine the feasibility of using a Power Kinetics* 
Fresnel concentrator to provide process heat in an industrial 
environment. The system user will be Capitol Concrete Products 
of Topeka, Kansas. The plant will provide process steam at 50 - 
60 psig to two autoclaves for curing masonry blocks. When sceam 
is not required, the plant will preheat hot water for later use. 

A second system will be installed at the JPL parabolic dish test 
site for hardware validation and experiment control. Both plants 
will be instrumented to provide technical performance data. 

Experiment design will allow for the extrapolation of results 
to varying demands for steam and hot water, and will include a 
consideration of some socio-technical factors such as the impact 
on production scheduling of diurnal variat.ions in energy availability 

A final report in December 1982 will evaluate technical performance 
and operational feasibility based on 12 months' operational 
experience at the industrial and test sites. 


BACKGROUND 

Applied Concepts and its subcontracted partners will conduct for 
JPL an experiment to evaluate the feasibility of a Fresnel mirror 
solar thermal conversion system to provide process steam and hot 
water in an industrial facility. Applied Concepts will provide 
experiment planning and supervision and will evaluate experimental 
results. Power Kinetics, Inc. will be a major partner in the 
experiment. They will manufacture and install the solar conversion 
systems. They will also provide engineering services in support 
of experiment planning and evaluation. Capitol Concrete Products 
of Topeka, Kansas, will operate and maintain the system for one 
year subsequent to plant ii.stallat ion and check out. They will 
also be responsible for site preparation to receive the solar 
energy system. The University of Kansas Research Center, Inc. 
will provide Capitol Concrete with expert assistance in experiment 
planning and reporting. 

The experiment, which involves the installation of the PKI system 
in a fuel-saving mode at the Capitol Concrete Plant, is designed 
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to evaluate the technical performance of the solar hardware in 
an industrial environment. It will also evaluate those socio- 
tec hnical factors which are created when a new technology is 
first introduced into an industrial application where it places 
new demands on the user. 


THE APPLICATION 

Capitol Concrete Products is a manufacturer of masonry blocks. 

Concrete blocks, once formed, must be cured to attain the strength 
necessary to their use in load bearing construction. Such curing 
can be done over a period of months by exposure to rain and 
weathering, over 3 period of days by exposure to hot water, or 
over a period of hours by exposure to pressurized steam. According 
to a SERI study (Ketels and Reeves), nationwide, this process 
consumes some 1.6*10^ KWh (thermal) or 5.4* lO'^'^BTU per year, or 
about one per cent of all U.S. medium temperature industrial steam. 

Capitol Concrete has two 60 psig autoclaves which are served by 
a GOOO pound/hour capacity, natural gas-fired boiler. The 
process, which requires approximately 10 hours at pressure, 
is currently utilized five days per week, and produces some 16,000 
blocks per day. 

The current production schedule at Capitol Concrete did not evolve 
for the utilization of solar energy. It is not optimal for its 
application. Blocks, which are made during the morning hours, 
are loaded into the autoclaves in the early afternoon. The 
first autoclave is brought up to pressure about 2s 00 PM. 

Pressure is maintained overnight, and ac 6s 00 AM, the first 
worker to the plant releases pressure and prepares for unloading. 

There is no technical reason for the current schedule. Blocks, 
once formed, could be stored until next morning and cured on a 
ten hour schedule consistent with maximum insolation. Under 
experimental conditions, we do not propose to alter the manufacturer’s 
operational procedures. The relatively small contribution which 
a single module will make to overall consumption does not warrant 
such a change. 

Experiment design, however, incorporates the extrapolation of 
results to evaluate the value of a change in operational procedures 
to match the availability of energy. Moreover, during morning 
hours, Capitol Concrete plans to utilize the solar conversion 
system in a water pre-heat mode. This full utilization of the 
system duilng daylight hours will allow the extrapolation to 
full-time steam production to be made. It also offers the 
advantage of extrapolating results for those masonry manufacturers 
who utilize a hot water curing system. It allows the testing 
of the PKI system in a dual mode configuration. 

The Capitol Concrete site is in an industrial area near the 
north shore of the Kansas River. Annual direct normal insolation 
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is about 1850 KWh/m . The major local environmental factor which 
is anticipated to impact on system performance is a sand pile 
on an adjacent lot from which the wind blows sand particles toward 
the Capitol Concrete site. 

The precise location of the energy conversion system will be 
selected in January 1981. It may be roof mounted over the boiler 
room, or ground mounted in a nearby block storage lot. PKI has 
also proposed mounting the collector on an elevated frame with 
room underneath for block storage or parking. The best option 
will be selected based upon a consideration of cost versus program 
resources . 


PLANT DESIGN 

The PKI Fresnel concentrating collector ’’as discussed in an earlier 
paper, and therefore need not be described in detail here. 

The system to be installed at Capitol Concrete will provide, at 
nominal capacity and full insolation, some 170 pounds per hour 
of 50 psig steam. This is three per cent of the total plant 
load. When steam is not required, the system will be used to 
preheat water for later use. Figure 1 presents a conceptual design 
of the proposed Capitol Concrete plant. It should be noted that 
a small, fuel displacement design was chosen to help assure that 
experimental system downtime will have a minimal impact on normal 
production operations. 

Before the Capitol Concrete system is installed, a complete, 
instrumented PKI system will be erected and tested at JPL’s 
Parabolic Dish Test site at Edwards AFB, California. Prior to 
its installation, the Capitol Concrete conversion system will 
be tested at the subassembly level at PKI. Applied Concepts 
will provide engineering design of the plant interface, and will 
supervise installation, plant integration and check out to be 
accomplished at the site prepared by Capitol Concrete by a team 
of Applied Concepts, PKI and Capitol Concrete personnel. 


THE EXPERIMENT 

Capitol Concrete will operate and maintain the experimental system 
for a period of twelve months after installation and check out, 
under the supervision of Mr. Joe Perry, Production Manager. 

The University of Kansas Research Center will provide plant personnel 
with expert assistance for reporting experimental results and 
with trouble shooting, if necessary. Applied Concepts and PKI 
will be on call should major problems develop. 

PKI is designing an automated data gathering system which will 
integrate with the standard control system of the collector 
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to provide technical performance data. In addition to 27 system 
variables which are currently monitored through the control 
system, instrumentation will record direct and total horizontal 
insolation, feedwater flow and temperature, system pressure, 
output temperature, ambient temperature, load steam status, 
condensed water run off, and parasitic power consumption. Data 
tapes will be collected and evaluated monthly. 

It is the intention of Applied Concepts that the system to be 
installed at the CPL PDTS serve as an experiment control. 

It will be instrumented in the same way as the Capitol Concrete 
system. Applied Concepts will provide JPL with an experiment 
operation plan for its implementation. Data provided by JPL 
will be analyzed and compared with the results of operations in 
Topeka . 

In addition to evaluating technical performance data on the PKI 
hardware. Applied Concepts will work with Capitol Concrete and 
the University of Kansas Research Center to evaluate the 
operational impact of system use. Results should be meaningful 
for the larger industrial environment. The energy products of 
the experiment ( medium pressure steam and hot water) have 
broad industrial application. A fuel saving plant configuration 
is no doubt the most general one for realistic industrial application. 
Capitol Concrete was not chosen to be an "ideal” user as might 
be appropriate to a demonstration project, but as a representative 
user as is more appropriate to an industrial application 
experiment. The experiment is designed to provide us with 
information therefore on both the technical performance of 
a parabolic dish type system in an industrial environment and 
also on the interaction between the system and the environment 
in which it is to be used. 

A final report is anticipated in December 1982. 
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Panel Discussion II 


APPLICATION / USER NEEDS 

Moderator: R. R. Riordan, University of Kansas, 
Center for Research, Inc. 
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UNIVERSITY OF KANSAS, CENTER FOR RESEARCH, INC. 

Robert F. Riordan 

Good afternoon, ladies and gentlemen, and welcome to today's panel on 
"Applications and User's Needs." Before proceeding into the panel presenta- 
tions, I would like to lay a little ground%fork on what this panel is all about 
and how we see it fitting in to the overall program. 

When I ^as first contacted by JPL to moderate the panel on user's needs 
and applications, I must say that I was a little bit intrigued as to what 
exactly the term "user needs and applications" meant. It seemed to me that 
this could be taken for a variety of things, depending upon one's particular 
viewpoint toward the problem, which 1 will elaborate on later in my comments. 

This panel, as I see it, fits into a very logical progression in the flow 

of development of the Parabolic Dish Solar Thermal Program. Over the better < 

part of the last two days, we have heard a number of presentations and panels 
on the technical aspects of the Parabolic Dish Solar Thermal Program, speci- 
fically, presentations on the scientific research that have been going on with 
relationship to the various subsystems, energy storage, engines, the collec- 
tors, and so forth. 

We have also heard presentations on the different experiments that are 
being conducted throughout the country in this program. 

The question now is: How do we use the results of these experiments as 

they progress? Also: Are these experiments addressing the needs of what we 

shall call "the user," whomever that might be? From ray standpoint, I think 
that this is an extremely important facet of any long-range R&D program that is 
addressing specific applications. You might say that we are now moving 
from the basic research aiea into the applied research area and as we do that, 
we need to ascertain if there are needs out there that this research can 
address and solve through the application of the technology being developed? 

This raises a series of questions to address: 

(1) Who is the user? 

(2) What applications might meet some of his needs? 

(3) How do you determine what his needs are? 

^ (4) Will these applications actually meet them? 

I At times, answering these questions can be rather interesting. We may 

I find that applications may work technically but do they really meet the needs 

/ I of the user? Or, more importantly, does the user perceive that they will meet 

i his needs? May I say that unless the user perceives that an application meets 

his needs, we are faced with the fact that no matter how well an application 
works, it is not going to develop into a commercial product. The user must 
believe that an application does meet his need. 
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We are also faced with the question that is of some interest* not from a 
technical standpoint but from a management standpoint and planning. That is^ 
how does the user: 

(1) Determine if an application will meet his needs? 

(2) Deliver the information to the R&D community that he haa a need he 
thinks an application can meet? 

(3) Deal with all the ramifications of these situations? 

1 am not going to belabor the point, but I think we should think about 
developing a mechanism to find out what the user's needs are. How do we find 
out what needs he has that these technical applications may meet? Consequent- 
ly, 1 would like to plant a seed today so that as you listen to this panel dis- 
cussion, you keep in mind how we can continue to do this on a continuing basis 
and how we can bring more people in to address the specific needs of the user 
community. 

From my standpoint on the panel, I would like to discuss the transfer of 
information and briefly give an example using a project you have heard some- 
thing about today. That was with the Small Community Solar Power Program. 

JPL, I think very accurately and farsightedly, held a meeting in Aspen in 
1977, where they had a number of small municipal utilities attend and provide 
inputs. Very little was heard by the attendees from JPL on the results of 
that meeting for the next 2 years until about a year ago last October when the 
RFP came out . 

It was an excellent RfP from the standpoint that it had been written to 
meet the user needs* The RFP was written in such a manner that a small munici- 
pal utility, without too much difficulty, could respond to the RFP. I think 
JPL is to be commended. They identified a user which was a small municipal 
utility and they had identified the needs of that group. Oddly enough, it was 
not cnly a need for power generation, but also a need for how they were going 
to acquire information on the technology ar.d make their needs known. In the 
state of Kansas, nine cities responded to that rJ*P. Personally, I am quite 
proud of that because it shows that informed municipal utilities will respond. 
In fact, we would have had a little more time, Kansas would nave probably 
had more response. 

I would like to go over briefly with you what transpired in Kansas, to 
give you an example on involving the user. After the Aspen meeting, I met with 
Kansas Municipal Utilities every year at their annual meeting, and briefed 
them on the Small Community Solar Power Program at JPL. We had also met with 
their Board of Di^'ectors and their Executive Director so that when the RFP did 
come out in October a year ago, the people there were familiar with what was 
being -reposed and they understood that it was an experiment. 

At the same time, the Kansas Energy Office met 3 very serious need of 
those municipal utilities. They needed someone who could work with them in 
filling out the simplified RFP format, and Dave /Jartin did that. Once again, a 
need of consumers, in this case the municipal utilities, was met and fulfilled. 
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Dave Martin of the Kansas Energy Offices is not on the panel i but he deserves 
much of the credit for the response * no Kansas. I have just gone through 
this very briefly to show you that it identify the user needs , whatever 
they may be, and operate under a system that the user understands, we can make 
things happen. 

Also, I think that we are in a unique position here today because we are 
thinking about the user, or at least talking about the user. Unfortunately, I 
have yet to see how we are going to incorporate the user into the program; on 
that point, I would like to make two coimnents. 

One, I suspect a number of people are thinking about inviting more users 
to these types of programs. Before doing that, I think you should give some 
serious consideration to the fact that this type of meeting is a technical re- 
view and may not be the best type of meeting if you are going to invite users. 
You may want to keep these two types of meetings apart. 

The other point is credibility and reliability. In this instance, I am 
going to talk about the credibility of the people that are out marketing solar 
thermal systems to the user. They need to be credible. Many of you may be 
well aware of this, but I would like to re-emphasize this point. When talking 
to an industrial firm or utility company, you must have a very credible repu- 
tation with the user. Other panel members will address this point. When we 
talk about reliability, it is more than reliability of the system. It is the 
reliability of the maintenance system, and the support system. If something 
goes wrong, the user knows someone will be there to back up the system. Those 
are some factors that the user is looking at. 

At this time, I would like to introduce the panel and ask each one of 
them to go through their presentation. We will start off with Mr. Charles 
Strong, who used to be with Johnson & Johnson. He is now with Acurex, and in 
effect is working with industrial customers; he is out in the field, down in 
the trenches, addressing the needs cf the customer or client. The next speaker 
will be Mr. John Bigger* from EPRI, and he will be talking about the electric 
utility industry. The speaker after that will be Mr. Jerry Lohr, whom some of 
you may know, from Pasadena Water and Power. He will be talking from the 
municipal utility viewpoint. The next speaker will be Mr. Richard Zanard, 
from Morgan Guaranty Trust. I think his presentation will be interesting, 
because it will present some facets on the financial side — basically on the 
financing of municipal utilities. The last speaker will be Mr. Harry 
Bernstein,* with Aerospace Corporation, and he will talk about the MX-RES 
program. 

In summary, the objectives of this panel are to focus in on some of the 
things that I have just been talking about In broad terms* In particular, this 
panel is an initial forum for users and potential users to provide input to 
this program regarding their needs and an opportunity for all of you to receive 
these comments and interact with the user. 


*Transcript is unavailable. 
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ACUREX 




C. Strong 

I am going to review for you the industrial experience that I have come 
across over the last year as a result of a number of surveys that I have been 
involved in and also had the opportunity to review. The information covers 
about 300 different industrial people in about 150 different industrial 
classifications. Basically » these surveys were done for the type of user intor- 
mation that you, as technical people, are looking for in order to pick out 
potential commercial users. The first area that I will discuss before commer- 
cialization is technology and data development to be disseminated to the in- 
dustrial population. Demonstration programs are of the utmost concern as far 
as the long range user goes. As far as the demonstration programs go, you 
have to tie up with a user partner and make sure that the user is involved from 
the beginning of the design of the system right up until its operation and data 
collection phases. First you go through the demonstration program and collect 
a suitable amount of Jafa so that you feel confident the system is going to 
work on a commercial basis. Then you have to explore the avenues of getting 
the data disseminated to various parts of the industrial classifications where 
you feel the applications exist. I think this is one of the prime things that 
we in the technical business sometimes overlook. You find out you are weak in 
data disseminations when you try and seP an industrial user a system and he 
throws the questions back at you and all of a sudden you wince and say, "Well, 

I think I can get that information for you." And there you are, back to the 
point where education is required before you can even spend any time trying to 
show the person what the application is, what it can do for his operation, and 
all that. So, communication and education are paramount in the demonstration 
phase of the program. 

Once you have gone through the demonstration part of the program and you 
feel that the hardware that you are developing and have demonstrated is to the 
point where its manufacturing costs and installation capability is equal to or 
better than the existing fuel sources, then you are probably ready to try a 
commercial marketing program. From that standpoint, I am going to highlight 
some of the areas as a result of the face to face contacts that the industrial 
people usually throw back at you when you are trying to discuss with them what 
the applications are for a system, whether it be for solar heat, or for power 
generation. Usually, the discussions will fall into two categories. They are 
very simple and stick out like a sore thumb. The first one of course, is 
economics. No matter whether it is a large corporation doing 5 to 10 billion 
dollars worth of sales, or a small corporation doing 5 to 10 million dollars 
worth of sales, you are going to get a number of standard questions in the 
area of economics. The other area is the technology credibility. This 
includes the credibility of the person that they are talking with: How much 

background in the business does the vendor have and how reputable and reliable 
is his equipment? 

The first area I will cover is economics. One of the initial things 
that you have to recognize is that all corporations, no matter how big, have a 
certain size capital improvement budget. And, of course, a solar system to be 
used for power or heat generation to replace fossil fuels would fall into a 
capital improvement. You can specify for an individual system that may give 
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them a payback vithin their economic return ranges, but you may tell them that 
the initial investment is $12 million dollars* If their capital improvement 
budget is only $13 million they're going to tell you, "Sorry, I can not do 
that because I have got a number of other projects that I have got to 
consider." So the first thing you have got to remember is that the upfront 
capital cost is the major cost in the whole program, and the industrial user 
is going to be limited by how much he is going to be willing to invest. 

Secondly, in the current marketplace, and I am sure it will exist in the 
future too, there is a natural ^as industry telling all the industries in the 
nation that there is an unlimited supply of gas. One thing that they will not 
tell them is what the price is going to be. So when you talk to the industry, 
that question is going to come up and you have to dwell on the fact that the 
gas may be available, ad infinitum, but note the price paid for it. And, you 
are going to have to price your product against the price of gas in that par- 
ticular region at that particular time. 

The other thing, of course, that you are going to be asked about is the 
tax incentives for solar in the variDus regions of the country. And, of 
course, right now they vary depending on what state you are located in. You 
have get some states that have lax incentives, and other states that do not 
have any taxes, so as a result, there is a c-^rtain incentive in those states 
too. 


You have got some industries with a cost improvement project (and the 
size of the industry does not seem to matter) and they are looking for a 
3-year payback. With the solar technology as it is right now, that is a hard 
criterion to meet. There are a number of industries that have looked at 
energy projects with other than their normal cost improvement payback and they 
are willing to accept a payback in the area of 5 to 10 years, and in some 
areas of solar right now that is a payback that can be met. These are areas 
that are being explored by individuals that are in the position that I am in 
right now. 

When economic analyses are run for the various industries a lot of them 
are looking at life-cycle costing, and generally they are using an accelerated 
7 year depreciation. The big question, of course, when you do economic 
analyses and you try and price out a system which probably would have 20 to 30 
year life, is: What is the fuel escalation going to be in that time period? 

Right now, an acceptable escalation percentage for analyses in most of the 
industry seems to be in the 15 to 20 percent range. Most of the publications 
that are being put out right now seem to think the escalation in the very near 
future will be in the 18 percent range. 

One of the questions you will get thrown back by some of the financial 
people in the industries is: If you use that type of escalation, the U.S. 

economy can not afford to exist with those rates, so what is the credibility 
of the economic analysis? I think you have to be ready to counter those. The 
fact of the matter is, if you look at the last 10 years at fossil fuel rate 
escalation, you will come out with an average of 26 percent a year. I think 
you have to be prepared to have those curves with you when you talk to 
industrial people. 

The other factor that generally comes out in an economic discussion 
which does not come into any economic analysis, but yet relates to an economic 
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impact on the industry, is the value of the positive public relations that the 
industry picks up by using an alternate fuel source* Also, by being 
adventurous in alternate energy, .ndustry credibility increases. So, that 
sumnarizes the economic impacts that the industrial potential user is going to 
look at. You must answer those questions for him before he will consider it 
from a financial standpoint. 

Next you get doym to the product technology of the system that you are 
trying to sell the industry. There are really two things that jump right out 
at you when you start getting into the technology and the system that you are 
recommending to the industry. 

The first thing you have to recognize is that the system that you are 
going to supply the industry with is going to produce an end product. Whether 
it be X-amount of pounds of steam or X-amount of Btu's of heat, or so many 
megawatts or kilowatts of power, that is all the industry is interested in. 
They want to know what the end product is going to be. They want to know what 
the cost of the end product is, for instance what is the cost of one million 
Btu. 


Once you are beyond that, then they will start asking you questions 
about what the hardware is going to be. They are going to insist on a high 
quality hardware that can stand up in the industrial environment. They will 
want to know what the life of the components is going to be. What kind of 
performance they can expect? How easy is it to maintain the equipment? Most 
of the industries today in the production of process heat or power are not 
going to accept anything but better than 96 percent uptime as far as equipment 
operating when sun shines. If you come in and tell them you can guarantee 
that it will run 80 percent of the time, they will throw you out the door. 

The other thing that they want to know is how it is going to interface 
with the existing equipment that they have? If there is an interface problem, 
then they are going to be leery of even looking at it. They are going to want 
to make sure that their current skilled people can maintain the equipment. 

They do not want to be getting into advanced technology that is different than 
what their people are used to. If they feel like it is different they are 
going to be a little bit skeptical about getting into that type of equipment. 

I think the bos*: way the industries respond relative to technology and 
interface with their equipment, is the old kiss theory. Keep it simple. If 
you start telling them that you are going to put sophisticated control systems 
and sophisticated new upgraded electronics and all that, my experience has 
been that more often than not you are going to turn them off. We, as 
technical people, may consider some of the parts of solar high technology, but 
the industrial people are not really interested in that. They are interested 
in the fact that you are replacing fuel that they are using right now v’ith 
their existing equipment with solar energy. 

What they want to know is, when you make that replacement, can you do it 
without disrupting the operation, or requiring them to add any additional 
people. They do not want any cost increases in order to do it. As I 
mentioned, they are going to insist that the control systems be very simple, 
that the instrumentation be minimal. 
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The only thing that they are going to want to know about a system is 
what the output of the system is* They are not going to be interested in you 
telling them the pressure here is such and the pressure over here is that, and 
the temperature over here is that. They could care less about thaw for the 
most part. You also have to recognize that once you talk with the corporate 
or planning engineering group, most of the people that are involved in the 
decision-making are not technical people. They are business oriented and they 
are not going to want to hear anything relative to a technical discussion. 

In summary, whether they be big industries or small industries, the 
major industrial user applications are in areas where they want a simple inter- 
face system that will give them a cheaper output energy than what they have 
already. Beyond that they do not want any disruptions to their operations. 
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MORGAN GUARANTY TRUST COMPANY 


R. Zanard 

I have spent most of the last 10 years helping finance tax exempt elec* 
trie utilities. Thus, I thought I would provide you with some insight into 
that aspect of the utility industry. 

The good old days for electric utilities in this country were certainly 
over before Three Mile Island. The decline probably started with the northeast 
blackout in 1965, when for the first time in the memory of many people, the 
invincible electric utility industry was no longer invincible. By the time of 
the 1973-1974 oil embargo, the decline was well underway. 

In those good old days, the utility industry enjoyed a large measure of 
public confidence. Equipment manufacturers could be counted on to stretch the 
frontiers of technology and produce steadily increasing efficiencies at stead- 
ily lower costs. Utility common stocks and bonds were market favorites. Money 
was plentiful and cheap. Electric utilities were considered growth stocks and 
some sold at 30 times earnings or more. Investor-owned utilities (lOUs) 
generated about two-thirds of their capital requirements internally and had no 
trouble raising the balance through the sale of securities. 

A loss of investor confidence, the international oil situation, rampant 
inflation and a litany of other bad news has taken its toll. Today, a number 
of lOUs generate only 20-25 percent of their capital requirements instead of 
the old two-thirds. With declining margins and slowed load growth, bond 
ratings have been reduced. One result was higher interest costs, and in a few 
instances, no open window to borrow funds. 

This decline in projected load growth and in the financial condition of 
investor owned utilities has brought about a major restructuring in the rela- 
tionship between the lOUs and the consumer owned utilities. Perhaps this can 
be illustrated in no more dramatic way than a simple statistic: In 1974, the 

volume of tax-exempt electric revenue bonds, that is the debt sold by municipal 
electric systems, was $1.5 billion. By 1978, that number reached nearly $6 
billion, and has been around $5 billion during each of the last 2 years. 

Although municipally owned generating facilities have been around for a 
while in California, the Northwest, Nebraska, and a few other places, the 
traditional relationship has been for an lOU to produce power and sell it to a 
municipal distribution system for retail to consumers, you and me. Regardless 
of how this relationship is described, it is greatly altered today and in many 
parts of the country it is more accurately described as a partnership, not a 
fifty/fifty partnership yet, but definitely a new arrangement. 

An offshoot of this new arrangement, and let me say that this new rela- 
tionship is not accepted with even a modicum of good spirit in some places, is 
that consumer-owned utilities have had to assume a new role... a role previ- 
ously proyided by the lOUs or in some cases, by hydroelectric facilities built 
by the Corps of Engineers. 
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This new role requires the municipal utilities to plan for that future growth 
in power supply and to participate in the development and implementation of 
new and improved technologies* Faced with the new demands placed on them, and 
the vastly increased responsibilities many municipal systems have banded 
together to form joint action agencies* One of the oldest is the Washington 
Public Power Supply System* Here in California, two such entities recently 
formed: the Northern California Power Agency and the Southern California Power 

Agency. In many instances these joint action agencies have entered into the 
forsial joint ventures with investor owned utilities and rural electrical coop- 
eratives to build and jointly own new generating and transmission facilities. 

In addition to the Supply System in Washington, a number of these joint action 
agencies have sold bonds: agencies in Texas, Georgia, Massachusetts, Colorado 

and Michigan just to name a few. In every instance, the bonds have been sold 
not on the credit of the agency, but on the basis of the underlying contracts 
between the agency and its members. Now, what does all this mean as far as 
some of you concerned? 

It means, of course, that whereas you might historically have considered 
lOUs as the proper people to pursue in trying to sell some new technology, you 
probably should begin paying increased attention to the municipal entities. 
These include not just the new and proliferating via joint action agencies but 
such large local systems as those in Pasadena and Los Angeles. One of the at- 
tractions to a municipal entity undertaking its o%m generation is its lower- 
cost capital. This results not only because it can sell bonds with tax-exempt 
interest but also because it does not need to earn a return sufficient to 
attract equity investors. I will mention one other aspect that might be of 
interest to some of you, particularly those of you who are working with indust- 
rial users. Under Section 103 of the Internal Revenue Code, it is conceivable 
for example, that in a given municipality, an arrangement could be m:’ ’e to 
finance a solar facility entirely on a tax-exempt basis if the benefits of that 
facility are available both to the public and to a business located therein. 

If the benefits to the business do not exceed 25 percent of the output of that 
facility over the life of that facility, the entire. unit could be financed on a 
tax-exempt basis. At times, though not necessarily right now, this ability to 
finance with tax exempt bonds has meant savings of over 500 basis points to the 
industrial user. 

There is also a situation where tax exempt financing could be available 
to an industrial user even though its benefits greatly exceed the 25 percent 
limitation. This is the so called **two-county” rule; however, rather than get 
into that technical area I would like to respond to questions on the subject. 
Thanks for your attention and for the invitation to be here. 



PASADENA MUNICIPAL UTILITY 


J • LiOh^ 


In thinking about this panel, what I am going to do is pose a lot of 
questions, most of which you have probably thought about and hopefully have the 
answers to. They are only repiesentative questions, but I think they will 
define the kind of questions that must be answered by someone, whether it be 
you or %ihether it be manufacturers or producers. The end user, the consumer or 
the utilities, in our case, will want to know these things. They are nuts and 
bolts type things. What I am asking here today are only representative ques- 
tions, but I think that you will want to know them early on in the game. Most 
of what I have to say will accompany these other gentlemen. Looking at your 
information on parabolic dishes, and I am just repeating some of those things, 
one question that comes to mind is, *'What kind of space do we need for these 
devices? For a fieL^. of them?" Now I assume we are practically speaking of 50 
to 1000 of these dishes. Certainly just to supply Caltech ir to%m here, I 
think we would need approximately 330 of them. How much space do we need, not 
just in dishes, but control buildings for the auxiliary equipment, for the 
interconnection, and for the interface? One other thing I notice is the lack 
of exclusion area, which might be appreciable. Just here in Pasadena, children 
love our insulators and buses* They love to shoot at them and they love to 
throw rocks at our insulators and I think they will just be fascinated by those 
big mirrors. We must acquire some space in order to keep people away from 
them. I do not think you want to cover them up. 

As an end user, we have to worry about erecting these mirrors. Along the 
way, of course, the question is: Who is going to erect them? Will a utility 

erect them or will a contractor erect them? Are we going to get an overgro%m 
erector set? We have gotten s( nae devices like that, with a millioi pieces, 
and it takes us two months to figure out what we have. Or, for instance, are 
we going to have six pieces that can be bolted together? Looking at dishes up 
there at Edwards, it certainly looks like it lends itself to a very nice set 
of sub-assemblies, which should not be too much of a problem. What kind of 
people must we employ to put these up if we should choose to do so our- 
selves? If we were to put up these kind of devices on a regular basis, I think 
we would seriously consider doing it ourselves. But, can the ordinary 
tradesman that ve have do it? How here again, let me say, I am speaking from 
a generating utility perspective, so we have generating capacity. Therefore, 
we have welders, we have machinists; we have those types of people which you 
might not find in the average city utility, which has only lines. This must 
be considered in the design. If a contractor is going to do it, where are 
these contractors? What contractors ar^ going to be knowledgeable about 
having information to erect solar dishes? What kind of tolerances are 
necessary? Is this going to be a watch put up, or is it going to be cast- 
iron? Again, looking at the tests at Edwards in aligning mirrors, what kind 
of tolerances must you have on that foundation on the ring? Can you bend some 
railroad rail or do you have to use a theodolite or an optimum system to get 
everything in alignment? These arc the kind of things we worry about, if we 
have to put them up and make them work. 
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Operating queationa: If we have theae erected, we have to live with them 

operating. In aome of the information I have read it ia auggeated to make them 
unattended jtationa. That ia fine, but preaumably they will have to be moni- 
tored in aome faahion. How ia that going to be done? la it going to be moni- 
tored at the atation and the information diaplayed at the atation, or ia it 
going to be taken to aome remote apot? Again, in our caae, being larger amall 
utilitiea, if that makea aenae, we have a diapatching center that we man 24 
hours a day and we have people that respond to the alarms. But what about the 
general case given the small utility? la someone goin^ to have to look at 
these things on a regular basis — once a day, once an hour, once a week? What 
kind of person, how many people are going to have to do that? What should he 
be able to do when there is a malfunction (and I am sure there will be malfunc- 
tions)? And if there is a malfunction, what will the device itself do? Will 
it shut down? Will the dish shut itself down and somehow datalog it, or say 
"I am sick" and tell the responsible person, whoever he is, that "I am the one 
that is sick?" We have a large data acquisition system. It was large in its 

day, v’hich was approximately IS years ago, for our steam plant. If there was 

trouble with the unit, the instruction manual said "Find faulty module and 
replace." That is fine when you are facing 300 identical modules that all 
look almost identical and you are not an electronics type. How would you find 
the problem? I have 350 dishes sitting there; how do I know which one is the 

sick one? Would it show itself and say, "Here I am?" If you had a dc system 

with inverters, do you have standby inverters, or just one inverter? Do you 
take into account how it affects economics? If the whole thing trips off, 

%diich could happen, what do you do? It is not an easy thing, particularly on 
isolated systems, or even on a grid system, to take a generating source that 
has gone completely off end put it back in service. If you try to pick up a 
cold load, you have proolems. You may pick up a current something like five 
times your operating current and you have to keep that in mind in the interface 
design, and so forth, on the ful;. load pickup. We have a maintenance problem 
that has been alluded to. How are we going to maintain this thing? And, 
again, what kind of people and how many people? Surely, it is going to take 
some kind of preventive maintenance. There are a lot of bearings and this 
kind of thing can not sit there for 20 years without someone looking at them, 
greasing them, oiling them, or whatever is necessary. Special tools may be 
needed, special test instruments, and trained people. What kind of training 
do they have to have? Spare parts: How many spare parts do we have to 

inventory? Who is going to do the maintenance? Again, maybe this deals with 
contracts. I can see a service industry devoted to erecting and maintaining 
solar dish fields. 

The last detail is the one that I, perhaps, am more concerned with: How 

do you interface one of these solar plants with an existing utility system? I 
wonder how much you have thought about that I Again, just in some of the things 
that I have read, 4,800 V are mentioned for being the end voltage out of it. 
That might be fine in some cases, but certainly in a lot of cases that would be 
too low a voltage. We are talking probably more like 69 kV, 115 kV or 230 kV, 
trhich gets to be a problem, with a very sbmII IMW or 2MW station, of trans- 
forming it up to this higher voltage. It certainly may be necessary. In a 
utility such as ours here in Pasadena, %re do not want to hook into our distri- 
bution system, which would be an old 4kV system and a 27 kV system. There is 
also the problem of protection. If there is a fault inside the station, will 
those devices take the fault current which the utility will deliver to them? 
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I think of the inverters in particular. If a fault occurs on the high or low 
side of the inverter we would say to the fault engineer, "What have you got in 
mind to protect those devices?" Or, conversely, if there is a fault right 
outside the station, can the devices keep that kind of fault from damaging the 
inverters? Can we dispatch the things? For some reason we may want to take 
power from someone else and back down on the dish generating source. How do 
we back this thing down? It is capable of putting out 5 MW but only want 

to take 2 MW out. Is that dealt within the design and if so, how do we do it? 

Those are all the nitpicking questions I am going to pose. The big ques- 
tion is, how do we get the answers to all these little questions? We need a 
dialogue instead of a monologue. The information that you have published is 
fine, but do we get it? Do we see it? Do we have time to read it? Often, we 
do not. The meeting in Aspen was a good example of getting utility people in- 
volved and I think the utility people should be involved right now as much as 
possible because of the types of questions I have been asking. And together we 
will have to supply sere of the answers. You will have to supply some of the 

answers, and the loanufacturers will have to supply some of the answers. Better 

start talking with us. Good luck. Thanks. 
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MARKET ASSESSMENT OVERVIEW 
Hamid Hablb-agahi 
Jet Propulsion Laboratory 
Pasadena, California 91109 


Market assessment was refined during FY 1980 with analysis disaggregated 
from a national level to the regional level and to specific market 
applications, resulting in more accurate and detailed market estimates. 

The development of an iucegrated set of computer simulations, coupled with 
refined market data, has allowed tremendous progress in our ability to 
evaluate the worth of solar thermal parabolic dish systems. It is now 
possible to perform in-depth analyses of both electric and thermal market 
applications of these systems. 

The following market assessment studies were undertaken in 1980; 

- Regional analysis of the near term market for PD systems 

- Potential early market estimate for electric applications 
Potential early market estimate for IPH/cogeneration applications 

- Selection of thermal and electric application case studies for FY 1981 
Regional Analysis 

A computer simulation program was used to evaluate the effect on the 
levelized busbar energy cost of increasing production levels of two types of 
solar thermal electric power plant systems in each of 13 U.S. regions. The 
first-generation solar thermal reference system was a parabolic dish with a 
Brayton engine, with a production level of up to 25,000 modules per year; the 
second generation case used an improved dish and a Stirling engine, with 
production levels from 25,000 to 100,000 units per year. 




241 


3 


I ' 



The input data for the two generations were held constant while the direct 
normal insolation resources cf each roglon were changed to obtain the effect 
of regional Insolation on the levelized busbar energy cost (BBEC). The 
levelized busbar energy costs for three conventional power generation systems 
were estimated region by region for the >ears 1985, 1995 and 2000. Then the 
BBEC for the three conventional power systems were compared to the Pj electric 
option to determine potential early markets. The results were that PD could 
be competitive with oil-fired power plants before 1990 in Western and 
Southwestern regions. The second generation of technology, even with annual 
production of 100,000 modules/year will not be competitive with intermediate 
and large coal power plants before the year 2000 in many states. 
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Eleotrlo Application 


As the first step in estimating the electric application market size, it 
was determined that BTU's of oil and gas burned was a more relevant market 
size estimate than existing oil and gas capacity. Further, relying on the SAI 
case study results, the near-term (1985-1990) market for PD electrical 
applications will be United to isolated utilities and utilities with 
favorable financing: municipals, rural electric cooperatives, and federal 

installations. An inventory was then compiled of oil and gas-fired generating 
plants used by electric utilities in high insolation states in the U.S. Based 
on this inventory and the above assumptions, the maximum near-term electrical 
application market size is MYO trillion BTU’s or 890,000 dish modules.* 



Oil i i;as 
rAl'AClTY 
Pisri M LMINT 

^ 

OIL ^ OAS 
FlU'L 

Disn.AnMrNT 

Bnn_ 

• or IQUl VALENT 
DISH MOmn.ES 
(10^ 

MUNiriPM s 

n.880 

280 

520 

RIC 

2,540 

20 

50 

H Ul RAL 

1,800 

50 

00 

lb LAND 

4,500 

140 

260 

TOTAL 

20, 580 

470 

890 


• I 

The values of solar (generation ilisp lacing oil and gas 

in these m.irkets in are expected to range frow IZO mills/kWh 

to SIO mills/kWh (1980 $). 

m > 

This column mciely represents the number of solar modules irt|uired 
to gene late the same amount of electric energy currently generated 
by the oil and gas units in these utilities. 


• Note that this is the total replacement figure, not an annual market 

size. It is assumed that conventional systems have a heat rate of 12,000 
Btu/kWh, and that the electrical output of a dish ranges from 32 to 52 
thousand kUh/year, depending on the regional insolation. 
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Non-electric (IPH) Application 


It was assumed that the industrial market would also be limited to areas 
of high insolation. Within these areas, industries with annual energy 
consumption of 5 trillion BTU's or more offer the highest potential market 
penetration. Representatives of industries identified in these areas were 
contacted to determine the constraints, if any, on the use of solar for 
specific IPH applications. Industry responses prompted the removal of 
applications in petroleum refining and iron and steel foundries from the 
market estimates: land constraints were prohibitive in both applications; the 

foundries needed direct heat rather than heat derived from steam. There were 
five industries which did not have any significant barriers against the use of 
solar thermal systems in the near future: industrial inorganic chemicals, 

agriculture chemicals, sugar refining, hydraulic cement, and enhanced oil 
recovery. The near-term maximum potential market in these industries is 
estimated to be 450 trillion BTU's, or an equivalent of 880 thousand dishes. 


MAR ri.R.M J>on;STlAL MARKLT VOR I'ARABOUC DISH 
NON-El.f-CTRIC Al’PU CATIONS 


r industrial APPtICATIONS 

operating 

temperature 

ENERGY CONSUI'.PTION* 

lo’^ BTUs (1985) 

EQblVAUNT 
NUMBCR OF DISHES 
1000' S) 

SIC 

CODE INDUSTRY 

281 INDUSTRIAL INORGANIC 

CHEMICALS 

1100“ - 2500“ 

100 

200 

2o7 AGRICULTURAL CHEMICALS 

550“ - 550“ 

100 

200 

206 SUGAR REFINING 

550“ - 1100“ 

30 

60 

324 HYDRAULIC CEMENT 

1100“ - 2500“ 

50 

90 

enhanced oil 

RECOVERY 


170 

CD 

TOTAL 


450 

880 

•Sources; (1)":;'.arket Characterization of Solar Industrial Process Heat Applications," 


StRl/PR 5a5-212, declnucr 1979. states: calif, texas^ Louisiana: 

INDUSTRIES WITH ENERGY USE OF 5 X liTU'S OR MORE. 


(2) Data Resources Inc., energy review, winter 1980, pp. 133 (industrial 
ENERGY consumption.; AVERAGE ANNUAL GROWTH RATE OF 1.52 DURING 1980-1990. 

(3) Heat rate for conventional system is assumed to be 3414 BTU/KWH and t: 
OUTPUT of the dish RANGES FROM 110,000 K'n'H TO 170,000 KWH. 
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Thus, the total potential new market for PD systems in electrical and 
non-electrical applicaticxis is about one quad, or equivalently, 1,770,000 PD 
modules. 

These estimates, as noted previously, are the maximum potential market for 
soleir systems. Two important issues consequently arise: first, how much 

penetration will be achieved by solar thermal technologies in general, and 
second, how much of this penetration may be achieved specifically by parabolic 
dish systems? 

The latter issue involves defining the comparative advantages of PD 
systems over trou^ and central receiver systems. PD systems have some 
advantages over both troughs and central receivers in industrial 
applications. Dishes are more efficient than troughs, and are able to operate 
in higher temperature ranges (above 550° F). Close to 80t of the IPH market 
requires temperatures above 550° F. Although efficiency alone does not make 
a technology more attractive, solar thermal is a land intensive technology. 
High efficiency in this case implies smaller land requirements and thus 
mitigates one of the critical barriers to entry into this market. 

Land constraints as well as thermal transport costs are also potential 
problems with central receiver systems. Because of their modularity, 

PD systems not only require less land for the same expected effective output, 
but the land need not be contiguous. 

For electric applications, PD systems are again not only more efficient 
than trouts, but they also show more flexibility in dispatch options. The 
two-axis tracking allows optimal adjustment to seasonal demand and insolation 
variations, and thus different sun-following or load threshold dispatch 
strategies may be adopted at any time. 
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The major advantage of a PD system over the central receiver lies in the 
system's modularity; not because of land constraints, but because of the 
different patterns of capital coats. Central receivers require a much higher 
initial cash outlay, since the entire system must be Installed before any 
power is generated. The capital costs of an equivalent PD system, on the 
other hand, may be spread out over many years as the system's capacity is 
Increased. 

Case Studies 

Case studies performed with computer simulation models will be used to 
estimate market penetration in specific applications over time. 

Documentation, testing, and integration of the models were performed in FT 

1980. 

These studies were selected to represent a broad range of sizes, 
ownership, insolation, utility load characteristics, and utility generation 
mix. At present, case studies for Molokai, Hawaii, Osage City, Kansas, 
Burbank, California, the Salt River Project in Arizona, and the Southern 
California Edison Company in California are planned for FY I98I. 
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COST GOALS 
John Hoag 

Jet Propulsion Laboratory 
Pasadena, California 91109 


Abstract 

This paper reports the cost goal activities for the point focusing 
parabolic dish program. In general, cost goals involve three tasks. First is 
determination of the value of the dish systems to potential users. Secondly, 
the cost targets of the dish system are set out. Finally, the value side and 
cost side are integrated to provide information concerning the potential size 
of the market for parabolic dishes. This paper reports on the latter two 
activities. 

Introduction 

One crucial aspect of technological development is whether or not there 
will be a market for the technology once it is developed. If there is no 
market, one reason for developmnent is eliminated. Some view of the poten* .al 
market is essential. The cost goal exercise attempts to address this question. 

There are two aspects to determining whether or not there is a market. 
First, we have to know what value consumers of the good place on that good. 

In short, how much would users be willing to pay to obtain the good. 

Secondly, we need to know something about how much it costs to produce the 
good. But these pieces by themselves do not yield answers. What if the 
amount people are willing to pay is lower than the cost, but the number of 
units people want will not be sufficient to drive the cost that low? In 
short, seme synthesis or integration is required. This paper reports on cost 
targets and synthesis. 
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Cost Targets (or Attainability based on System Cost Targets) 


The cost targets are viewed as just that: reasonable targets which can be 

achieved. There is much challenging technical work to be done toward the 
achievejient of the goals. The goals are initially stated in dollars/square 
meter for various levels of production. The numbers can then be inverted into 
other units for easy comparison to the value numbers. In particular, it would 
be desirable to obtain dollars/unit of output. For the consumer of power, 
dollar per peak output is not a satisfactory measure since the unit does not 
always operate at peak. A more desirable measure would be mills/kWh or 
dollars/MMBTU. To obtain the output (kWh or MMBTU) of the unit, vre need to 
know something about efficiency of the unit of converting sunlight to usable 
energy and something about insolation. Thus, the cost goals are translated 
into numbers which are region-specific. The actual cost to the potential user 
will also depend on what financing arrangements and what unusual tax aspects 
the user faces. Thus, financial parameters also enter the picture. 

Synthesis 

These attainability based cost targets need to be integrated with the 
value base information to see if some potential market size can be determined. 

In the following graph, a start toward that synthesis is made. We shall 
discuss the electric application and similar remarks held for the process heat 
case. 

In this picture, the lines sloping gently upward are the value-based cost 
goals. The cross hatched areas are the attainability-based numbers. The fact 
that the attainability-based numbers seem to lie below the value numbers for 
distillate oil, gas peaking and residual oil seems to suggest that solar power 
could compete with those fuels. Of course, that would only be true if the 
utilities used only one kind of fuel, load perfectly matched insolation, if 
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there are plants of the kind assumed in that region, and if the number of 
units that people want is large enough to support those costs. In other 
words, if 10,CX)0-100,000 modules/year are not needed in the 1990-2000 time 
frame, then there is no way to be sure that these costs can be attained. If 
that happens, utilities will not find it attractive to utilize solar devices. 
The point is that value below cost is a necessary condition for success of the 
solar program, but it is not sufficient. 

Since modeling of the subtle economic aspects of the various fuel mixes 
and load match is very difficult, some case study work is planned to attack 
these problems. It seems unlikely that insight into these problems will be 
obtained without such work. 

Suntnary 

The size of the market for the device is a matter of considerable interest 
and importance. The calculation of market size includes both a value based 
number and an attainability based number. But these numbers by themselves, 
while necessary, are not sufficient to gauge market success. To correctly 
understand the nature of the market, finer, more micro studies must be done on 
a case-by-case basis. 
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AIJ ASSESSMENT OF THE INDUSTRIAL COGENERATION 
MRKET FOR PARABOLIC DISH SYSTEMS 

J. W. Doaae 

Science Applications, Inc. 

Golden, CO 


APPROACH 

The Federal Energy Regulatory CoTiunlsslon (FERC) acting under authority of the 
Public Utilities Regulatory Policies Act (PURPA) , has ruled that electric 
utilities must purchase electric energy from qualifying cogenerators and small 
power producers at rates reflecting the costs the purchasing utility can avoid 
by obtaining energy and capacity from those sources. The FERC rules also re- 
quire sale of back-up electricity at nondlscrlmlnatory rates. Interconnection 
of qualifying cogeneration facilities to the grid, and ’’wheeling** of cogener- 
ated power outside the local service area If a contract cannot be achieved 
between the cogenerator and the local utility. 

Science Applications, Tnc. (SAI) Is examining the value for parabolic dish 
solar thermal systems in cogeneration applications In the southwestern United 
States under these circumstances. In this sense, the study is an attempt to 
approximate the economic demand curve for parabolic dish cogeneration systems, 
showing a potential amount sold as a function of price. Price estimates will 
be based, insofar as possible, on analysis of the benefit streams ere- ed by 
a reference cogeneration system, serving industry-specific steam and lec- 
tricity loads, under region-specific weather conditions. In addition, the 
rates for back-up power and electricity buyback used to monetize the energy 
flows from the cogeneration system will be based on utility-specific filings 
of intent where possible. 

The estimation of potential quantity sold as a function of price Is a famous 
problem In new technology market potential studies. This study does not try 
to develop support for the existence of a large cogeneration market, but in- 
stead trys to identify the ’’top” (In a price sense) of that market. Thus, 

SAI will look for the most advantageous (for dish system value) correspon- 
dence between steam-electric energy loads, dish system output, and expected 
rates for back-up and exported power. The credibility for these findings 
will rest on the ability to verify the relevance of the conditions modeled, 
and on the analysis technique used to derive system value from those condi- 
tions. 


METHODOLOGY 

The value analysis technique used for this study Is simple and straightforward. 
Maximum allowable life-cycle system cost for the cogeneration system is deter- 
mined as the sum of the present value of fuels displaced plus the present value 
of revenues from exported power. Each conventional fuel displaced is described 
by a unit cost in the first year, a uniform annual consumption ^ate, and a 
uniform annual escalation rate for unit cost. Because the effects on after- 
tax earnings of a $1 increase in revenues, are assumed to be the same as those 
of a $1 decrease in costs, exported energy flows arc treated the same as dis- 
placed energy. 
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The question of Interest for this study Is: how muc.h can a cogeneration 

syetem cost and still be competitive with conventional energy technologies? 

An absolute upper bound to this question Is defined by the "breakeven" 
system cost, defined as the highest Installed system cost for which the 
cogeneration project can avoid a negative net present value (NPV) when all 
project-resultant cash flows are considered. All of the application-specific 
characteristics mentioned above, plus the operations and maintenance costs 
of th^' cogeneration system, are represented in the project NPV. 

*^6 technique for determining potential quantity sold is much more empirical 
than the discounted cash flow methods used to determine value. Subjective 
criteria were used to limit the survey population to service territories of 
eight Investor-owned utilities In six major metropolitan of the southwestern 
United States. Use of the utility service territory as th3 basic unit of 
analysis has several o''‘*ratlonal advantages. First, the relevant rates for 
back-up and exported power will be utility-specific. Thus the utility 
service territory is a logical unit for the value analysis described above. 
Second, service Lerrf..orles are easily related to the regional manufacturing 
activity data used in estimating potential cogeneration system sales, and 
to other region- and site-specific influences on prospects for solar thermal 
cogeneration(insolatlon, projections of industrial growth, lard availability, 
transmission line availability, etc.), finally, the large utilities 
generally have substantial in-bo!ise knowledge of the load characteristics 
of their industrial customers. If this preliminary analysis were to be 
disaggregated and extended, vi<^its to the eight utilities might be a 
cost-effective alternative to site visits to all prospective cogenerators. 

Within a given service territory, the gross population of prospective 
cogenerators is determined from lists of local manufacturing activity as 
reported in state manufacturing registers. Initial screening is applied 
to eliminate manufacturing activities whose energy requirements are 
obviously Incompatible with paraboli' dish systems. The remaining plants 
are retained for further analysis. Performing this p-ocess for each 
service territory results in a matrix of "feasible" manufacturing 
establislunents, tabulated by utility service territory. 

Using energy load profiles typical of the industries selected, and local 
insolation an^ utility rate data, breakeven costs for parabolic dish 
cogeneration systems are computed for each appiication/service territory 
combination in the matrix. The results, ranked from high to low by 
breakeven value, represent a \ alue-stratlf led list of potential cogeneration 
applications for the sample analysed. Tlie last step is to estimate the 
quantities of potential sales of parabolic dish cogeneration systems 
corresponding to the respective value strata. This is done from local 
data ou manufacturing sector energy use. This data is used to estimate, 
for each service territory, the total energy use by each manufacturing 
activity modeled. The portions of that total use corresponding to the 
process conditions modeled are estimated from "typical plant profiles" 
for the appropriate industries. 


EXPECTED RESULTS 


Because they will be synthesized irora average data, the potential sales data 
are obviously "soft." Furthermore, the important attrition mechanisms 
separating attainable sales frcm gross potential are not modeled at all. The 
value of the study must rest, therefore, on the value stratification results. 
From this perspective, the quantity results should be indicative of applications 
meriting the cost of gathering more detailed information on technical require- 
ments and potential energy displacement. 
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ADVANCED DEVELOPMENT - FUELSt 
Kumar Ramohalll 

Chemica’ and Biological Processes Section 
Jet Propulsion Laboratory, California Institute of Technology 


ABSTRACT 

This paper describes the solar thermal fuels and chemicals program at 
JPL. The primary objective Is to develop and apply high technology to 
displace fossil fuel (oil) use In the production/processing of valuable fuels 
and chemicals; It 1* the aim to demonstrate the technical and economic 
feasibility to an extent that enables the Industry to participate and 
commercial ize the product. A representative process, namely Furfural 
production with a bottoming of acetone, butanol and ethanol (ABE), is 
described. Experimental data from all solar production of furfural Is 
discussed. Estimates are given to show the attractiveness of this process 
especially considerino its flexibility fb be adaptable to dishes, troughs or 
central receivers. Peat, lignite and low rank coal processing, heavy oil 
stripping and Innovative technologies for process diagnostics and control are 
mentioned as examples of current projects under intensive development. 


FURFURAL AND ABE BOTTOMING 

As part of the SUNFUELS program sponsored by the U.S. Department of 
Energy, JPL has demonstrated the technical feasibility of producing liquid 
fuels. The general philosophy has been one of maximizing the utility of the 
solar application: inst-'ad of producing one fuel or one chemical In the 
process, several fuels and chemicals are produced In the overall process. A 
brief description of the background, proven test results and the future plan 
Is outlined here. 


BACKGROUND 

Solar energy processed fuels and chemicals are expected to gain 
prominence in the mid (19P5-1990) and the long (2000) rany future of the 
United States if not the world. Solar energy processed f; and chemicals 
are of course available in nature as plants and derivatives. In an attempt 
to identify transportable and storable liould fuels and to displace fossil 
fuels (Example: imported oil) in their processing, FURFURAL Is Identified as 
an Important candidate: conventional furfural production from biomass is seen 
to offer possibilities of simultaneously producing valuable alcohols and 
acetone at litt'e extra eneroy cost. 

At the present time 10^ kilograms (=2 x 10® lb.) of furfural are 
produced In the U.S. A. annually. Practically all of this Is produced by 
Quaker Oats. The feedstock Is biomass that have hemicellu loses in them 
(corncobs, peanut shells, soft woods....). The theoretical maximum yield is 
in the range of lOX - 20Jf by weight of the feedstock. Furfural can be used 
as a liquid fuel (=5550 kcal/kg or 10,000 Btu/lb. of energy release upon 
complete combustion in air), although there exist more valuable uses such as 
feedstock for furan resins. (The Germans used furfural as a Diesel fuel 

f Work funded by DOE and performi^'at JPL os part of NASA Contract NAS7-100. 
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during the second World War.) The 1980 price is nearly l$/kg or ($0.45 per 
pound). It takes nearly 9992 kcal/lit (150,000 Btu per gallon) of furfural 
produced. The feedstock is acid hydrolyzed and steam "cooked" to release the 
furfural which is subsequently extracted from the water by dichloromethane. 
Hence, the use of solar produced steam in the process would displace at least 
0.75 X 10^^ kcal/yr (3 x lO*'^ Btu/yr) worth of fossil fuels (mostly 
oil and natural gas in the U.S.A.). This number of 0.003 Quad*/yr is just 
the proverbial tip of the iceberg. 

The acid hydrolysis process (with typically 5* dilute H^SO^) 
prepares the cellulosic portion of the biofeedstock also ideal for 
fermentation to acetone, butanol and ethanol (called ABE, for short). Since 
the cellulosic portion consists of at least 50X of the typical feedstock, 
while the hemicellulose is typically 15)f, the product breakdown may be 
expected to be: 


0.15 kg Furfural 

0.45 kg of alcohols 

0.2 kg of solid spent mass 

per kilogram of feedstock. Even if the difference (0.2 kgl is not 
recovered, 0.45 kg. of alcohols yield an equivalent of (^|-) x 2 x 10® x 
10^ = 0.006 Quad/yr in energy. The solid spent mass can be used as 
cattlefeej after deacidification, or just burned to augment the steam 
production. This ABE "bottomer" also enables the production of furfural on a 
continuous basis (as opposed to solar dependence always). Thus 0.009, or 
nearly 0.01 Quad/yr. is the mouimun fossil energy displacement to be 
expected. 

With the dwindling petroleum supplies the furfural derived chemicals can 
possibly provide the plastics feedstock and pseudo aromatics . 


"■S' " 

H - C C - CHO 
\ / 

0 

The chemical structure of furfural suggests that furfural could be a 
potential additive to enqine fuels for knock suppression. After the 
elimination of tetraethylead from the fuels, aromatics are being used to 
raise the octane numbers to acceptable values. With the natural petroleum 
derived aromatics becoming increasingly expensive, furfural could rise to 
meet the demands. Even at a conservative rate of 1* addition to gasoline 
(synthetic or natural) the demand for furfural (in furfural derived pseudo 
aromatics) potentially is seen to be 10® - 10'® kg/yr. 


* 1 O' ad = 0.25 X 10^'' kcal. 


258 



THE PROCESS REQUIREMENTS 


Furfural production requires steain In the pressure ranqe of 3. 4-6. 8 atm 
(50-100 psi) and temperature range of 422-533*K (300*-500*F). Typically 30 
kg of steam are used per kg of furfural produced or 30 kg for nearly 7 kg cf 
feedstock. These rather mild conditions shoM that the process steam can be 
obtained by troughs, dishes, or central receivers. This flexibility Is 
particularly valuable considering that the solar collector technology (viz, 
troughs vs CR's vs. dishes) has not been finalized yet. 


THE RUNS AT JPL 

Four successful runs were conducted at JPL (Pasadena) with 9.08 kg (20 
1b) feedstock of corncobs each and electrically produced steam. The pressure 
and temperatures used were 3.4 atm (50 psig) and 422*K (300*F). The runs 
lasted 1-1 1/2 hrs. Electrical preheat was used to raise the temperature 
before the steam cooking. 

After these Initial tests the reactor was tied to the steam generator at 
the Test Bed Concentrator - 1 at the Edwards Test Station at JPL. This aJUL 
boloLX production of furfural was highly successful even at the very first 
attempt. It should be mentioned that the design capacity of 80 kw (thermal) 
of T8C-1 was far In excess of the small reactor requirements. One half of 
the reflector area was blocked off during this run. 


FUTURE PLANS 

The reactor exists to handle nearly 10 kq feedstock per batch. The runs 
last typically 1-2 hrs. A reactor properly matched to the TBC is In design 
and will be matched with the TBC-1 later in FY81. Runs will be conducted at 
the trough facility of Albuquerque, New Mexico. Process optimizations will 
be performed, ^he furfural will be tried as a fuel in the diesel engine and 
as a fuel additive ’n a gasoline engine. Fermentation of the spent mass Is 
in progress to prove the ABE process. 


TRANSITORY SUMMARY ON THE FURFURAL PROCESSES 

It is interesting to note that after the JPL effort got underway thtee 
important developments have taken place with regard to furfural in the 
world. 

1. Cetus Corpora^’^on and Standard Oil of California have entered an 
agreement to produce large quantities of furfural. The production is 
expected to start in the next three years (ref. Chem. Enq. 28 July 
1980). 

2. Mitsubishi Company in Japan is setting up a huge plant in Japan for 
making a derivative of furfural (tetrahydrofuran). 
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3. Quaker Oaks and IITRI have jointly submitted to JPL a proposal for a 
feasibility demonstration of solarization of furfural production on a 
commercial basis. 

The future looks bright for furfural. 


LOW RANK COAL, PEAT AND LIGNITE PROCESSING 

It is estimated that the deposits in the USA correspond to 1443 quads of 
peat, 3082 quads of lignite and 3534 quads of subbituminous (low rank) coals 
(Ref. 1). The high moisture content (frequently in excess of 50X by weight) 
of these fuels poses special problems. Transportation in wet form is not 
economical and drying them invariably introduces severe problems of 
spontaneous reactivity. Utilizing the energy content of the peat/lignite/ 
low rank coal to process them would diminish their heating value. A process 
is sought to obviate all of these problems simultaneously. 

An Innovative process developed at JPL is shown in Fig. 1 here. The 
as-mined material is mixed with a heat transfer fluid in which it is wet 
ground. The heat is supplied in a heat exchanger that circulates solar 
steam. A flash separator gets out the high BTU vapors which can be directly 
fed into a gas pipeline or used as a feedstock for making liquid fuels. 
Preliminary economics calculations show that 3.25 x 10* Kcal/1000 kg can be 
recovered in transportable, storable high BTU fuel with this solar assist 
process. Laboratory experiments are underway to prove the process. 

HEAVY OIL STRIPPING 

The solar derived steam is ideally suited for the stripping of heavy oil 
that occurs in a distributed manner in many parts of the U.S.A. (example: 
California). A reactor is being built to utilize the TBC-1 steam at 811*K 
(lOOoF) for this purpose. It is expected that the same reactor can be used for 
processing synthetic crudes also. 

INNOVATIVE PROCESS DIAGNOSTIC TOOLS 

Acoustic imaging is being developed to diagnose in real-time local 
details in processes. The acoustic field can be mapped locally with 
non-interfering Ellipsoidal Acoustic Mirror Microphones (EAMM). Details of 
spatial and temporal resolutions are being worked out. 


REFERENCE 

1. Skrotzky and Vopat, Power Station Engineering and Economy, McGraw Hill, 
pp. 16-17 (1960). 


260 




261 


Fig.l The proposed modified wet oxidation process to convert peat/lfgnite and low rank coals to high BTU fuels. 
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R. Leitheiser, Quaker Oats Co., Barrington, IL 
M. Waytnan, University of Toronto, Toronto, Canada 


ABSTRACT 

In the manufacture of fuels and chemicals from biomass, a significant 
fraction of the energy input to the processes is derived either from fossil 
fuels or from a portion of the biomass feedstock itself. Since there is a 
strong motivation for the U.S. to reduce where possible the use of fossil 
fuels for process energy, and since the use of biomass simply as a fuel is 
a suboptimal use of this feedstock, the employment of solar heat for pro- 
cess energy represents genuine conservation of these valuable resources. 

The riost significant nearer term opportunities for the application of solar 
thermal energy to the manufacture of fuels and chemicals from biomass are 
summarized in this paper, with some comments on resource availability, mar- 
ket potential and economics. Special consideration is given to the produc- 
tion of furfural from agricultural residues, and the future role of furfural 
and i ts derivatives as a replacement for petrochemicals in the plastics in- 
dustry. 


INTRODUCTION 

Agricultural wastes offer a large source of available biomass. The 
Quaker Oats Co. has been active since the 1920's in the utilization of such 
waste products as a source of the chemical furfural. Current furfural pro- 
cesses convert only a portion of the collected raw material to the desired 
product with resultant by-production of large amounts of residues which on 
burning give sufficient energy to drive the process. The use of solar ther- 
mal energy for biomass processing would allow complete utilization of these 
residues for further conversion to higher value liquid fuels and chemicals. 

Solar energy is considered to be the most viable source of process 
energy for totally integrated biomass plants in the future. Since most, if 
not all, of the biomass is to be converted to furfural and other chemical 
derivatives, or to high utility value convenience fuels for transportation, 
an alternate source of energy is needed. Since it is anticipated that these 
plants will be»relatively small, to minimize collection costs of the biomass, 
coal does not appear to be a viable heat source because of transportation 
and pollution control problems. Solar energy therefore is considered to be 
the most viable long-term energy source. 

The study presented in this paper ]■, part of a proposed project aimed at 
determining the feasibility and opti ’U'.’ design of an integrated process for 
the production of fuels and chemicals utilizing agricultural residues. An 
important feature of fuels and chemicals based on furfural and its co-pro- 
ducts is that the feedstocks are agricultural wastes and, as a result, do 
not compete with the food supply. The proposed study, to be conducted by 
IIT Research Institute with the cooperation of the Quaker Oats Co. and the 
consultation of Prof. M. Wayman of the University of Toronto, will indicate 
the best approaches for maximizing the energy yield of the biomass with the 
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use of concentrated solar heat as the primary source of process energy. The 
potential of furfural and Its derivatives as "renewable resource" chemicals 
to replace petrochemicals In the production of plastics and elastomers Is also 
considered. 


SOLAR POWERED BIOMASS CONVERSION PROCESS 

Biomass, regardless of source, consists prImarMy of three principal 
Ingredients, namely, hemicellulose, cellulose and lignin. Agricultural 
residues such as corncobs, sugar bagasse and oat hulls, as well as hardwoods, 
give hcmlcelluloses which contain relatively large amounts of pentosans 
(C-5 sugars) which can be cleaved and dehydrated to give furfural, a pseudo- 
aromatic chemical which has the potential of replacing petroleum derived 
benzenold chemicals and resins. Softwood hemicelluloses, by contrast, con- 
sist essentially of hexosans (C-6 sugars) which do not yield furfural, but 
wh'ch can be fermented to alcohol, usuable as a liquid fuel. These hemi- 
celluloses are rather easily hydrolyzed to a mixture of fermentable sugars 
cuch as glucose and mannose. Cellulose, by contrast, consists of essential- 
ly 6 carbon glucose units linked together by 6 linkages which permit the 
molecules to orient to give highly crystalline structures which are quite re- 
sistant to hydrolysis to simple sugars. 

Lignin consists primarily of propenyl phenol moieties linked by a number 
of different bonds, including ether linkages and carbon-carbon bonds. The 
lignin is closely associated with the cellulose portion, possibly with di- 
rect chemical bonds, so much so that some researchers in the field regard 
lignin as a "glue" that holds the cellulose structure together. Once isolated 
by mechanical/chemical means, lignin is soluble in alkaline solutions via 
salt formation with the phenolic hydroxyls. 

Currently two industries process large quantities of biomass for non- 
food uses: The forest products industry pulps wood to separate the cellulose 

from the hemicellulose and lignin fractions, primarily for use in making 
paper, but also for chemical conversion to rayon fibers, cellophane film, 
and acetate plastics. The Quaker Oats Company processes agricultural residues 
so as to convert the pentosan hemicellulose fraction into furfural. These 
industries use different fractions of the collected biomass and convert only 
a portion of the huge amount of biomass they process into useful products. 

From 50 to 90^ of the total biomass collected is burned as fuel. The chal- 
lenge of a solar powered biomass conversion process is to maximize the energy 
yield of the biomass by complete utilization with the use of concentrated 
solar heat as the primary source of process energy for the ppoduction of 
chemicals and liquid fuels. 

An integrated biomass conversion process would separate the components in 
an undegraded state so that subsequent processing would result in liquid fuels 
and chemical products of greater value. Unavailability of by-products as 
fuel, however, would require substitution of energy from another source. Solar 
thermal energy can provide the steam needed for biomass processing and energy 
for product distillation and purification. 

The critical aspect of such a biomass conversion process is the separa- 
tion of biomass into hemicellulose, cellulose and lignin under conditions 
which do not degrade these fractions during separation. An effective pre- 
treatment is "autohydrolysis" (ref. 1), which consists of steaming the 
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biomass at about 200°C for approximately 20 minutes. This breaks up the cry- 
stallinity of the cellulose, renders the hemicellulose soluble in hot water, 
and partially depolymerizes the lignin which becomes soluble in dilute so- 
dium hydroxide solution from which it can be separated by acidification. 

The cellulose freed from hemicellulose and lignin is separated in a partial- 
ly decrystal 1 i zed form suitable for hydrolysis. The hemicellulose filtrate 
would be diverted to an existing Quaker Oats plant, the lignin would be sent 
to a conversion unit for the production of useful chemical intermediates, and 
the cellulose would go to a saccharification/fermentation plant for conversion 
to alcohol fuel. A tentative process flowsheet is shown in fig. 1. 


For continuous operation during cloudy or non-daylight hours, in the 
absence of a thermal storage system, some of the residual ligni'* which has 
a high heat of combustion (~ll,000BTU/lb), could be effectively utilized 
as supplemental fuel for hybrid operation. 


BIOMASS RESOURCE AVAILABILITY 

Agricultural crop residues in the US amount to about 1 billion tons 
annually. While a portion of this is re-used in agriculture itself, the po- 
tential is there to produce S-10% of the nation's energy needs from these 
wastes. Thus, biomass now existing can provide substantial amounts of feed- 
stocks to processes such as the one described here. 

Corncobs are the preferred material because of optimun: furfural produc- 
tion and relative ease of grinding and processing. However, widespread use 
of combines to harvest corn has drastically reduced the availability of 
cobs. A possible future raw material would be the "corn stover" which exits 
from the combine when corn is harvested. Alternate feedstocks might be sugar 
bagasse or aspen chips. For the longer term, processing of gusyule bagasse 
after extraction to remove rubber-like hydrocarbons will be considered. 
Guayule has been proposed as a viable source of "rubber latex" which can be 
grown on currently nonproductive arid regions in the southwestern U.S. Since 
these are areas of high insolation, application of solar thermal energy to 
the processing of guayule may be particularly advantageous. The fibers ex- 
tracted from guayule bagasse contain relatively high levels of pentosans 
which could be converted to furfural. Subsequent removal of lignin would 
yield fibers suitable for paper (based on USDA studies) or for saccharifi- 
cation and fermentation to alcohol. 


ALTERNATIVE FUELS AND CHEMICALS 

In addition to developing alternative fuel sources, alternative chemi- 
cal process feedstocks must be developed if dependence on petroleum im- 
ports from OPEC nations is to be eliminated, ^urfural is a very versatile 
chemical which can be utilized in a variety of synthetic organic processes. 
Furfural is used as is as a selective solvent for refining motor lube oil, 
but is used more extensively as a feedstock for producing other chemicals 
such as furfuryl alcohol, tetrahydrofurfuryl alcohol, furan, tetrahydrofuran, 
and polybutylene glycol ethers. Until fairly recently, THF via furfural was 
the feedstock for du Font's Nylon 6/6. Currently the largest market for che- 
micals based on furfural is for furfuryl alcohol which on condensation gives 
a resinous binder. 
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FIGURE 1. SOLAR-POWERED BIOMASS CONVERSION FLOWSHEET 




The furan ring Is pseudo-aromatic and undergoes many of the reactions 
of ana1og«,js aromatic compounds. Furfural and derivatives therefrom of- 
fer great potential for replacement of benzenold chemicals such as styrene 
and phenol widely used In polystyrene and ABS plastics, In SBR elastomers. 

In phenolic molding compounds and plywood adhesives, and In polyester lami- 
nates. The pseudo-aromatic furan ring contributes many of the physical and 
chemical properties resulting from the aromatic benzene ring In petroleum 
based derivatives. Furfuryl alcohol resins could be used to replace pheno- 
lic resins as binders for particleboard and glue for plywood, kith the 
prfce of phenol rapidly Increasing and continued supply of phenol uncertain, 
the forest product Industry currently Is serking a "renewable resource" ad- 
hesive to replace phenol Ics. Preliminary laboratory studies Indicate that a 
furan resin can Indeed be readily substituted for currently used phenolic 
adhesives. In order to supply this market, however, current production ca- 
pacity of furfural /furfuryl alcohol, which Is currently ~200 million Ibs/yr, 
would need to be expanded by a factor of at least 10. Another potential 
large volume market for furfural Is the production of vlnylfuran as u replace- 
ment for styrene. Styrene, which Is vinyl beitzene. Is a vital chemical Inter- 
mediate for polystyrene plastics, Insulating foams, elastomers and polyester 
resins for fiberglass laminates. 

Thus, furfural appears to be a viable "renewable resource" alternate 
for the plastic Industry. Potential large volume markets exist for the re- 
placivnent of oil-derived aromatic chemicals. This Increased volume of fur- 
fural could only be produced economically by development and construction of 
plants designed for the total utilization of biomass. It would appear that 
the economics and future outlook for such plants depend upon the availability 
of a source of energy not Involving either fossil fuel or the combustion of 
the biomass Itself. Solar hjat has a contribution to make by providing the 
source of energy required for biomass conversion. 
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SOLAR THERMAL MATERIALS RESEARCH AND DEVELOPMENT^ 

B.P. Gupta 

Solar Energy Research Institute 
1617 Cole Blvd., Golden. CO 80401 

The primary objectives of the Materials Research and Development 
effort are 1) to understand the behavior and interaction of different 
materials used in solar thermal technologies so as to create a sound 
technical base for future system and component designs and 2) to 
develop materials to extend the application potential of systems by 
either making materials more reliable in difficult operating environ- 
ments or by offering lower cost alternatives to presently used materials. 

Solar thermal systems are being designed aimed primarily at electric 
power, industrial process heat from low to high temperature, and 
fuels and chemicals applications. Another application not discussed 
here is building climate control such as passive and active heating 
and cooling. Systems which concentrate, collect, and transport solar 
thermal energy are of primary interest for these potential applications. 

Concentration ratio corresponds to the ability of a solar collector 
to deliver high temperature thermal energy. Figure 1 shows the 
progression from point focusing systems (both parabolic dishes and 
heliostats), through line focusing systems such as parabolic troughs, 

‘T, evacuated tfbes, to solar ponds. This figure depicts their 
primary application focus while also displaying other potential appli- 
cations for which these systems may be equally well suited. 

The materials research and development effort is divided in two 
categories: 1) optical materials which include reflectors, trans- 

mitters, and optical structures; and 2) thermal materials for receiver 


Hhis effort is managed by SERI for the U.S. DOE, Division of Solar 
Thermal Energy Systems 



and energy transport subsystems which consist of absorber materials, 
ceramics, metals, alloys, and heat transfer fluids. The relative 
importance of mate:"ials in the two categories to the solar thermal 
systems of interest is also displayed in Figure 1, more dots meaning 
greater importance. 

The matcrid.s requirements are derived from the system concepts and 
expected app ication environments. These requirements have been 
established for the current generation of solar thermal systems arJ 
the perceived needs of the initial markets. A great deal of effort 
remains to establish the systems requirements and market needs for 
systems that would have to meet the stringent first cost and economic 
criteria of the industrial sector where the larger potential may 
exist for modified versions of current or entirely new concepts of 
future solar thermal energy systems. 

Materials research and development includes the four critical steps; 
namely, a) generating new ideas and concepts, b) assessment of its 
potential from economic and system performance viewpoints, c) pilot 
fabrication of promising materials and evaluation both in laboratory 
and field experiments, and d) adaptation of the new or improved 
materials to the wide range of components and systems. This program 
is structured to allow these steps to be conducted with a maximum 
utilization of the available university, national laboratories, and 
industrial scientific and production capabilities. With this combined 
effort it is hoped that the most promising concepts and materials 
nurtured through research and development will ultimately emerge in 
the commercial marketplace. 

The development of optical materials has the highest priority because 
they account for a significant portion of the solar thermal system 
cost and also, being new and unique to solar systems, presents the 
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largest unknowri In calculating their operational reliability and 
life cycle costs from the ultimate users perspective. Optical 
systems, which consist of reflecting, transmitting, and structural 
materials, when further developed, can lead to concentrators with 
lower Initial cost. Improved performance, or longer life. One of 
these criteria Is Important In each unique application or system 
depending on whether higher temperature, minimum maintenance, low 
first cost of Installed systems or some combination Is required by 
the purchaser of the system. 

In the following, some examples of the research projects In the concept 
laboratory evaluation stages are polymers and mirrors. An example 
of the research at the concept stage Is the development of polymers 
which are UV stable over a long period, say up to 10 years. Polymers 
offer the potential to reduce the cost or extend the life of a 
variety of solar energy systems. Another example Is the evaluation 
of alternate mirror fabrication techniques which offer the possibility 
of more durable mirrors on glass and polymers. 

Examples of the materials In pilot fabrication and adaptation are 
cermet coatings and thin glass. A cc^cept being assessed for Its 
large scale production Is the cermet selective absorber coating with 
platinum and aluminum oxide. This material, developed as a university 
concept, showed desirable performance characteristics In the laboratory 
and Is now being evaluated by Industry using production equipment 
and techniques. 

The evaluation of thin glass produced by Industry on a pilot production 
basis represents an example of another materials development effort. 
Glass with high transmission coupled with desirable characteristics 
such as good strength and low weight Is undergoing field evaluation 
by a variety of solar system fabricators. This evaluation by equip- 
ment designers and system engineers Is critical to the success of the 
materials research and development since this represer. . the initial 
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step to future product Improventent and Industry commitment for large 
scale production. 

The materials development Is a foundation upon which future solar 
systems will be built. Guiding the a/allablllty of these reliable 
materials with adequate data to designers and system suppliers through 
the commercial sector Is the measure of success of this effort. 
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SOLAR ENERGY WATER DESAUNATION IN THE 
UNITED STATES AND SAUDI ARABIA 


Werner Luft 
Project Manager 
U.S./Saudi Arabian Program 
Solar Energy Research Institute 
1617 Cole Boulevard 
Golden, Colorado 
(303) 231>1233 


Jim Williamson 
U.S. Program Director 
U.S./Saudi Arabian Program 
Solar Energy Research Institute 
1617 Cole Boulevard 
Golden, Colorado 
(303) 231-1850 


Five solar energy water desalination systems are being designed to deliver 6000 mvday 
of desalted water from either seawater or brackish water. After the system definition 
study is completed in July 1981, two systems will be selected for pilpi plant construc- 
tion. The pilot plants will have capacities in the range of 100 to 400 m^/day. 


1.0 BACKGROUND 

In Octobo* 1977, Saudi Arabia and the United States signed a Project Agreement for 
Cooperation in the Field of Solar Energy (SOLERAS) under the auspices of the 
United States-Saudi Arabian Joint Commission on Economic Cooperation. The objectives 
of the agreement are to: 

• cooperate in the field of solar energy technology for the mutual benefit of the 
two countries, including the development and stimulation of solar industries 
within the two countries; 

• advance the developmoit of solar energy technology in the two countries; and 

• facilitate the transfer between the two countries of technology developed under 
this agreement. 

The Solar Lnergy Research Institute (SERI), as the Operating Agent, is responsible for 
implementing SOLERAS in accordance with directives of the SOLERAS Executive Board 
who has approved a five-year technical program plan. 

As part of this technical program plan, an area of Industrial Solar Applications for solar 
technology has been identified. A specific objective is to demonstrate the use of solar 
energy in desalinating water. Water desalination is needed in both Saudi Arabia and the 
United States. In Saudi Arabia, water is needed principally for municipal and agricultural 
applications. In the United States, desalination is mainly required to control river salin- 
ity and provide potable water to selected communities that have critical water quality 
problems or water shortages. 


1.0 PROJECT PLANS 

To accomplish tlte objective of the SOLERAS solar energy water desalination project, a 
3-phase activity is planned. The phases are as follows: 
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Phase 1: Preliminary System Design and Cost Analysis 

Phase 2: Detailed Pilot Plant Design and Construction 

Phase 3: Pilot Plant Operation and Training of Personnel 

Phase 1; System analyses and economic analyses will be performed by several companies 
on a solar ener^jy desalination system of their choice for either seawater or brackish 
water desalination. The systems will each be for an average daily product water capac- 
ity of 6000 m^. The main criterion for the analysis will be the product water cost. Each 
system will be designed for a specific site and application. The site, application, and 
technology will have broad applicability to general water desalination needs in either the 
United States or in Saudi Arabia. It is the intent of this project to encourage innovation 
without unduly affecting performance and reliability. Subsystems and their interfaces 
will be defined during Phase 1 and product-water cost projections will be made for com- 
mercial plants of a range of capacities. 

Finally, a development plan for Phase 2 will be generated including detailed cost esti- 
mates for the design and construction of a pilot plant with a capacity of 100 to 400 
m'^/day using the technology of the baseline system. 

Phase 2; Of the several systems designed in Phase 1, one system in each category 
(brackish and seawater desalination) will be chosen for pilot plant construction. The cri- 
teria for selection will include levelized cost per unit of product water for the commer- 
cial sized plant, design emd construction cost for the pilot plant, consistency in cost 
between the commercial sized plant and the pilot plant, maturity of system design and 
projected pl^t reliability. Each pilot plant will have a product-water output capacity of 
100 to 400 m^/day. The pilot plants will be designed in detail and constructed on specific 
sites. 

The size of the pilot plant was selected to be within the budget limitations of the 
SOLERAS Program and is of a capacity that provides useful technical and economic data 
for planning, design, and construction of a commercially-sized plant. A pilot plant deliv- 
ering 400 m^/day of desalted water would provide water to 2,000 people or could provide 
irrigation water for about 8,000 m^ of greenhouse agriculture. If the ratio of the ulti- 
mate plant capacity to the pilot plant capacity becomes too great, less useful technical 
and economic information for application to the full scale plant can be extracted from 
the pilot plant construction and operation. 

Phase 3; The pilot plants will be operated and performance measurements made to 
provide the information essential for designing commercial-sized desalting plants. Local 
personnel will be trained in the operation and maintenance of the plant so they can make 
performance measurements. 

The schedule for Phase 1 is from October 1980 to July 1981. Phase 2 is expected to start 
in October 1981 with the pilot plant construction completed by July 1983. Phase 3 will 
start at the completion of Phase 2 and will continue until the end of 1983. 

The five companies that have been awarded contracts for Phase 1 and their team 
members are shown in Table 1. The technologies involved in the five systems, the water 
type, and projected plant locations are given in Table 2. The table shows that the five 
contracts represent six different desalination technologies (seawater and brackish water 
reverse osmosis are regarded as two different processes), and five different solar energy 
technologies. 
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The two companies which utilize point focus ti.ermal collectors are discussed in more 
detail in the next section. 


TliUel. CONTRACTORS FOR PR.^SE 1 


Prime 

Contractor 

Team Members 

Boeing Engineering 
<!c Construction Co. 

Resource Conservation Co. 
International 

Catalytic, Inc. 

Science Applications, Inc. 

Chicago Bridge & 
Iron Co. 

Foster-Miller Associates, Inc. 
Arabian Chicago Bridge & 
Iron Co. 

DHR, Inc. 

Science Applications, Inc. 
Ionics, Inc. 

Al-Radwan 

Exxon Research 
ic Engineering Co. 

Permuitit Co., Inc. 

Ecodyne-Unitec Div. 

Martin-Marietta 
Badger Energy, Inc. 

Saudi Investment Development Center 
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Table 2. WATER TYPES, PLANT LOCATIONS, AND TECHNOLOGIES FOR FIVE SYSTEMS 
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3.0 POINT FOCUS SYSTEMS 


The Catalytic solar energy collection subsystem consists of three types of solar thermal 
collectors, having a total area of 64,000 m^. The collectors include high temperature 
point-focus Omnium-G thermal collectors, medium temperature line-focus Fresnel ther- 
mal collectors, and low temperature Winston thermal collectors. In addition, 12 wind 
generators provide a total of 2.4 MW of electric power. 

Energy storage is provided using a high-temperature air thermal storage system ov«* the 
range of 290* -430* C, and medium temperature and low temp^ature thermal storage 
with a range of 45*-120*C and 180*-290*C, respectively. The medium and low temper- 
ature thermal storage systems use a liquid medium. The total capacity for the thermal 
storage system is 60 MWh. The electric storage capacity is 725 kWh. 

Energy conversion is obtained through a steam turbine with a 560 kW electric generator 
and through the use of e power recovery turbine. Backup power is obtained through a 
motor with a 207 kW elecu*ic generator. 

The brackish water is pre-treated and uses 18,000 storage tanks. The desalination 
subsystem consists of two stages of reverse osmosis units in series, operating at 2.9 MPa 
and 5.6 MPa and operating in series with a multiple effect vertical tube evaporator. The 
brine is disposed .'n 93,000 m^ surface area evaporation ponds. The water recovery ratio 
is 0.98. 

9 

The Chicago Bridge and Iron system uses 37,000 m* distributed point-focus thermal col- 
lectors with two axes tracking. Energy storeje is obtained through two tanks containing 
HITEC molten salt operating over a temperature range from 286*-565*C and having a 
capacity of 148 MWh. 

The energy con’^ersion subsystem uses a steam turbine with a 560 kW electric generator 
and a turbine driving tne 1,216 kW primary refrigeration compressor. Backup power ts 
obtained from a 7.5 MW boiler. There is no waste disposal subsystem as the brine is 
rejected directly into tne sea. 

Figures 1 and 2 are block diagrams of the point focus system and show the interaction of 
the subsystems. 


4.0 PROJECT sn'ATUS 

Subcontracts for the projects were awarded in October 1980. The efforts to date have 
focused Oil the definition of systam specifications and trade studies for alternate sub- 
system configurations and components. Simulation models have also been developed for 
the plant performance analysis. 

The subcontracts for Phase 1 are all firm fixed price. Financial p^ formance is, there- 
fore, the total responsibility of the subcontractors. 

The technical peformance of the (iroject teams is on schedule. No slippages of major 
milestones are identifiable at this time. The Phase 1 system studies will be completed 
in August 1981. 
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